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lINTERPERATIVE SIGNAGE AND WAYFINDING KEY

II.
.
V.

<
<€

<€
<

<€
<€

VI.
VII.
VL.
IX.

<€
<€

<€
<€

<€
<€

XI.
XIl.
XIil.
XIV.
XIW.
XVI.
XVII.
XVIII.
XIX.
XX.

<€
<€

<€
<€

<€
<€

<€
<€

<€
<€

<
<€

<€
<

<€
<€

<€
<€

<€
<€

SAND BLASTED ENTRY SIGN: QUOTE ON GFRC

INTERPRETIVE SIGN TYPE I: MAMMOTH SIGN

INTERPRETIVE SIGN TYPE I: ERRATIC SIGN

INTERPRETIVE SIGN TYPE |: THE FLOOD

INTERPRETIVE SIGN TYPE I: RYTHMITES AND COLUMNAR BASALT
INTERPRETIVE SIGN TYPE I: FOSSILS OF WASHINGTON
INTERPRETIVE SIGN TYPE I: GINKGOS

INTERPRETIVE SIGN TYPE I: PLANTS OF THE GEOLOGIC LANDSCAPE
INTERPRETIVE SIGN TYPE I: MIMA MOUNDS

INTERPRETIVE SIGN TYPE I: GEOLOGIC MILEAGE

INTERPRETIVE SIGN TYPE II: NUMBER OF FLOOD MILES
INTERPRETIVE SIGN TYPE II: NUMBER OF FLOOD EVENTS
INTERPRETIVE SIGN TYPE II: CFS OF FLOOD WATERS

NO CLIMBING SIGN - INSTALL EVER 20 LINEAR FEET OF NON-CLIMBING SURFACE.

ROCK MEDALLION: BASALT (3 EACH)
ROCK MEDALLION: GRANITE (3 EACH)
ROCK MEDALLION: GUINESS (2 EACH)
QUOTE IN FLATWORK

MUSIC QUOTE IN GFRC

ANIMALS IN BASALT

l FOOTPRINT/IMPRINT KEY

SUBMIT SHOP DWG
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 2-3
SHEET L3.8 DETAIL 4
SHEET L3.8 DETAIL 4
SHEET L3.8 DETAIL 4
SHEET L3.8 DETAIL 4
SUBMIT SHOP DWG
SHEET L6.1 DETAIL 12
SHEET L6.1 DETAIL 12
SHEET L6.1 DETAIL 12

SHEET L3.8 DETAIL 8
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MAMMOTH FOOTPRINT IN CONCRETE
MAMMOTH FOOTPRINT IN PIP
GINKGO IMPRINT IN CONCRETE
TRILOBITE IMPRINT IN CONCRETE

DEEP

24"

-

NOTES:

SHEET L3.8 DETAIL 6
SHEET L3.8 DETAIL 7
SHEET L3.8 DETAIL 5
PROVIDE SHOP DRAWING

LARGE MAMMOTH FOOTPRINT TO BE CAST
IN CONCRETE. LOCATIONS PER PLANS

DEPTH OF CAST SHALL NOT EXCEED 4"

DIMENSION NOTES: OVERALL LENGTH
APPROXIMATELY (24) INCHES. OVERALL
WIDTH APPROXIMATELY (24) INCHES.

1. LANDSCAPE CONTRACTOR TO PROVIDE MOCK-UP CONCRETE STAMP AND SUBMIT FOR
APPROVAL FROM LANDSCAPE ARCHITECT BEFORE INSTALLATION. LANDSCAPE ARCHITECT

TO PROVIDE CAD DRAWING OF DETAIL UPON AWARD OF BID.
2. ONE OPTION WOULD BE INFINITY STAMPS AT:

https://www.infinitystamps.com/products/custom-concrete-stamp?variant=22941792774

6 ‘CIP LARGE MAMMOTH FOOTPRINT DETAIL

| SCALE: 1-1/2" = 10"

~ SMALL MAMMOTH FOOTPRINT TO BE CAST
IN CONCRETE. LOCATIONS PER PLANS
DEPTH OF CAST SHALL NOT EXCEED /4"
DEEP
s

DIMENSION NOTES: OVERALL LENGTH
APPROXIMATELY (12) INCHES. OVERALL
WIDTH APPROXIMATELY (12) INCHES.

p

NOTES:
1. LANDSCAPE CONTRACTOR TO PROVIDE MOCK-UP CONCRETE STAMP AND SUBMIT FOR
APPROVAL FROM LANDSCAPE ARCHITECT BEFORE INSTALLATION. LANDSCAPE
ARCHITECT TO PROVIDE CAD DRAWING OF DETAIL UPON AWARD OF BID.
2. ONE OPTION WOULD BE INFINITY STAMPS AT:
https://www.infinitystamps.com/products/custom-concrete-stamp?variant=22941792774

7 |CIP SMALL MAMMOTH FOOTPRINT DETAIL

SCALE: 3" =1-0"

SANDBLASTED PICTOGRAPH, 1/8"
DEPTH. SIZE TO FIT BASALT FACETS.

COLUMBIA MAMMOTH SANDBLASTED
PICTOGRAPH.

DICERATHERIUM SANDBLASTED
2. PICTOGRAPH

DIATRYMA SANDBLASTED PICTOGRAPH]

AVERAGE DIMENSION OF
SANDPLASTED IMAGE SHALL BE 8-12"
WIDTH AND HEIGHT

B

RIES

3

NOTES:
1. SEE COLUMNAR BASALT DETAIL 11 SHT L6.1 FOR INSTALLATION INFORMATION
2. SEE MATERIALS PLAN FOR LOCATIONS OF BASALT COLUMNS WITH SANDBLASTED
PICTOGRAPH.
3. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR APPROVAL

8 | COLUMNAR BASALT - PICTOGRAPH

| SCALE: 3" = 10"

e ™™
1-5"
NOTES: — 7 KEY PLAN
2-0" 1. POST SHALL BE STAINED PER y 1 NOTES: .
NOTES: SPECIFICATIONS. ~ 1. POST SHALL BE STAINED PER L 7 ,
1-8" 1. CONTRACTOR TO PROVIDE 2. CONTRACTOR TO PROVIDE SHOP ° SPECIFICATIONS. N1 ’
SHOP DRAWINGS OF FINAL DRAWINGS OF FINAL SIGN FOR APPROVAL | sl o 2. CONTRACTOR TO PROVIDE SHOP GINKGO LEAF SHAPE TO BE CAST IN
SIGN FOR APPROVAL PRIOR PRIOR TO FABRICATION. D IR NS — DRAWINGS OF FINAL SIGN FOR CONCRETE. LOCATIONS PER PLANS.
TO FABRICATION. ° APPROVAL PRIOR TO FABRICATION.
2 EmELLS%PE'éCPE%s”CDEBLTO 1" THICK EXTERIOR GRADE, CUSTOM HIGH IE 3. POST TO BE STAINED PER
a ) : SPECIFICATIONS.
. . CONTRACTOR POST BID. PRESSURE LAMINATE (CHPL) PANEL (OFCI) PLAN BE'LTEHE l?F CAST SHALL NOT EXCEED
t _t 4 .
-~ -~ é"
tmocrmor e 5 | T comTet e e o
CUSTOM HIGH PRESSURE S o, 2 MIN. : H 1
LAMINATE (CHPL) PANEL - & REMOVE ALL SHARP EDGES q 7 CORCTENSTEEL1P,;IS\IELAWITH
a TEXT CUT OUT - 1.75" TALL
FASTEN TO CORTEN STEEL <
WITH ADHESIVE AND i 3 THICK CORTEN STEEL BASE PLATE - WELD 3 TEXT :
TAMPER RESISTANT - = SIGN BASE TO BASE PLATE - GRIND ALL o #H# — 8X 8 DOUGLAS FIR POST - #1 OR =
SCREWS - GRAPHIC AND ROUGH EDGES SMOOTH IN | oFs BETTER, STAINED
PANEL TO BE OWNER
FURNISHED CONTRACTOR VANDAL RESISTANT NUT WITH WASHER ) 8X 8 DOUGLAS FIR POST - #1 OR
INSTALLED (OFCI) INSTALLED OVER 2" STAINLESS STEEL .| & BETTER, STAINED
THREADED ROD IMBEDDED A MINIMUM OF 6" > = /|
' THICK CORTEN STEEL | N IN CONCRETE VANDAL RESISTANT NUT WITH &ﬂ V
. IHL%TJP'LRSEII)VE géilésgi& == T WASHER INSTALLED OVER 1" DIMENSION NOTES: OVERALL HEIGHT APPROXIMATELY (7)
# ) — A — = STAINLESS STEEL THREADED INCHES. OVERALL WIDTH APPROXIMATELY (7) INCHES. @ @
o\ 08 MIHEOUND —— | [ conere 5| daa % S
SHARP EDGES _ T #ﬁ/ FOOTING o IN CONCRETE |
o :\ | \‘:A N 7fm: MINIMUM DEPTH — T NOTES:
: ax 0 ax ! S :
TEXT CUT OUT IN CORTEN N 14— OF 30 4 2 Aj 1. LANDSCAPE CONTRACTOR TO PROVIDE MOCK-UP CONCRETE STAMP AND SUBMIT FOR
%ELEL'- - FONT TBD - 2.25 —H =" == ; APPROVAL FROM LANDSCAPE ARCHITECT BEFORE INSTALLATION. LANDSCAPE STATE OF
S, im: 4 J:u‘7 2. ONE OPTION WOULD BE INFINITY STAMPS AT: REGISTERED
FINISH GRADE —] v | - https://www.infinitystamps.com/products/custom-concrete-stamp?variant=22941792774 LANDSCAPE ARCHITECT
=TT T—TT1I— m“——'
2 |INTERP. SIGN TYPE | ELEVATION 3 |INTERP. SIGN TYPE | SECTION 4 |INTERP. SIGN TYPE | 5 | CAST-IN-PLACE GINKGO LEAF DETAIL o
| SCALE:  3/4"=1-0" | SCALE:  3/4" = 1"-0" | SCALE:  3/4" = 1"-0" ['SCALE: 6" = 1-0" '
DIGITALLY SIGNED:
Location SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT:  PARK
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1 ‘MATERIALS PLAN - GUARDRAILS AND HANDRAILS

| SCALE: 1" = 200"

lGUARDRAIL AND HANDRAIL SCHEDULE

GUARDRAIL TYPE | - STANDARD GUARDRAIL - SEE SHEET L6.3 DETAIL 1 & 12
GUARDRAIL TYPE Il - BIRDS NEST PANEL GUARDRAIL - SEE SHEET L6.3 DETAIL 2 & 12
GUARDRAIL TYPE Il - RAILING AT GRFC - SEE SHEET L6.1 DETAIL 8

HANDRAIL TYPE | - STANDARD AT CONCRETE WALLS - SEE SHEET L6.2 DETAIL 9 AND

HANDRAIL TYPE Il - ALONG NORTHWEST RAMP - SEE SHEET L6.2 DETAIL 10

HANDRAIL TYPE IIl - STANDARD HANDRAIL AT SKATE ENTRY SHEET L6.6 DETAIL 2 AND
STAIRS AT ENTRY CIRCLE SHEET L6.1 DETAIL 5.
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rocation SEE SHEET V1.0 FOR TEMPORARY
BENCH MARK INFORMATION

CURRENT DESIGN STANDARDS
CCS - ADOPTED 2/95

UNDERGROUND SERVICE ALERT
£~ ONE-CALL NUMBER

811 or

/(800)342-1585

CALL TWO BUSINESS DAYS BEFORE YOU DIG

KEY PLAN

NN
S92

STATE OF
WASHINGTON
REGISTERED

LANDSCAPE ARCHITECT

“OUpImt—

DELL R. HATCH
CERTIFICATE NO. 1162

DIGITALLY SIGNED:

SPOK

CITY OF SPOKANE, WASHINGTON

RIVERFRONT PARK
NORTH BANK PLAYGROUND

PROJECT TITLE:

TYPE OF IMPROVEMENT: PARK
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BASE BID SHOWN HERE T &\ /
e | | 7
BASE BID INCLUDES PLANTING BED WITH —H ’ gf, \
IRRIGATION AND CONCRETE CURB. SEE i N\ /
PLANTING, IRRIGATION AND MATERIALS — { L /A
SHEETS. ) \// AN
)4 N\ 7 N /
IF ALTERNATE #7 AWARDED, REMOVE )| N 74
FOREVER LAWN WITHIN DASHED LINE. —~
T REPLACE WITH BENCH, SEE MATERIALS A =
PLANS.
ALTERNATE #7 SHOWN HERE. e
BASE BID INCLUDES PLANTING BED WITH \
IRRIGATION AND CONCRETE CURB. SEE \
PLANTING, IRRIGATION AND MATERIALS \
SHEETS. \
\ 4
\ IF ALTERNATE #7 AWARDED, REMOVE paA
| PLANTING BED, IRRIGATION AND —
] CONCRETE CURB. REPLACE WITH
FOREVER LAWN FOR 11' CRITICAL FALL i
/ HEIGHT, SEE LEGEND THIS SHEET. —
=1 =
D : =
Q /
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CRETRED 2
P
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\
\ 7 ALTERNATE #1 SHOWN HERE.
/ ? BASE BID INCLUDES PLANTING BED WITH
cy' 4 IRRIGATION AND CONCRETE CURBS. SEE
A 1 PLANTING, IRRIGATION AND MATERIALS
/ — g SHEETS.
/ v g
/ / / IF ALTERNATE #1 AWARDED (BRAIDED
OO / STREAM), REMOVE PLANTING BED AND
~ O / IRRIGATION, AND REVISE CONCRETE

CURB WITHIN DASHED OUTLINE.

REPLACE WITH FOREVER LAWN FOR 5'

= e

PLAYGROUND SAFETY SURFACING KEY

POURED IN PLACE SAFETY (PIP) SURFACING BY FALL HEIGHT

PIP FOR 4' CRITICAL FALL HEIGHT

PIP FOR 5' CRITICAL FALL HEIGHT

CRITICAL FALL HEIGHT, SEE LEGEND _ PIP FOR 9' CRITICAL FALL HEIGHT KEY PLAN
/ THIS SHEET.
/ PIP FOR 12' CRITICAL FALL HEIGHT % )
/ n
/
\/ \< / FOREVER LAWN SAFETY SURFACING BY FALL HEIGHT % = Eﬂ
- | [ 1 1 I (I r rr 1 v  JA. /T R K e eSEEe e S — -
% ] . v '
~ . f %\ﬁ;\?\ FOREVER LAWN FOR 5' CRITICAL FALL HEIGHT . IE i 2&
/ f 1 FOREVER LAWN FOR 8' CRITICAL FALL HEIGHT T
/ \ . \
N , Vi
) FOREVER LAWN FOR 11' CRITICAL FALL HEIGHT il
/ |
\ FOREVER LAWN FOR 12' CRITICAL FALL HEIGHT :
\
a |PLAYGROUND SAFETY SURFACING DEPTH CHART q Y
/= | @
~ SURFACING TYPE CRITICAL FALL HEIGHT § @4
- 4HT |5HT |8HT |9 HT [11'HT |[12'HT
- UNDERGROUND SERVICE ALERT
POURED IN 2 | 25 4 5" = == ONE-CALL NUMBER
PLACE N\
(SURFACING 8 1 1 STATE OF
WASHINGTON
/ \ DEPTH) l OR REGISTERED
o o . . LANDSCAPE ARCHITECT
1 [MATERIALS PLAN - SAFETY SURFACING | (SURFACING 800)342-1585 M t——
" . DEPTH) — DELL R. HATCH
| SCALE: 1"=10-0 NORTH CALL TWO BUSINESS DAYS BEFORE YOU DIG CERTIFICATE NO. 1162
DIGITALLY SIGNED:
LOCATION SEE SHEET V1 .0 FOR TEMPORARY CURRENT DES'GN STANDARDS PROJECT T|TLE RIVE RFRONT PARK TYPE OF IMPROVEMENT: PARK
BENCH MARK INFORMATION YN CCS - ADOPTED 2/95 SPOI CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
" 1 " L
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l PLANT SCHEDULE lLANDSCAPE LEGEND

CODE  BOTANICAL NAME COMMON NAME SIZE QTY

() , PROPERTY—/

LINE DETAIL NUMBER __>— DETAIL CALLOUT
PAGE NUMBER

CORNUS KOUSA *MILKY WAY' MILKY WAY KOUSA DOGWOOD 2 CAL. 5 PLANT SYMD PLANT CALLOUT

cJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2" CAL. 18

M

PR QUANTITY
LU TL LT GINKGO BILOBA *AUTUMN GOLD' TM MAIDENHAIR TREE 2"CAL. 7
PR T . .| LAWN - SEE SPECIFICATIONS - BASE BID SEED -
PR | v v v ALTERNATE #5 SOD
v v | GINKGO BILOBA "FASTIGIATA® FASTIGIATE MAIDENHAIR TREE 2" CAL. 11
— v ) PLANTER AREA
T~ v GLEDITSIA TRIACANTHOS INERMIS *SHADEMASTER" TM  SHADEMASTER LOCUST 2"CAL. 8 FOFFI5%] 3" ROUND RIVER COBBLE (TO MATCH HOWARD ST
T {% US55 5)5)377]  PROMENADE BIOSWALES)
~ 69 €§§ @ @ @ LIRIODENDRON TULIPIFERA “EMERALD CITY" TM EMERALD CITY TULIP TREE 2CAL. 6 SHOVEL CUT EDGE
o . :\\\\ @ METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8FT. 3 = 5" WIDE BARK TREE RING WITH SHOVEL CUT ON ALL
R T T T T T T e E= PROPOSED TREES IN TURF AREAS (SEE PLANTING DETAIL
v v v v v v v v v v v v v v v v v v v 3/|_6_9)
FA GRS VAN AR AU AU SRR S S PINUS FLEXILIS *VANDERWOLF 'S PYRAMID" VANDERWOLF'S PYRAMID PINE ~ 6-8 FT. 2
PROPERTY: A S A A A A S S A S = 5" WIDE BARK TREE RING WITHOUT SHOVEL CUT ON ALL
LINE RTINSV ARSI AU NS AU AU ‘ ‘ = EXISTING TREES IN TURF AREAS
- P R PLATANUS X ACERIFOLIA "'BLOODGOOD LONDON PLANE TREE 2" CAL. 3 (SEE PLANTING DETAIL 3/L6.9)
. LT T T T T T T T T LT T T SYRINGA PEKINENSIS TM PEKING TREE LILAC 2"CAL. 12
i Y — L LT T L LY TILIA TOMENTOSA STERLING STERLING SILVER LINDEN 2"CAL. 8
NI APV BASE BID CONDITION ~N
v v v v v ¥ - ALT. #7 CONDITION | <
LY oYLt 4 SHOWN DETAIL 2 |
oo THIS SHEET =  SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE QTY
Ll
L O] AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87
I
(¥p)
Ll e AS AGASTACHE X 'SUMMER LOVE" SUMMER LOVE HYSSOP 1GAL. 45
L
w
! @ CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70
Ll
s
— @ cs CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10
I
g O
g ® CK CORNUS SERICEA “KELSEYI® KELSEY! DOGWOOD 3GAL. 62
© EP ECHINACEA PURPUREA "TIKI TORCH" PURPLE CONEFLOWER 1GAL. 70
® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1 GAL. 249
NOTE: IF ALT: o605
#6 AWARDED B AP
TREE TO BE i " e © HO HEMEROCALLIS X “STELLA DE ORO" STELLA DE ORO DAYLILY 1GAL. 19 ’ A
OMITTED , NI (
HD HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3 t‘\ %
—_— — — — — — — — — — ] ] ] — M e ¢
[ v v CURBING AND SHRUBS LOCATED
oo . . WITHIN DASHED LINE ON BASE BID
MATCH LI NE - SEE SHEET L4 1 ® JE JUNCUS EFFUSUS "OCCIDENTAL BLUE OCCIDENTAL BLUE RUSH 1 GAL. 65 CONDITION REMOVED AS PART OF
' 4£—— ALTERNATE #7 - REPLACED WITH
+ SAFETY SURFACING AND PLAY
1 ‘ P LANTI N G P LAN AREA I O] LC LEYMUS CINEREUS GREAT BASIN WILDRYE 1GAL. 70 - N < EQUIPMENT /
- 1" =20-0" ® : '
| SCALE: 1" =20-0 LS LIATRIS SPICATA "KOBOLD SPIKE GAYFEATHER 1GAL. 109 9 ‘ ALT. #7 AREA NORTH
| SCALE: 1" = 100"
{3 MR MAHONIA REPENS CREEPING MAHONIA 1 GAL. 48 | KEY PLAN
|LANDSCAPE NOTES ™ s —
| @ MS MISCANTHUS SINENSIS *GRAZIELLA® GRAZIELLA MAIDEN GRASS 1 GAL. 202 . 7] ;'
1. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY. : \ |
2. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMAN'S: AMERICAN STANDARD FOR NURSERY STOCK, ANSI Z60.1-1990. o . . 3 :r;z‘:
3. ALL PLANT MATERIAL SHALL BE INSTALLED AS PER DETAILS AND CONTRACT SPECIFICATIONS. PV PANICUM VIRGATUM ~SHENANDOAH SWITCH GRASS 1GAL. 50 = R v o
4. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION CONTRACTOR TO AVOID CONFLICTS BETWEEN HEAD PLACEMENT AND PLANTINGS. ] W
5. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE OWNER/LANDSCAPE ARCHITECT. ‘ ‘ LA I == Hf
6. ALL TURF AREAS SHALL RECEIVE (12") OF CLEAN TOPSOIL. ALL PLANTING BEDS SHALL RECEIVE (12") OF TOPSOIL. TOPSOIL SHALL CONSIST OF 75% IMPORTED TOPSOIL AND 25% OF COMPOST THAT HAS BEEN THOROUGHLY MIXED. PA PENNISETUM ALOPECUROIDES "HAMELN HAMELN DWARF FOUNTAIN GRASS 1GAL. 514 T
7. ALL SHRUB BEDS SHALL HAVE A MIN. OF 3" TOPDRESSING INSTALLED. TREAT TOPDRESSING WITH PRE EMERGENT PER DETAILS. \
8. SHRUB BED EDGING SHALL BE A SHOVEL CUT EDGE. IT SHALL SEPARATE ALL GRASS AREAS FROM PLANTING BED LOCATIONS. SEE PLANS FOR SPECIFIC LOCATIONS. >
9. FINISH GRADE OF SHRUB BEDS AFTER INSTALLATION OF MULCH SHALL BE WITHIN 1" OF TOP OF CURBS, SIDEWALKS AND SURROUNDING HARDSCAPE. PM PHYSOCARPUS OPULIFOLIUS "MONLO™ TM  DIABLO PURPLE NINEBARK 5GAL. 30 N

10. ALL ROOT WRAPPING MATERIAL SHALL BE REMOVED AT THE TIME OF PLANTING.
11. NO BARE ROOT STOCK SHALL BE USED UNLESS OTHERWISE NOTED IN CONTRACT DOCUMENTS.
12. CONTRACTOR IS RESPONSIBLE FOR LOCATING PROPERTY LINE AND WORKING WITHIN THE PROPERTY BOUNDARY.
13. TURF ESTABLISHMENT PERIOD SHALL CONSIST OF THE FOLLOWING:
(1) AGRONOMIC SOILS TEST - TEST LOCATIONS SHALL BE OBTAINED FROM IMPORTED TOPSOIL.

PO PHYSOCARPUS OPULIFOLIUS "SMPOTW" TINY WINE NINEBARK 5 GAL. 40

(3) THREE FERTILIZER APPLICATIONS - FERTILIZER SHALL BE DEFINED BY THE RECOMMENDATIONS FROM THE SOILS TEST LAB. CONTRACTOR SHALL SUBMIT TEST RESULT AND FERTILIZER CUT SHEETS FOR APPROVAL. APPLICATIONS SHALL OCCUR
AT:

O & {3 o
/

PF POTENTILLA FRUTICOSA "PINK BEAUTY" PINK BEAUTY POTENTILLA 3 GAL. 71

« INITIAL TIME OF PLANTING - RATE SHALL BE 10 LBS PER 1,000 5Q FT ﬂ
« 1 MONTH AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT ‘ ‘ 2\

« 2 MONTHS AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT & RH RUDBECKIA HIRTA " INDIAN SUMMER GLORIOSA DAISY 1GAL. 37 @
CONTRACTOR SHALL MAINTAIN GRASS UNTIL A UNIFORM, WEED FREE, 3" STAND OF GRASS IS ACHIEVED. MAINTENANCE SHALL INCLUDE MOWING AND WEED CONTROL THROUGHOUT LAWN AND SHRUB BED AREAS. LANDSCAPE ARCHITECT AND IS
OWNER SHALL APPROVE THE ESTABLISHMENT OF THE TURF AFTER ALL REQUIREMENTS ARE MET. CONTRACTOR SHALL THEN APPLY ONE FINAL BROADLEAF SPECIFIC HERBICIDE APPLICATION TO LAWN.

14. CONTRACTOR SHALL GUARANTEE ALL WORK, MATERIALS, AND PLANTS FOR A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION. * SN SORGHASTRUM NUTANS "SIOUX BLUE" BLUE INDIAN GRASS 1GAL. 6 UNDERGROUND SERVICE ALERT
15. ANY AND ALL AREAS DISTURBED BY ANY CONSTRUCTION ACTIVITIES THAT RESULT IN EXPOSED SOIL SHALL BE PREPARED AND HAVE TURF SOD INSTALLED (AS PER SPECIFICATIONS) FOLLOWING CONSTRUCTION ACTIVITIES. THIS INCLUDES ALL AREAS === ONE=CALL NUMBER
OF GRADING AND TRENCHING. ALSO SEE CIVIL DRAWINGS FOR GRADING AND TRENCHING AREAS. QA
16. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE TO OR DEFACING OF NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, TURF AREAS, TREES, AND ANY OTHER EXISTING OR NEW SITE ELEMENTS AS A RESULT OF CONSTRUCTION Y sJ SPIRAEA JAPONICA ‘LITTLE PRINCESS' LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
ACTIVITIES. WASHINGTON
REGISTERED

17. PRIOR TO STREET/PUBLIC TREE INSTALLATION, PRUNING OR REMOVAL PLEASE HAVE THE CONTRACTED LICENSED CERTIFIED ARBORIST SUBMIT A COMPLETE PUBLIC TREE PERMIT APPLICATIONS AT LEAST 10 DAYS PRIOR TO WORK BEING LANDSGAPE ARGRITECT
PREFORMED FOR THIS PROJECT, TO INCLUDE CERTIFICATED ARBORIST INFORMATION AND START AND COMPLETION DATES. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ENSURING COMPLIANCE WITH THE CITIES REQUIREMENTS FOR STREET ‘ ( 8 O 0)3 42 1 5 8 5 m
TREE PERMITS. - —

18. NO TREE SHALL BE PLANTED WITHIN FIFTEEN (15) FEET OF ANY DRIVEWAY, ALLEY, STREET LIGHT, UTILITY POLE, UNDERGROUND UTILITY, NON-SAFETY STREET SIGN OR FIRE HYDRANT. NO TREE SHALL BE PLANTED WITHIN TWENTY (20) FEET OF —_— DELL K. HATCH
A CRITICAL STREET SAFETY SIGN. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF A CURB DROP FOR STORM WATER. THE POTENTIAL PLACEMENT OF STREET SIGNS, STREET LIGHTS AND UTILITY POLES SHALL BE EVALUATED TO LESSEN THE CALL TWO BUSINESS DAYS BEFORE YOU DIG CERTIFICATE NO. 1162
CONFLICT WITH THE GROWTH OF EXISTING STREET TREES.

DIGITALLY SIGNED:

LOCATION SEE SHEET V1 .0 FOR TEMPORARY CURRENT DESIGN STANDARDS . PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT: PARK
BENCH MARK INFORMATION ccs-avoprepass  PPOI CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
ELEVATION SEE SHEET V1.0 1"=20'-0" BAR IS ONE INCH ON [ J— .q CITY PURCHASING NUMBER DRAWING NUMBER
SN BERNARDO | WILLS o | Horizonra 1= ORIGINAL DRAWING. " DEPARTMENT OF PARKS AND RECREATION BID SET
CBM NO. N/A " | 070319 [DRAWN __ JC/PO .
ARERIMEERE h2 FroronE momon [ oo s sonE sy, e A o L4.0
REVISIONS DATE CITY DATUM SCALE bgesiiievvdl CHECKED TARBANRN " (509) 625-6200 03.
SCALES ACCORDINGLY APPROVED \ ‘\) \) 1)) ) P 1 OF REVISION NO.:

DATE: Jul 03, 2019 - 12:33pm  by: jeulp FILE NAME:
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v v v v v v W v M ) '
_——e—_—e—_————Te T e\ R e e e ey CODE  BOTANICAL NAME COMMON NAME SiZE QT
v v v v v v v v v v v v m DETAIL NUMBER )— DETAIL CALLOUT
L T 2 T cJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2"CAL. 18 W PAGE NUMBER
/ R CM  CORNUS KOUSA “MILKY WAY" MILKY WAY KOUSA DOGWOOD 2" CAL. 5 / PB \ PLANT SYMD PLANT CALLOUT
PROPERTY /WWWWWWWWWWWWWWWWWWWWWWWWWWWW v QUANTITY
LINE PRI S S S GINKGO BILOBA “AUTUMN GOLD" TM MAIDENHAIR TREE 2'CAL. 7
MRS S T . -] LAWN - SEE SPECIFICATIONS - BASE BID SEED -
v v v v v v v v v v v v v v v v v v v ALTERNATE #5 SOD
SRR A A GINKGO BILOBA "FASTIGIATA’ FASTIGIATE MAIDENHAIR TREE 2" CAL. 11
Aoov v v v Y v Y Y Y Y Y Y Y vy PLANTER AREA
EXISTING HOWARD— | RSN RN GLEDITSIA TRIACANTHOS INERMIS *SHADEMASTER" TM  SHADEMASTER LOCUST 2'CAL. 8 FOI7E577%] 3" ROUND RIVER COBBLE (TO MATCH HOWARD ST
/ STREET L L, USARITRE] PROMENADE BIOSWALES)
IMPROVEMENTS - v v ‘ ‘ .
PRESERVE A~ L T L T L T T LIRIODENDRON TULIPIFERA “EMERALD CITY" TM EMERALD CITY TULIP TREE 2CAL. 6 SHOVEL CUT EDGE
T P L . METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8FT. 3 = 5" WIDE BARK TREE RING WITH SHOVEL CUT ON ALL
= PROPOSED TREES IN TURF AREAS (SEE PLANTING DETAIL
3/L6.9)
PINUS FLEXILIS  VANDERWOLF S PYRAMID' VANDERWOLF'S PYRAMID PINE ~ 6-8 FT. 2
== 5' WIDE BARK TREE RING WITHOUT SHOVEL CUT ON ALL
= EXISTING TREES IN TURF AREAS
PLATANUS X ACERIFOLIA *BLOODGOOD LONDON PLANE TREE 2'CAL. 3 (SEE PLANTING DETAIL 3/L6.9)
EXISTING TREE TO REMAIN= SYRINGA PEKINENSIS TM PEKING TREE LILAC 2'CAL. 12
EXISTING TREE TO REMAIN—
TILIA TOMENTOSA “STERLING STERLING SILVER LINDEN 2'CAL. 8
SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE QrY
o AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87
o
< © AS AGASTACHE X *SUMMER LOVE" SUMMER LOVE HYSSOP 1GAL. 45
-
E @ CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70
L
I
EXISTING TREE TO V) @ cs CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10
EXISTING TREE TO— REMAIN L
REMAIN L
wn ® CK CORNUS SERICEA “KELSEYI' KELSEY| DOGWOOD 3GAL. 62
EXISTING TREE TO— '
REMAIN I L
EXISTING TREE TO— =z © EP ECHINACEA PURPUREA “TIKI TORCH' PURPLE CONEFLOWER 1GAL. 70
REMAIN ]
I
I U ® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1GAL. 249
—
I g O] HO HEMEROCALLIS X "STELLA DE ORO STELLA DE ORO DAYLILY 1GAL. 19
| HD  HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3 UNDERGROUND SERVICE ALERT
1 O] JE JUNCUS EFFUSUS *OCCIDENTAL BLUE" OCCIDENTAL BLUE RUSH 1GAL. 65 81 1 OR
o . . R
'PLANTING PLAN - AREA Il e ™ e |\ |/ U e o o / (800)342-1585
1 CALL TWO BUSINESS DAYS BEFORE YOU DIG
| SCALE: 1" = 200" NORTH ® LS LIATRIS SPICATA “KOBOLD SPIKE GAYFEATHER 1GAL. 109
0 MR MAHONIA REPENS CREEPING MAHONIA 1GAL. 48 KEY PLAN
| LANDSCAPE NOTES \ \ \
| & MS MISCANTHUS SINENSIS ' GRAZIELLA GRAZIELLA MAIDEN GRASS 1GAL. 202 .
1. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY. \’1'7 ﬂ
2. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMAN'S; AMERICAN STANDARD FOR NURSERY STOCK, ANSI Z60.1-1990. o . ‘ .
3. ALL PLANT MATERIAL SHALL BE INSTALLED AS PER DETAILS AND CONTRACT SPECIFICATIONS. PV PANICUM VIRGATUM ~SHENANDOAH SWITCH GRASS 1GAL. 50 T s ;
4. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION CONTRACTOR TO AVOID CONFLICTS BETWEEN HEAD PLACEMENT AND PLANTINGS. v v ‘
5. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE OWNER/LANDSCAPE ARCHITECT. i i (E SHE SESE !
6. ALL TURF AREAS SHALL RECEIVE (12") OF CLEAN TOPSOIL. ALL PLANTING BEDS SHALL RECEIVE (12") OF TOPSOIL. TOPSOIL SHALL CONSIST OF 75% IMPORTED TOPSOIL AND 25% OF COMPOST THAT HAS BEEN THOROUGHLY MIXED. Q PA PENNISETUM ALOPECUROIDES *HAMELN HAMELN DWARF FOUNTAIN GRASS 1 GAL. 514 T
7. ALL SHRUB BEDS SHALL HAVE A MIN. OF 3" TOPDRESSING INSTALLED. TREAT TOPDRESSING WITH PRE EMERGENT PER DETAILS. NG
8. SHRUB BED EDGING SHALL BE A SHOVEL CUT EDGE. IT SHALL SEPARATE ALL GRASS AREAS FROM PLANTING BED LOCATIONS. SEE PLANS FOR SPECIFIC LOCATIONS. vi
9.  FINISH GRADE OF SHRUB BEDS AFTER INSTALLATION OF MULCH SHALL BE WITHIN 1" OF TOP OF CURBS, SIDEWALKS AND SURROUNDING HARDSCAPE. {E} PM PHYSOCARPUS OPULIFOLIUS "MONLO' TM  DIABLO PURPLE NINEBARK 5GAL. 30
10.  ALL ROOT WRAPPING MATERIAL SHALL BE REMOVED AT THE TIME OF PLANTING. |
11. NO BARE ROOT STOCK SHALL BE USED UNLESS OTHERWISE NOTED IN CONTRACT DOCUMENTS. I
12. CONTRACTOR IS RESPONSIBLE FOR LOCATING PROPERTY LINE AND WORKING WITHIN THE PROPERTY BOUNDARY. (:E-:} PO PHYSOCARPUS OPULIFOLIUS 'SMPOTW" TINY WINE NINEBARK 5 GAL. 40
13.  TURF ESTABLISHMENT PERIOD SHALL CONSIST OF THE FOLLOWING:
(1) AGRONOMIC SOILS TEST - TEST LOCATIONS SHALL BE OBTAINED FROM IMPORTED TOPSOIL.
A(ﬁ) THREE FERTILIZER APPLICATIONS - FERTILIZER SHALL BE DEFINED BY THE RECOMMENDATIONS FROM THE SOILS TEST LAB. CONTRACTOR SHALL SUBMIT TEST RESULT AND FERTILIZER CUT SHEETS FOR APPROVAL. APPLICATIONS SHALL OCCUR o PE POTENTILLA FRUTICOSA " PINK BEAUTY" PINK BEAUTY POTENTILLA 3GAL 71
« INITIAL TIME OF PLANTING - RATE SHALL BE 10 LBS PER 1,000 SQ FT ﬂ@v
o 1 MONTH AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT \ . QAN
« 2 MONTHS AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT & RH RUDBECKIA HIRTA “INDIAN SUMMER GLORIOSA DAISY 1GAL. 37 @ @
CONTRACTOR SHALL MAINTAIN GRASS UNTIL A UNIFORM, WEED FREE, 3" STAND OF GRASS IS ACHIEVED. MAINTENANCE SHALL INCLUDE MOWING AND WEED CONTROL THROUGHOUT LAWN AND SHRUB BED AREAS. LANDSCAPE ARCHITECT AND IS =3
OWNER SHALL APPROVE THE ESTABLISHMENT OF THE TURF AFTER ALL REQUIREMENTS ARE MET. CONTRACTOR SHALL THEN APPLY ONE FINAL BROADLEAF SPECIFIC HERBICIDE APPLICATION TO LAWN. ‘ \
14, CONTRACTOR SHALL GUARANTEE ALL WORK, MATERIALS, AND PLANTS FOR A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION. * SN SORGHASTRUM NUTANS " SIOUX BLUE BLUE INDIAN GRASS 1GAL. 6
15.  ANY AND ALL AREAS DISTURBED BY ANY CONSTRUCTION ACTIVITIES THAT RESULT IN EXPOSED SOIL SHALL BE PREPARED AND HAVE TURF SOD INSTALLED (AS PER SPECIFICATIONS) FOLLOWING CONSTRUCTION ACTIVITIES. THIS INCLUDES ALL AREAS
OF GRADING AND TRENCHING. ALSO SEE CIVIL DRAWINGS FOR GRADING AND TRENCHING AREAS.
16. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE TO OR DEFACING OF NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, TURF AREAS, TREES, AND ANY OTHER EXISTING OR NEW SITE ELEMENTS AS A RESULT OF CONSTRUCTION y sJ SPIRAEA JAPONICA "LITTLE PRINCESS® LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
ACTIVITIES. WASHINGTON
17. PRIOR TO STREET/PUBLIC TREE INSTALLATION, PRUNING OR REMOVAL PLEASE HAVE THE CONTRACTED LICENSED CERTIFIED ARBORIST SUBMIT A COMPLETE PUBLIC TREE PERMIT APPLICATIONS AT LEAST 10 DAYS PRIOR TO WORK BEING LANDOCISTERED rECT
PREFORMED FOR THIS PROJECT, TO INCLUDE CERTIFICATED ARBORIST INFORMATION AND START AND COMPLETION DATES. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ENSURING COMPLIANCE WITH THE CITIES REQUIREMENTS FOR STREET m
TREE PERMITS. —
18. NO TREE SHALL BE PLANTED WITHIN FIFTEEN (15) FEET OF ANY DRIVEWAY, ALLEY, STREET LIGHT, UTILITY POLE, UNDERGROUND UTILITY, NON-SAFETY STREET SIGN OR FIRE HYDRANT. NO TREE SHALL BE PLANTED WITHIN TWENTY (20) FEET OF DELL K. HATCH
A CRITICAL STREET SAFETY SIGN. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF A CURB DROP FOR STORM WATER. THE POTENTIAL PLACEMENT OF STREET SIGNS, STREET LIGHTS AND UTILITY POLES SHALL BE EVALUATED TO LESSEN THE CERTIFICATE NO. 1162
CONFLICT WITH THE GROWTH OF EXISTING STREET TREES.
DIGITALLY SIGNED:
tocation SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT:  PARK
BENCH MARK INFORMATION CCS - ADOPTED 2/95 SPOX CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
ELEVATION SEESHEETVIO | rorizonTaL 1"= 200" | 1S ONE INCH ON PN ’ BID SET CITY PURCHASING NUMBER | DRAWING NUMBER
('Y BERNARDO | WILLS S ORIGINAL DRAWING. | — DEPARTMENT OF PARKS AND RECREATION
ARCHITECTS pC EroTOwE NGO [ s & e S e P AN e L4.1
THIS SHEET, ADJUST CHECKED TARRANEY Rraviniiiec 7.03.2019 .
BY REVISIONS DATE CITY DATUM SCALE SCALES ACCORDINGLY prs—— )Y \) \ Y) " OF REVISION NO :
DATE. Jul 03, 2019 - 12:34pm__ by: jculp FILE NAME
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MATCHLINE - SEE SHEET L4.0

lPLANT SCHEDULE

PROPERTY—/

LINE CODE BOTANICAL NAME COMMON NAME E QH
cJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2" CAL. 18
CM CORNUS KOUSA “MILKY WAY"® MILKY WAY KOUSA DOGWOOD 2" CAL. 5
— e —— GINKGO BILOBA "AUTUMN GOLD™ TM MAIDENHAIR TREE 2" CAL. 7
r - =~ — - -—I
{ & Y R v N v 3 l GINKGO BILOBA "FASTIGIATA® FASTIGIATE MAIDENHAIR TREE 2" CAL 11
I + + + // \ﬁ\ 1 / o @\WWWWWWWWWWWWWWWVWF%f
o , o CONG T T T T :~ @@ GLEDITSIA TRIACANTHOS INERMIS "SHADEMASTER' TM  SHADEMASTER LOCUST 2°CAL. 8
63 + + py %} N . v . v . WV . v . v . WV . v ‘l‘% y —
v v v v v v v @ UL a
& ‘ m Q v v v v v v v ‘L @ “'7 = LIRIODENDRON TULIPIFERA "EMERALD CITY ™ T™ EMERALD CITY TULIP TREE 2" CAL. 6
:0- Q ‘ywwwvwwwwwwwwwwlw@) n[o
o/ ol B
(&) @ vovov . v . v . v . v . l*‘ @ METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8 FT. 3
/—\ % o ‘ v v v v v v v v ‘h @®
GB v v v v v v v
I N1/ @ ’W . v . v wI_ANWDSQA‘F“Ew v . ‘I“@ PINUS FLEXILIS "VANDERWOLF 'S PYRAMID® VANDERWOLF 'S PYRAMID PINE 6-8 FT. 2
% ‘w +  +REPLACEDBY « L@6§ b -
v v SKATE PARK AS * <
- ! v . v ‘,PWABT! ASWALTW' #f. . ‘“ (@@ PLATANUS X ACERIFOLIA "BLOODGOOD" LONDON PLANE TREE 2" CAL. 3
@é © v v SEE DETAL &@@
oo wnde L
\ Q@ MR yw v WQ’ . vl @633 SYRINGA PEKINENSIS TM PEKING TREE LILAC 2"CAL. 12
S : G
G Q@'w v v v v v v v L @@ TILIA TOMENTOSA "STERLING® STERLING SILVER LINDEN 2" CAL. 8
v v WV v v v W a
1 @ QG v v v v v v v v l‘ @ -3
OO @ .@ Q@IWWWWWWWWWWWWWWWP@D@
O @ @ @I ' v 2 v v . v . v . N @
@@ @ 8®IWWVWWWWWWW v v L Z
@ . v v v v v v v v,
@@8&8@@(9 _ @gl v v v v SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE QrY
O ©® & + ° v W ” W N + N W N W
I Sio)ortoL! &l 8@ I R @ o} AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87
N R ava
P ' > 2O ® AS AGASTACHE X ‘SUMMER LOVE" SUMMER LOVE HYSSOP 1GAL. 45
WV WV WV WV O ~, GOQ
+ - - - W v ¥ # g%%
v v GF v v ¥ 4
v v + O o1 CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70
v v 2 v v - ®
v v o b v 4—1\1 % n +++®-. olololb S l—o a
GF WWWWWWWWWWWWW ‘/[E AW / OO OO‘:)OO‘O’I J_ —— = @@@ — — = e — N\
| 1 vy v v v v - o L i ﬁl i I o _ 1. @ cs CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10
WV WV WV WV WV WV v WV GF \\
®®WWWWWWWWWWWWWWWWWW 1 1 7\ \ \\ @
) @% et T T LT TG / ) TN Nas 00 NRUSSEAR S\ ® CK CORNUS SERICEA "KELSEY!’ KELSEYI DOGWOOD 3GAL. 62
'Q%fffffff R —— P O - 000! A& N T/
X v v v v v A + / voov\{ 4 = A v N - N v — v ! ] * ’
DS <O LT 0 @é@ (IR O V4 DEVG? / ——— Fé — © EP ECHINACEA PURPUREA " TIKI TORCH PURPLE CONEFLOWER 1GAL. 70
@ . WWWWWWWWWW o “'MG\é‘/:/"‘) A C4M = 1 ﬁ:} L. O F\
" : e N N LT UUUWHR\S\ C W R o Lr MATCHLINE - SEE SHEET L4.4 ® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1GAL. 249
S1P o ' \ WWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWW( ; @ .‘48
0 o R P, VD '\QQ o I ©) HO HEMEROCALLIS X *STELLA DE ORO' STELLA DE ORO DAYLILY 1GAL. 19
+ “ wlq—«—v—v-v————v—v—w—u———————v vwwwwwww g
1 W 3 W W WV v W v v W WV W W WV v v v v W WV . . . \;\\
+ WV v v WV v v WV v v WV v
@ v WI v v v v v v v v v v L. 3 . 5 LU 3 L. } L i } N |__
LR (+ . T L L L T T T T T HD HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3 UNDERGROUND SERVICE ALERT
. . O - v \‘4 v v v
%A_ — o R R R g I R R =
T M - B 4 B £~ ONE-CALL NUMBER
. . =
MATCHLINE - SEE SHEET L4.3 ® JE JUNCUS EFFUSUS " OCCIDENTAL BLUE OCCIDENTAL BLUE RUSH 1GAL. 65 h
0 20 40 80 K /
1 ‘ PLANTI NG PLAN AREA I I I E;!_-E;:j NORTH ©O) LC LEYMUS CINEREUS GREAT BASIN WILDRYE 1GAL. 70
| SCALE: 1" = 200" ® LS LIATRIS SPICATA "KOBOLD" SPIKE GAYFEATHER 1GAL. 109
! MR MAHONIA REPENS CREEPING MAHONIA 1GAL. 48
: & MS MISCANTHUS SINENSIS “GRAZIELLA® GRAZIELLA MAIDEN GRASS 1GAL. 202
1. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY.
2. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMAN'S: AMERICAN STANDARD FOR NURSERY STOCK, ANSI 760.1-1990.
3. ALL PLANT MATERIAL SHALL BE INSTALLED AS PER DETAILS AND CONTRACT SPECIFICATIONS. ‘ .
4. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION CONTRACTOR TO AVOID CONFLICTS BETWEEN HEAD PLACEMENT AND PLANTINGS. © PV PANICUM VIRGATUM ~SHENANDOAH SWITCH GRASS 1GAL. 50
5. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE OWNER/LANDSCAPE ARCHITECT.
6. ALL TURF AREAS SHALL RECEIVE (12") OF CLEAN TOPSOIL. ALL PLANTING BEDS SHALL RECEIVE (12") OF TOPSOIL. TOPSOIL SHALL CONSIST OF 75% IMPORTED TOPSOIL AND 25% OF COMPOST THAT HAS BEEN THOROUGHLY MIXED. o \ ‘
7. ALL SHRUB BEDS SHALL HAVE A MIN. OF 3" TOPDRESSING INSTALLED. TREAT TOPDRESSING WITH PRE EMERGENT PER DETAILS. PA PENNISETUM ALOPECUROIDES "HAMELN HAMELN DWARF FOUNTAIN GRASS 1 GAL. 514
8. SHRUB BED EDGING SHALL BE A SHOVEL CUT EDGE. IT SHALL SEPARATE ALL GRASS AREAS FROM PLANTING BED LOCATIONS. SEE PLANS FOR SPECIFIC LOCATIONS.
9.  FINISH GRADE OF SHRUB BEDS AFTER INSTALLATION OF MULCH SHALL BE WITHIN 1" OF TOP OF CURBS, SIDEWALKS AND SURROUNDING HARDSCAPE. ‘ ‘
10. ALL ROOT WRAPPING MATERIAL SHALL BE REMOVED AT THE TIME OF PLANTING. {3:} PM PHYSOCARPUS OPULIFOLIUS *"MONLO™ TM  DIABLO PURPLE NINEBARK 5GAL. 30
11. NO BARE ROOT STOCK SHALL BE USED UNLESS OTHERWISE NOTED IN CONTRACT DOCUMENTS. '
12. CONTRACTOR IS RESPONSIBLE FOR LOCATING PROPERTY LINE AND WORKING WITHIN THE PROPERTY BOUNDARY. '
13. TURF ESTABLISHMENT PERIOD SHALL CONSIST OF THE FOLLOWING: {}:} PO PHYSOCARPUS OPULIFOLIUS ‘SMPOTW" TINY WINE NINEBARK 5GAL. 40
(1) AGRONOMIC SOILS TEST - TEST LOCATIONS SHALL BE OBTAINED FROM IMPORTED TOPSOIL.
(3) THREE FERTILIZER APPLICATIONS - FERTILIZER SHALL BE DEFINED BY THE RECOMMENDATIONS FROM THE SOILS TEST LAB. CONTRACTOR SHALL SUBMIT TEST RESULT AND FERTILIZER CUT SHEETS FOR APPROVAL. APPLICATIONS SHALL OCCUR
AT: ©) PF POTENTILLA FRUTICOSA 'PINK BEAUTY" PINK BEAUTY POTENTILLA 3GAL. 71
« INITIAL TIME OF PLANTING - RATE SHALL BE 10 LBS PER 1,000 SQ FT V
« 1 MONTH AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT &q]@
o 2 MONTHS AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT . .
CONTRACTOR SHALL MAINTAIN GRASS UNTIL A UNIFORM, WEED FREE, 3" STAND OF GRASS IS ACHIEVED. MAINTENANCE SHALL INCLUDE MOWING AND WEED CONTROL THROUGHOUT LAWN AND SHRUB BED AREAS. LANDSCAPE ARCHITECT AND & RH RUDBECKIA HIRTA "INDIAN SUMMER GLORIOSA DAISY 1GAL. 37 @ @
OWNER SHALL APPROVE THE ESTABLISHMENT OF THE TURF AFTER ALL REQUIREMENTS ARE MET. CONTRACTOR SHALL THEN APPLY ONE FINAL BROADLEAF SPECIFIC HERBICIDE APPLICATION TO LAWN. IS =3

14. CONTRACTOR SHALL GUARANTEE ALL WORK, MATERIALS, AND PLANTS FOR A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION. ‘ ‘

15. ANY AND ALL AREAS DISTURBED BY ANY CONSTRUCTION ACTIVITIES THAT RESULT IN EXPOSED SOIL SHALL BE PREPARED AND HAVE TURF SOD INSTALLED (AS PER SPECIFICATIONS) FOLLOWING CONSTRUCTION ACTIVITIES. THIS INCLUDES ALL AREAS * SN SORGHASTRUM NUTANS SIOUX BLUE BLUE INDIAN GRASS 1GAL. 6
OF GRADING AND TRENCHING. ALSO SEE CIVIL DRAWINGS FOR GRADING AND TRENCHING AREAS.

16. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE TO OR DEFACING OF NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, TURF AREAS, TREES, AND ANY OTHER EXISTING OR NEW SITE ELEMENTS AS A RESULT OF CONSTRUCTION

ACTIVITIES. @ SJ SPIRAEA JAPONICA “LITTLE PRINCESS® LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
17. PRIOR TO STREET/PUBLIC TREE INSTALLATION, PRUNING OR REMOVAL PLEASE HAVE THE CONTRACTED LICENSED CERTIFIED ARBORIST SUBMIT A COMPLETE PUBLIC TREE PERMIT APPLICATIONS AT LEAST 10 DAYS PRIOR TO WORK BEING ‘Q’é\g:‘g#gggg
PREFORMED FOR THIS PROJECT, TO INCLUDE CERTIFICATED ARBORIST INFORMATION AND START AND COMPLETION DATES. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ENSURING COMPLIANCE WITH THE CITIES REQUIREMENTS FOR STREET LANDSCAPE ARCHITECT
TREE PERMITS.
18. NO TREE SHALL BE PLANTED WITHIN FIFTEEN (15) FEET OF ANY DRIVEWAY, ALLEY, STREET LIGHT, UTILITY POLE, UNDERGROUND UTILITY, NON-SAFETY STREET SIGN OR FIRE HYDRANT. NO TREE SHALL BE PLANTED WITHIN TWENTY (20) FEET OF H
A CRITICAL STREET SAFETY SIGN. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF A CURB DROP FOR STORM WATER. THE POTENTIAL PLACEMENT OF STREET SIGNS, STREET LIGHTS AND UTILITY POLES SHALL BE EVALUATED TO LESSEN THE DELL R. HATCH
CONFLICT WITH THE GROWTH OF EXISTING STREET TREES. CERTIFICATE NO. 1162
DIGITALLY SIGNED:
tocation SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS % PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT:  PARK
BENCH MARK INFORMATION YN CCS - ADOPTED 2/95 SPOK CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
ELEVATION SEE SHEET V1.0 HORIZONTAL 1"= 20'-0" [ q BID SET CITY PURCHASING NUMBER DRAWING NUMBER
('Y BERNARDO | WILLS ORIGINAL DRAWING. DEPARTMENT OF PARKS AND RECREATION
CBM NO. N/A m—— 1" | 070319 [DRAWN  JC/PO :
NAVD 85 VERTICAL IE NOT ONE INCH ON 070315 |DESIGNED BL 808 WEST SPOKANE FALLS BLVD. SHEET TITLE: PLANTING PLAN - AREA III L4 2
ARCHITEEGTS PC THIS SHEET, ADJUST CHECKED | Yy L AR SPOKANE, v\(/?%;ggégoggzm-sms 7.03.2019 .
REVISIONS DATE CITY DATUM SCALE SCALES ACCORDINGLY APPROVED A P 1 o REVISION NO

DATE. Jul 03, 2019 - 12:34pm__ by: jculp FILE NAME:
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MATCHLINE - SEE SHEET L4.2

lPLANT SCHEDULE

l LANDSCAPE NOTES

v — — i— o — — — o — —— " p— ) CODE  BOTANICAL NAME COMMON NAME SIZE QY 1. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION
AR S ISP SVRSVA SN AR A OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT
VA MY A AR IR A ST LU ) PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY.
A7 TR dFANAVVAIVAIVASVASVASVASVASVASVRSV VAR R - & CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2°CAL. 18 2. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMAN'S:
v v v v A vl v e e v e e e e e L LT T T T T T T LT I AMERICAN STANDARD FOR NURSERY STOCK, ANSI 760.1-1990.
AL SR T TRV VAVASVAIVASVAIVAIVASVASVRSVESHESHE VARSI = \ \ . 3. ALL PLANT MATERIAL SHALL BE INSTALLED AS PER DETAILS AND CONTRACT SPECIFICATIONS.
AT TV T T T e v e e v e e e e s e e e LT M CORNUS KOUSA MILKY WAY MILKY WAY KOUSA DOGWOOD  27CAL. 5 4. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION CONTRACTOR TO AVOID
AT winla GRSV IRV LI CONFLICTS BETWEEN HEAD PLACEMENT AND PLANTINGS.
STV W;WIW R I T S T S S SRA AR GINKGO BILOBA * AUTUMN GOLD® TM MAIDENHAIR TREE 2 CAL 7 5. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE
SRR ARV TR AR R OWNER/LANDSCAPE ARCHITECT.
el ) N A R R R AR 6. ALL TURF AREAS SHALL RECEIVE (12") OF CLEAN TOPSOIL. ALL PLANTING BEDS SHALL RECEIVE
R | LT, CoTLUTLUTLUTLL, oL L LT T L T Lo < GINKGO BILOBA ‘FASTIGIATA® FASTIGIATE MAIDENHAIR TREE 2"CAL. 11 (12") OF TOPSOIL. TOPSOIL SHALL CONSIST OF 75% IMPORTED TOPSOIL AND 25% OF COMPOST
R P CBASEBIDSHOWN L L L LT LT LT e THAT HAS BEEN THOROUGHLY MIXED.
G e e e e e e e Y EREFORALTAE . « e e e T 7. ALL SHRUB BEDS SHALL HAVE A MIN. OF 3" TOPDRESSING INSTALLED. TREAT TOPDRESSING WITH
Lo 4 Lo WIW Lo LT T T LT T T e e REFERTOSHEET . * . ", "L L . . . .. I — GLEDITSIA TRIACANTHOS INERMIS “SHADEMASTER™ TM  SHADEMASTER LOCUST 2"CAL. 8 PRE EMERGENT PER DETAILS.
AN R Cov v e e e R L s e 8. SHRUB BED EDGING SHALL BE A SHOVEL CUT EDGE. IT SHALL SEPARATE ALL GRASS AREAS FROM
A A PRSIV ASVAIVAVAIASVANAIN A AR I I A IR R IT ‘ ‘ ] PLANTING BED LOCATIONS. SEE PLANS FOR SPECIFIC LOCATIONS.
PN CURBS, SIDEWALKS AND SURROUNDING HARDSCAPE.
LR A USRS Vo ) 10. ALL ROOT WRAPPING MATERIAL SHALL BE REMOVED AT THE TIME OF PLANTING.
T W METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 68FT. 3 1. NO BARE ROOT STOCK SHALL BE USED UNLESS OTHERWISE NOTED IN CONTRACT DOCUMENTS.
LRI R R R ‘WI L 12. CONTRACTOR IS RESPONSIBLE FOR LOCATING PROPERTY LINE AND WORKING WITHIN THE
vy v v v v v v v v v v v v N PINUS FLEXILIS “VANDERWOLF 'S PYRAMID® VANDERWOLF'S PYRAMID PINE ~ 6-8 FT. 2 PROPERTY BOUNDARY.
v v v v v e e e e 13. TURF ESTABLISHMENT PERIOD SHALL CONSIST OF THE FOLLOWING:
AU wI L (1) AGRONOMIC SOILS TEST - TEST LOCATIONS SHALL BE OBTAINED FROM IMPORTED TOPSOIL.
RS ERTR L— PLATANUS X ACERIFOLIA BLOODGOOD' LONDON PLANE TREE 2°CAL. 3 (3) THREE FERTILIZER APPLICATIONS - FERTILIZER SHALL BE DEFINED BY THE
e RECOMMENDATIONS FROM THE SOILS TEST LAB. CONTRACTOR SHALL SUBMIT TEST RESULT AND
T S FERTILIZER CUT SHEETS FOR APPROVAL. APPLICATIONS SHALL OCCUR AT:
MRS SRS WI L SYRINGA PEKINENSIS TM PEKING TREE LILAC 2'CAL. 12 « INITIAL TIME OF PLANTING - RATE SHALL BE 10 LBS PER 1,000 SQ FT
T R e 1 MONTH AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT
IR SRS o ‘ ‘ ) o 2 MONTHS AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT
oy —wl < TILIA TOMENTOSA “STERLING STERLING SILVER LINDEN 2°CAL. 8 CONTRACTOR SHALL MAINTAIN GRASS UNTIL A UNIFORM, WEED FREE, 3" STAND OF GRASS IS
e o= ACHIEVED. MAINTENANCE SHALL INCLUDE MOWING AND WEED CONTROL THROUGHOUT LAWN
v ovov AND SHRUB BED AREAS. LANDSCAPE ARCHITECT AND OWNER SHALL APPROVE THE
ESTABLISHMENT OF THE TURF AFTER ALL REQUIREMENTS ARE MET. CONTRACTOR SHALL THEN
APPLY ONE FINAL BROADLEAF SPECIFIC HERBICIDE APPLICATION TO LAWN.
- 14. CONTRACTOR SHALL GUARANTEE ALL WORK, MATERIALS, AND PLANTS FOR A PERIOD OF ONE
.. SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE QTY YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION.
E 15. ANY AND ALL AREAS DISTURBED BY ANY CONSTRUCTION ACTIVITIES THAT RESULT IN EXPOSED
o AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87 SOIL SHALL BE PREPARED AND HAVE TURF SOD INSTALLED (AS PER SPECIFICATIONS) FOLLOWING
— CONSTRUCTION ACTIVITIES. THIS INCLUDES ALL AREAS OF GRADING AND TRENCHING. ALSO SEE
L CIVIL DRAWINGS FOR GRADING AND TRENCHING AREAS.
L o AS AGASTACHE X “SUMMER LOVE" SUMMER LOVE HYSSOP 1GAL. 45 16. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE TO OR DEFACING OF NEW OR
I EXISTING CONCRETE FLATWORK, ASPHALT, TURF AREAS, TREES, AND ANY OTHER EXISTING OR
wn NEW SITE ELEMENTS AS A RESULT OF CONSTRUCTION ACTIVITIES.
Lol @ 17. PRIOR TO STREET/PUBLIC TREE INSTALLATION, PRUNING OR REMOVAL PLEASE HAVE THE
L CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70 CONTRACTED LICENSED CERTIFIED ARBORIST SUBMIT A COMPLETE PUBLIC TREE PERMIT
%) APPLICATIONS AT LEAST 10 DAYS PRIOR TO WORK BEING PREFORMED FOR THIS PROJECT, TO
' INCLUDE CERTIFICATED ARBORIST INFORMATION AND START AND COMPLETION DATES. THE
Ll & CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10 GENERAL CONTRACTOR IS RESPONSIBLE FOR ENSURING COMPLIANCE WITH THE CITIES
=z REQUIREMENTS FOR STREET TREE PERMITS.
= ‘ \ 18. NO TREE SHALL BE PLANTED WITHIN FIFTEEN (15) FEET OF ANY DRIVEWAY, ALLEY, STREET
T ® CK CORNUS SERICEA ‘KELSEYI KELSEY! DOGWOOD 3GAL. 62 LIGHT, UTILITY POLE, UNDERGROUND UTILITY, NON-SAFETY STREET SIGN OR FIRE HYDRANT. NO
O LO TREE SHALL BE PLANTED WITHIN TWENTY (20) FEET OF A CRITICAL STREET SAFETY SIGN. NO
= < TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF A CURB DROP FOR STORM WATER. THE
< 1 o) EP ECHINACEA PURPUREA “TIKI TORCH' PURPLE CONEFLOWER 1GAL. 70 POTENTIAL PLACEMENT OF STREET SIGNS, STREET LIGHTS AND UTILITY POLES SHALL BE
= - EVALUATED TO LESSEN THE CONFLICT WITH THE GROWTH OF EXISTING STREET TREES.
L
Ll ® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1GAL. 249
T
(¥)
L ©) HO HEMEROCALLIS X *STELLA DE ORO' STELLA DE ORO DAYLILY 1GAL. 19
L
w | LANDSCAPE LEGEND
' HD  HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3 UNDERGROUND SERVICE ALERT
% # =, ONE-CALL NUMBER
I ® JE JUNCUS EFFUSUS *OCCIDENTAL BLUE" OCCIDENTAL BLUE RUSH 1GAL. 65 ﬂ DETAIL NUMBER D_ DETAIL CALLOUT 81 1 OR
T W PAGE NUMBER |
> © — (800)342-1585
LC LEYMUS CINEREUS GREAT BASIN WILDRYE 1GAL. 70 -
< PLANT SYMBOL PLANT CALLOUT ey
= "/ QUANTITY CALL TWO BUSINESS DAYS BEFORE YOU DIG
® LS LIATRIS SPICATA ‘KOBOLD' SPIKE GAYFEATHER 1GAL. 109
. .| LAWN - SEE SPECIFICATIONS - BASE BID SEED -
v v ALTERNATE #5 SOD
Q! MR MAHONIA REPENS CREEPING MAHONIA 1GAL. 48 KEY PLAN
PLANTER AREA
. . @ | 3" ROUND RIVER COBBLE (TO MATCH HOWARD ST
& MS MISCANTHUS SINENSIS *GRAZIELLA GRAZIELLA MAIDEN GRASS 1GAL. 202 BORRRRAE  PROMENADE BIOSWALES) \/7\|7 y
i L e SHOVEL CUT EDGE I"ﬂ
O PV PANICUM VIRGATUM *SHENANDOAH SWITCH GRASS 1GAL. 50 S\ VSN /Mt ,
I — 5 WIDE BARK TREE RING WITH SHOVEL CUT ON ALL v ‘
E2 PROPOSED TREES IN TURF AREAS (SEE PLANTING DETAIL " (E 3= 3E3E |
O PA PENNISETUM ALOPECUROIDES "HAMELN'  HAMELN DWARF FOUNTAIN GRASS 1 GAL. 514 3/L6.9) — T
I = 5' WIDE BARK TREE RING WITHOUT SHOVEL CUT ON ALL vi
{E} PM PHYSOCARPUS OPULIFOLIUS "MONLO" TM  DIABLO PURPLE NINEBARK 5GAL. 30 = EXISTING TREES IN TURF AREAS
(SEE PLANTING DETAIL 3/L6.9) |
I |
{5—:} PO PHYSOCARPUS OPULIFOLIUS *SMPOTW' TINY WINE NINEBARK 5GAL. 40
/ \ O PF POTENTILLA FRUTICOSA ‘PINK BEAUTY" PINK BEAUTY POTENTILLA 3GAL. 71
0 40 80
20 | ﬂ V
1 ‘ PLANTING PLAN - AREA IV — : H & RH  RUDBECKIA HIRTA ‘INDIAN SUMMER' GLORIOSA DAISY 1GAL. 37 @ @
| SCALE: 1" = 200" NORTH >
& SN SORGHASTRUM NUTANS *SIOUX BLUE" BLUE INDIAN GRASS 1GAL. 6
Y SJ SPIRAEA JAPONICA LITTLE PRINCESS' LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
WASHINGTON
REGISTERED
LANDSCAPE ARCHITECT
DELL R. HATCH
CERTIFICATE NO. 1162
DIGITALLY SIGNED:
tocation SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS % PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT:  PARK
BENCH MARK INFORMATION T CCS - ADOPTED 2/95 SPOX CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
ELEVATION SEE SHEET V1.0 HORIZONTAL 1"= 20'-0" BAR IS ONE INCH ON [ J— .q BID SET CITY PURCHASING NUMBER DRAWING NUMBER
('Y BERNARDO | WILLS ORIGINAL DRAWING. DEPARTMENT OF PARKS AND RECREATION
. "
e [ e sweermie PLANTING PLAN - AREA IV 143
ARCHITECTS PC THIS SHEET, ADJUST ~ |cnEckep TARRRRAR A o) bas 200 oo 7.03.2019 .
BY REV|SIONS DATE CITY DATUM SCALE SCALES ACCORDINGLY APPROVED B ‘ \) \) ‘) \) ) \ (509) 625-6200 P#: 1 OF REVISION NO.:

DATE: Jul 03, 2019 - 12:35pm  by: jeulp
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F | | | | | | | | | | | | | I
CODE  BOTANICAL NAME COMMON NAME SIZE QryY
I A DETAIL NUMBER )— DETAIL CALLOUT
cJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2"CAL. 18 W PAGE NUMBER
I CM  CORNUS KOUSA *MILKY WAY" MILKY WAY KOUSA DOGWOOD 2" CAL. 5 / PB \ PLANT SYMBOLD PLANT CALLOUT
) \ 1/ QUANTITY
I = == GINKGO BILOBA AUTUMN GOLD" TM MAIDENHAIR TREE 2"CAL. 7
- . . .1 LAWN - SEE SPECIFICATIONS - BASE BID SEED -
MATCHLINE - SEE SHEET L4.2 }D C GINKGO BILOBA "FASTIGIATA' FASTIGIATE MAIDENHAIR TREE 2" CAL. 11 — ALTERNATE #5500
] J /: )
v v v v v 5'6 L ¥ AL — \\@J . /_ PLANTER AREA
v v o v — | " — ] ] [N —
v P \¢ v v v ‘ > y “\\——%. /— GLEDITSIA TRIACANTHOS INERMIS \SHADEMASTER‘ ™ SHADEMASTER LOCUST 2" CAL. 8 I S "i 3" ROUND RIVER COBBLE (TO MATCH HOWARD ST
[~ ~ _ 52 Z . . j —_— . 1 PROMENADE BIOSWALES)
Ll‘v T e — LIRIODENDRON TULIPIFERA “EMERALD CITY" TM EMERALD CITY TULIP TREE CAL. 6 SHOVEL CUT EDGE
J S S =5 ROPERTY —
v v v \d v LINE .
s \ Y — METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8FT. 3 = > WIDE BARK TREE RING WITH SHOVEL CUT ON ALL
I RS = — = PROPOSED TREES IN TURF AREAS (SEE PLANTING DETAIL
v v_ v s 4 - 3/L6.9)
; = ChuN PINUS FLEXILIS *VANDERWOLF 'S PYRAMID' VANDERWOLF'S PYRAMID PINE ~ 6-8 FT. 2
] v S AWV 7% — 5' WIDE BARK TREE RING WITHOUT SHOVEL CUT ON ALL
| SRR = EXISTING TREES IN TURF AREAS
T N/ PLATANUS X ACERIFOLIA *BLOODGOOD' LONDON PLANE TREE 2"CAL. 3 (SEE PLANTING DETAIL 3/L6.9)
I / 7\ SYRINGA PEKINENSIS TM PEKING TREE LILAC 2"CAL. 12
| |
H TILIA TOMENTOSA "STERLING" STERLING SILVER LINDEN 2"CAL. 8
I . —EZI
N 0 2N | CODE CALCULATIONS
V v n AC ‘ ! I I
R Sl@suEE ;
T O i SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE TY
N e ] —— - - I DESCRIPTION REQUIRED PER CODE PROVIDED PER PLANS
A = [ ©
e CLEAR VIE - ~4 ] AR ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87 NO. OF PARKING 1 TREE / 6 PARKING | 1 TREE / 4.59 PARKING
A o 0] {:-EE | STALLS TO TREE RATIO SPACES SPACES
L W[ ) | O \ | © AS AGASTACHE X ' SUMMER LOVE® SUMMER LOVE HYSSOP 1GAL. 45 MATURE TREE CANOPY 10% TREE CANOPY 38% TREE CANOPY SF OF
T = O f;{} \] SF TO HARDSCAPE SF SF OF TOTAL TOTAL HARDSCAPE SF
) r ‘) o Nl PERCENTAGE. HARDSCAPE SF
s, I
LI'J LI 2 :'E}_ @ CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70 NO. OF TREES 26 TREES REQUIRED | 34 TREE PROVIDED PER
i o Sl A ! PER CODE PLANS
=1 B 1 O @ ey @ CS  CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10
Balie i TOTAL NO. OF PARKING SPACES PROVIDED PER PLANS EQUAL TO (156).
T |
Ol o N
- I* v O) |_j‘| ® CK CORNUS SERICEA "KELSEY!I® KELSEY! DOGWOOD 3GAL. 62
< W v _ o
-LITw I §J\ ©) EP ECHINACEA PURPUREA “TIKI TORCH® PURPLE CONEFLOWER 1GAL. 70
B ® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1GAL. 249
v Y L_ — {’1
\ \'\% @)
N 0‘ °° ©) HO HEMEROCALLIS X “STELLA DE ORO" STELLA DE ORO DAYLILY 1GAL. 19
X > DXL
— + — — N = '\ — — —— . © — [
- Jo(e : HHE® HD HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3
—II I +*) ¢ Y + V \%’\ 4 .
‘ MATCHLINE - SEE SHEET L4.5 ® JE JUNCUS EFFUSUS *OCCIDENTAL BLUE" OCCIDENTAL BLUE RUSH 1GAL. 65
| SCALE T =200 O LC LEYMUS CINEREUS GREAT BASIN WILDRYE 1GAL. 70
® LS LIATRIS SPICATA “KOBOLD' SPIKE GAYFEATHER 1GAL. 109
{3 MR MAHONIA REPENS CREEPING MAHONIA 1GAL. 48 KEY PLAN
l LANDSCAPE NOTES «’:% MS MISCANTHUS SINENSIS *GRAZIELLA® GRAZIELLA MAIDEN GRASS 1GAL. 202
1. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY.
2. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN ASSOCIATION OF NURSERYMAN'S: AMERICAN STANDARD FOR NURSERY STOCK, ANSI Z60.1-1990. o . .
3. ALL PLANT MATERIAL SHALL BE INSTALLED AS PER DETAILS AND CONTRACT SPECIFICATIONS. PV PANICUM VIRGATUM ~SHENANDOAH SWITCH GRASS TGAL. 50
4. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION CONTRACTOR TO AVOID CONFLICTS BETWEEN HEAD PLACEMENT AND PLANTINGS.
5. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE OWNER/LANDSCAPE ARCHITECT. i i
6. ALL TURF AREAS SHALL RECEIVE (12") OF CLEAN TOPSOIL. ALL PLANTING BEDS SHALL RECEIVE (12") OF TOPSOIL. TOPSOIL SHALL CONSIST OF 75% IMPORTED TOPSOIL AND 25% OF COMPOST THAT HAS BEEN THOROUGHLY MIXED. O PA PENNISETUM ALOPECUROIDES "HAMELN HAMELN DWARF FOUNTAIN GRASS 1 GAL. 514
7. ALL SHRUB BEDS SHALL HAVE A MIN. OF 3" TOPDRESSING INSTALLED. TREAT TOPDRESSING WITH PRE EMERGENT PER DETAILS.
8. SHRUB BED EDGING SHALL BE A SHOVEL CUT EDGE. IT SHALL SEPARATE ALL GRASS AREAS FROM PLANTING BED LOCATIONS. SEE PLANS FOR SPECIFIC LOCATIONS. vi
9.  FINISH GRADE OF SHRUB BEDS AFTER INSTALLATION OF MULCH SHALL BE WITHIN 1" OF TOP OF CURBS, SIDEWALKS AND SURROUNDING HARDSCAPE. {E} PM PHYSOCARPUS OPULIFOLIUS "MONLO™ TM  DIABLO PURPLE NINEBARK 5GAL. 30
10. ALL ROOT WRAPPING MATERIAL SHALL BE REMOVED AT THE TIME OF PLANTING. |
11. NO BARE ROOT STOCK SHALL BE USED UNLESS OTHERWISE NOTED IN CONTRACT DOCUMENTS. I
g gg:gi@ggsgmgﬂoﬁé%g ES/F:LLLOCCQJ'STSG} %RSEEETF&:_%EWA}EE WORKING WITHIN THE PROPERTY BOUNDARY. {3:} PO PHYSOCARPUS OPULIFOLIUS *SMPOTW" TINY WINE NINEBARK 5GAL. 40
(1) AGRONOMIC SOILS TEST - TEST LOCATIONS SHALL BE OBTAINED FROM IMPORTED TOPSOIL.
AQ) THREE FERTILIZER APPLICATIONS - FERTILIZER SHALL BE DEFINED BY THE RECOMMENDATIONS FROM THE SOILS TEST LAB. CONTRACTOR SHALL SUBMIT TEST RESULT AND FERTILIZER CUT SHEETS FOR APPROVAL. APPLICATIONS SHALL OCCUR o PF POTENTILLA FRUTICOSA “PINK BEAUTY PINK BEAUTY POTENTILLA IGAL 71
« INITIAL TIME OF PLANTING - RATE SHALL BE 10 LBS PER 1,000 SQ FT ﬂ V
1 MONTH AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT o . . &
« 2 MONTHS AFTER PLANTING - RATE SHALL BE 7.5 LBS PER 1,000 SQ FT RH RUDBECKIA HIRTA “INDIAN SUMMER GLORIOSA DAISY 16AL 37 @ @
CONTRACTOR SHALL MAINTAIN GRASS UNTIL A UNIFORM, WEED FREE, 3" STAND OF GRASS IS ACHIEVED. MAINTENANCE SHALL INCLUDE MOWING AND WEED CONTROL THROUGHOUT LAWN AND SHRUB BED AREAS. LANDSCAPE ARCHITECT AND b 4
OWNER SHALL APPROVE THE ESTABLISHMENT OF THE TURF AFTER ALL REQUIREMENTS ARE MET. CONTRACTOR SHALL THEN APPLY ONE FINAL BROADLEAF SPECIFIC HERBICIDE APPLICATION TO LAWN. i )
14. CONTRACTOR SHALL GUARANTEE ALL WORK, MATERIALS, AND PLANTS FOR A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION. * SN SORGHASTRUM NUTANS "SIOUX BLUE BLUE INDIAN GRASS 1GAL. 6 UNDERGROUND SERVICE ALERT
15. ANY AND ALL AREAS DISTURBED BY ANY CONSTRUCTION ACTIVITIES THAT RESULT IN EXPOSED SOIL SHALL BE PREPARED AND HAVE TURF SOD INSTALLED (AS PER SPECIFICATIONS) FOLLOWING CONSTRUCTION ACTIVITIES. THIS INCLUDES ALL AREAS ===_ ONE-CALL NUMBER
OF GRADING AND TRENCHING. ALSO SEE CIVIL DRAWINGS FOR GRADING AND TRENCHING AREAS. ’ |,
16. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE TO OR DEFACING OF NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, TURF AREAS, TREES, AND ANY OTHER EXISTING OR NEW SITE ELEMENTS AS A RESULT OF CONSTRUCTION @ SJ SPIRAEA JAPONICA 'LITTLE PRINCESS LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
ACTIVITIES. WASHINGTON
17. PRIOR TO STREET/PUBLIC TREE INSTALLATION, PRUNING OR REMOVAL PLEASE HAVE THE CONTRACTED LICENSED CERTIFIED ARBORIST SUBMIT A COMPLETE PUBLIC TREE PERMIT APPLICATIONS AT LEAST 10 DAYS PRIOR TO WORK BEING L ANDggEF',%TEggﬁlTECT
PREFORMED FOR THIS PROJECT, TO INCLUDE CERTIFICATED ARBORIST INFORMATION AND START AND COMPLETION DATES. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ENSURING COMPLIANCE WITH THE CITIES REQUIREMENTS FOR STREET ‘ (800)3 4 2 - 1 585 m
TREE PERMITS. e & Ef
18. NO TREE SHALL BE PLANTED WITHIN FIFTEEN (15) FEET OF ANY DRIVEWAY, ALLEY, STREET LIGHT, UTILITY POLE, UNDERGROUND UTILITY, NON-SAFETY STREET SIGN OR FIRE HYDRANT. NO TREE SHALL BE PLANTED WITHIN TWENTY (20) FEET OF CALL TWO BUSINESS DAYS BEFORE YOU DIG DELL K. HATCH
A CRITICAL STREET SAFETY SIGN. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF A CURB DROP FOR STORM WATER. THE POTENTIAL PLACEMENT OF STREET SIGNS, STREET LIGHTS AND UTILITY POLES SHALL BE EVALUATED TO LESSEN THE CERTIFICATE NO. 1162
CONFLICT WITH THE GROWTH OF EXISTING STREET TREES.
DIGITALLY SIGNED:
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S \ 24 T T
— N me > | — — — — — C(“Fj— — — —
g 020320 » BOTANICAL NAME COMMON NAME SIZE QrY
o8 00 O) —_— DESCRIPTION REQUIRED PER CODE PROVIDED PER PLANS
;.ff\ @%@ © CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2'CAL. 18 NO. OF PARKING 1 TREE / 6 PARKING | 1 TREE / 4.59 PARKING
R W e\ O STALLS TO TREE RATIO | SPACES SPACES
- © N 2 Y
s C, \2/ » CORNUS KOUSA *MILKY WAY" MILKY WAY KOUSA DOGWOOD 2" CAL. 5 MATURE TREE CANOPY | 10% TREE CANOPY 38% TREE CANOPY SF OF
: SF TO HARDSCAPE SF SF OF TOTAL TOTAL HARDSCAPE SF
> O) PERCENTAGE. HARDSCAPE SF
20, o) GINKGO BILOBA “AUTUMN GOLD ™ TM MAIDENHAIR TREE 27CAL. 7 NO. OF TREES 26 TREES REQUIRED | 34 TREE PROVIDED PER
o PER CODE PLANS
m GINKGO BILOBA "FASTIGIATA® FASTIGIATE MAIDENHAIR TREE 2" CAL. 11
AV
OdFlo O) TOTAL NO. OF PARKING SPACES PROVIDED PER PLANS EQUAL TO (156).
Q - @ GLEDITSIA TRIACANTHOS INERMIS "SHADEMASTER® T™M SHADEMASTER LOCUST 2" CAL. 8
9 (®
l22) ~E
° @ . I LIRIODENDRON TULIPIFERA "EMERALD CITY™ T™ EMERALD CITY TULIP TREE 2" CAL. 6
< O)
3 S
I— /\g i g METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8 FT. 3
L (\ °
™ 0) O
I O O PINUS FLEXILIS "VANDERWOLF 'S PYRAMID® VANDERWOLF 'S PYRAMID PINE 6-8 FT. 2
wn Q
L ' . o) ‘ \ )
: . : OO@ PLATANUS X ACERIFOLIA "BLOODGOOD LONDON PLANE TREE 2" CAL. 3
!‘}", 0% ) Q ®'@®@® O D= SN o g
(> R
! @ ®®@® ®®O M» N 'kv ° @ SYRINGA PEKINENSIS TM PEKING TREE LILAC 2" CAL. 12
" ores °
Z ! * O
: C% . O TILIA TOMENTOSA "STERLING"® STERLING SILVER LINDEN 2" CAL. 8
T cJ
@) 1 /ca\ @
> —=/ g
< Q!
= Q)
e U
, SHRUBS CODE  BOTANICAL NAME COMMON NAME SIZE TY
RSO0 I10]0 %@@ : SOMMDN NS #‘L
AVL\AYAWAY YAV, -~
‘ @ ® o} AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1GAL. 87
0 00000000 DOAOEHEY |
\ 2
l v \x/ o) AS AGASTACHE X *SUMMER LOVE" SUMMER LOVE HYSSOP 1GAL. 45
@ CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2GAL. 70
@ cs CORNUS SERICEA RED TWIG DOGWOOD 5GAL. 10
l ® CK CORNUS SERICEA “KELSEYI' KELSEYI DOGWOOD 3GAL. 62
| ] © EP ECHINACEA PURPUREA “TIKI TORCH" PURPLE CONEFLOWER 1GAL. 70
v v v v v v v ’ W v JﬁE\Eg.E’OW v
LTV LIL LT L M e ® HS HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS 1GAL. 249
©) HO HEMEROCALLIS X *STELLA DE ORO" STELLA DE ORO DAYLILY 1GAL. 19
@ HD HOLODISCUS DISCOLOR OCEAN-SPRAY 5GAL. 3 UNDGROUND SERVICE ALERT
# =, ONE-CALL NUMBER
| ® JE JUNCUS EFFUSUS *OCCIDENTAL BLUE' OCCIDENTAL BLUE RUSH 1GAL. 65 81 1 OR
\! © LC LEYMUS CINEREUS GREAT BASIN WILDRYE 1GAL. 70 ‘ , (800)342- 1 585
CALL TWO BUSINESS DAYS BEFORE YOU DIG
| LAN DSCAPE LEG EN D ® LS LIATRIS SPICATA "KOBOLD" SPIKE GAYFEATHER 1 GAL. 109
) MR MAHONIA REPENS CREEPING MAHONIA 1GAL. 48 KEY PLAN
n DETAIL NUMBER D— DETAIL CALLOUT i ‘ \
W PAGE NUMBER & MS  MISCANTHUS SINENSIS " GRAZIELLA GRAZIELLA MAIDEN GRASS 1GAL. 202 \/7\I7 |
PLANT SYMBOL | ==ﬂ
/ PB\ —>— PLANT CALLOUT (> PV PANICUM VIRGATUM *SHENANDOAH" SWITCH GRASS 1GAL. 50 /At S —— . \
N1/  QUANTITY i , |
V
I = PR - B |
] LAWN - SEE SPECIFICATIONS - BASE BID SEED - O PA PENNISETUM ALOPECUROIDES "HAMELN®  HAMELN DWARF FOUNTAIN GRASS 1 GAL. 514 — 7/ 2
C v v ALTERNATE #5 SOD NG
PLANTER AREA PROPERTY/ {E} PM PHYSOCARPUS OPULIFOLIUS *MONLO' TM  DIABLO PURPLE NINEBARK 5GAL. 30 |
7RI 3" ROUND RIVER COBBLE (TO MATCH HOWARD ST LINE |
WA PROMENADE BIOSWALES) {:{3 PO PHYSOCARPUS OPULIFOLIUS ‘SMPOTW" TINY WINE NINEBARK 5GAL. 40
——————— SHOVEL CUT EDGE
_ 5 WIDE BARK TREE RING WITH SHOVEL CUT ON ALL ©) PF POTENTILLA FRUTICOSA *PINK BEAUTY" PINK BEAUTY POTENTILLA 3GAL. 71
= PROPOSED TREES IN TURF AREAS (SEE PLANTING DETAIL S] V
3/L6.9)
b RH  RUDBECKIA HIRTA ‘INDIAN SUMMER® GLORIOSA DAISY 1GAL. 37 @ @
= 5' WIDE BARK TREE RING WITHOUT SHOVEL CUT ON ALL IS =3
e EXISTING TREES IN TURF AREAS
(SEE PLANTING DETAIL 3/L6.9) & SN SORGHASTRUM NUTANS *SIOUX BLUE" BLUE INDIAN GRASS 1GAL. 6
. ‘0 % -y sJ SPIRAEA JAPONICA “LITTLE PRINCESS® LITTLE PRINCESS JAPANESE SPIREA 3 GAL. 88 STATE OF
20 I WASHINGTON
REGISTERED
1 |PLANTING PLAN - AREA VI e ™ e [ e
| SCALE: 1" =20-0"
DELL R. HATCH
NO RTH CERTIFICATE NO. 1162
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v v v v v
v NZ NZ N7 NZ \1/577 | PLANT SCHEDULE
@
M 2 2 N\ %ﬂf - I
N
v v v v v v . CODE  BOTANICAL NAME COMMON NAME SIZE QrY
M 2 \4 N\ 2
v v v v cJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 2"CAL. 18
M v v v
v v v v v v M CORNUS KOUSA MILKY WAY" MILKY WAY KOUSA DOGWOOD 2" CAL. 5
v NG Lj:% N v
v v -y v GINKGO BILOBA *AUTUMN GOLD" TM MAIDENHAIR TREE 2"CAL. 7
M 2 \\l/ 2
NG
. \4 v v GINKGO BILOBA "FASTIGIATA' FASTIGIATE MAIDENHAIR TREE 2" CAL. 11
2 2 \Z
N2
=1 v GLEDITSIA TRIACANTHOS INERMIS “SHADEMASTER' TM  SHADEMASTER LOCUST 2'CAL. 8
| | v
ADJUST LANDSCAPING TO LIRIODENDRON TULIPIFERA "EMERALD CITY' TM EMERALD CITY TULIP TREE 2'CAL. 6
E INCORPORATE SHRUB BED & ADD
ADDITIONAL DRIP IRRIGATION AT
0 THE BACK OF SEATWALL - AS METASEQUOIA GLYPTOSTROBOIDES DAWN REDWOOD 6-8FT. 3
WORK INCLUDED IN ALTERNATE
7 #8 PINUS FLEXILIS " VANDERWOLF 'S PYRAMID" VANDERWOLF'S PYRAMID PINE ~ 6-8 FT. 2
/\\: /\ PLATANUS X ACERIFOLIA *BLOODGOOD" LONDON PLANE TREE 2"CAL. 3
v v SYRINGA PEKINENSIS TM PEKING TREE LILAC 2"CAL. 12
TILIA TOMENTOSA “STERLING" STERLING SILVER LINDEN 2'CAL. 8
2
v
v v ]
v SHRUBS CODE BOTANICAL NAME COMMON NAME SIZE QTY
REMOVE TURF AND v v ,
IRRIGATION IN THIS Ny Ny O] AH ACHNATHERUM HYMENOIDES INDIAN RICE GRASS 1 GAL. 87
m AREA AS WORK /\ 9 9
INCLUDED IN
U ALTERNATE #8 - SEE U v W ® AS AGASTACHE X "SUMMER LOVE" SUMMER LOVE HYSSOP 1 GAL. 45
SHEET L4.3 FOR BASE v v
BID CONDITION 9
@ CA CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 2 GAL. 70
N2 N2
2
Ny N @ Cs CORNUS SERICEA RED TWIG DOGWOOD 5 GAL. 10
2
A A @ CK CORNUS SERICEA "KELSEYI® KELSEY!I DOGWOOD 3 GAL. 62
v V|
2 2
. . ©) EP ECHINACEA PURPUREA “TIKI TORCH® PURPLE CONEFLOWER 1GAL. 70
2 2
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2
o L UNDERGROUND SERVICE ALERT
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ADJACENT PROPERTY OWNER'S
IRRIGATION VALVE BOX &
EXISTING IRRIGATION.

A.CONTRACTOR TO PROTECT
AND PRESERVE VALVE BOX
AND IRRIGATION EQUIPMENT
FEEDING STREET TREES,
LANDSCAPE ON HILLSIDE AND
LOT 28 AS SHOWN.
CONTRACTOR TO ENSURE
THIS IRRIGATION REMAINS IN
SERVICE THROUGHOUT
CONSTRUCTION.

B. CONTRACTOR TO CAP
IRRIGATION LINE AND
REMOVE AND RETURN DRIP
EQUIPMENT TO OWNER IN
AREA SHOWN AS NEW
PROPOSED IRRIGATION.

ORI
R

kil o

POINT OF CONNECTION. IRRIGATION
MAINLINE, 2-WIRE STUBS AND 4" C900
WITH GATE VALVE EXISTING FROM
HOWARD STREET PROMENADE -
CONTRACTOR TO EXTEND WIRE FROM
EXISTING CONTROLLER TO NEW
VALVES (CONTRACTOR TO VERIFY
LOCATION IN THE FIELD)

CONTRACTOR TO
COORDINATE WITH CITY
URBAN FORESTER TO
MINIMIZE TRENCHING
IMPACT ON EXISTING TREE
ROOTS BEFORE AND DURING
IRRIGATION INSTALLATION.

Nzl

28.0/ 1

11/2"

35.0/ 2

11/2"

/\///\,
7l
63
1150
43
i
N

44
MATCHLINE - SEE SHEET L5.1

1 IRRIGATION PLAN - AREA |

9 \4.52

~
(
NS
77

3518

BASE BID SHOWN HERE.

IF

MATCHLINE - SEE SHEET L5.2
B

ALTERNATE # 7 AWARDED, I

REMOVE VALVE #8, DRIP AREA,
LATERAL PIPE & ASSOCIATED

SLEEVES FOR THIS AREA. I

lIRRIGATION SCHEDULE

SYMBOL

18V

OBHE—-VAN @ 12HE-VAN
TOHE-VAN @ 15HE-VAN

SYMBOL

SYMBOL

"

X

(@)

N/

NOTE: CONTRACTOR TO USE

N

| SCALE: 1" = 200"

l IRRIGATION NOTES

NORTH

NETAFIM TLO50MFV-1 AUTO-

MATIC FLUSH VALVE, 1/2"

MALE PIPE THREAD FOR DRIP
IRRIGATION (A MIN. OF 1 PER

ZONE, ADDITIONAL AS
REQUIRED = 80 MIN.)

MANUFACTURER/MODEL/DESCRIPTION PSI

RAIN BIRD 1806-SAM-PRS ADJ 30

RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30

TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER
SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC
CHECK VALVE, AND PRESSURE REGULATING.

MANUFACTURER/MODEL/DESCRIPTION PSI ~ GPM RADIUS

HUNTER 1-25-06-SS 50 4.30 41
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #4 YELLOW.

HUNTER 1-25-06-SS 50 4.80 44
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #05 WHITE.

HUNTER 1-25-06-SS 50 7.00 47
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #08 LIGHT BROWN.

HUNTER 1-25-06-SS 50 8.30 49
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #15 GREY.

HUNTER 1-25-06-5SS 50 13.4 56
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #18 RED.

HUNTER [1-25-06-SS 50 14.5 58
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE.

RAIN BIRD 5006-PC,FC-MPR 45 25’

TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.

RAIN BIRD 5006-PC,FC-MPR 45 35

TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.

MANUFACTURER/MODEL

RAIN BIRD XCZ-100-PRB-LC

WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES.
1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PSI BASKET
FILTER. 0.3GPM TO 20GPM.

RAIN BIRD XCZ-150-PRB-COM
HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING

(40PSI) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM.

TREE RING IRRIGATION
.6 GPH @ 12" 0.C.
APPROX. 20 LF OF TUBING PER TREE

AREA TO RECEIVE DRIPLINE

NETAFIM TLCV-06-18

TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH
CHECK VALVE. 0.6 GPH EMITTERS AT 18" O.C. DRIPLINE
LATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR
TRIANGULAR PATTERN. 17MM.

SYMBOL MANUFACTURER/MODEL/DESCRIPTION
@ RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)

ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
MODEL # BL-5201, BL-5202, BL-5204

V| RAIN BIRD 44-LRC
1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
PLASTIC RUBBER COVER, AND 2-PIECE BODY.

> SHUT OFF VALVE
RESILIENT WEDGE GATE VALVE
MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)

(D) 1" MANUAL DRAIN VALVE
A PRESSURE REDUCING VALVE
PRESSURE LIMITED TO 72.84 PSI
WILKINS-ZW209-4"
BASELINE BL-LAO1
gg LIGHTNING ARRESTOR
%1 POINT OF CONNECTION 4"
02 POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION
H
@ FEBCO 850 1-1/2"
a DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"

IRRIGATION LATERAL LINE: PVC SCHEDULE 40

1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES

4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC C900

DR 18 CLASS 235

PIPE SLEEVE: PVC SCHEDULE 40

|[EXISTING IRRIGATION

EX. 4" C900 WITH GATE VALVE
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION METER
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.
CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER

TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)

Valve Callout

EX. DRIP VALVE/BOX ‘ Valve Number
# #.7 Valve Flow (gpm)
#” o Valve Size

1.

w N

Nou s

0 ®

11.
12.
13.
14.

15.

16.

17.
18.

19.
20.

21.
22.

ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH THIS TYPE OF WORK AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN. THE FOREMAN SHALL REMAIN ON-SITE

DURING ALL LANDSCAPE SOIL PREPARATION, IRRIGATION AND PLANTING INSTALLATIONS.

CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES AND ORDINANCES.
CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR
ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY TO REPAIR.

COORDINATE ALL IRRIGATION INSTALLATION OPERATIONS WITH CIVIL, AND ELECTRICAL ENGINEERING SHEETS.

IN THE EVENT OF A DISCREPANCY, IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT.
CONTRACTOR SHALL REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, OR LANDSCAPE AND TURF AREAS AS A RESULT OF CONSTRUCTION

ACTIVITIES.

CONTRACTOR SHALL BE RESPONSIBLE FOR INITIAL ANNUAL IRRIGATION SCHEDULE AND SHALL AFFIX THE SCHEDULE INSIDE THE CONTROLLER CABINET DOOR.
LOCATIONS OF EQUIPMENT SHALL BE APPROVED IN THE FIELD WITH OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION
CONTRACTOR SHALL SUPPLY "'AS-BUILT' DRAWINGS TO THE OWNER PRIOR TO FINAL ACCEPTANCE. AS BUILT DRAWINGS SHALL BE IN BOTH PAPER FORM AND AUTOCAD DRAWING FORMAT

SUBMITTED ON A CD.

CONTRACTOR SHALL FURNISH ALL LABOR, TOOLS, EQUIPMENT AND HARDWARE NECESSARY FOR PRODUCTION, EXECUTION AND COMPLETION OF ALL IRRIGATION WORK.

CONTRACTOR TO OBTAIN AND PAY FOR ALL PERMITS AND FEES REQUIRED FOR THIS WORK.

THE PROPOSED IRRIGATION SYSTEM IS DESIGNED BASED ON THE ASSUMPTION OF THE AVAILABILITY OF +/- 200 GPM FROM EXISTING SYSTEM AND TO OPERATE AT STATED PSI FOR EACH
IRRIGATION HEAD IN IRRIGATION LEGEND ABOVE.
CONTRACTOR SHALL VERIFY WORKING PSI FROM EXISTING SYSTEM (+/- PSI 72) AT MAXIMUM OPERATING FLOW PRIOR TO CONSTRUCTION OF SYSTEM AND NOTIFY OWNER'S

REPRESENTATIVE OF ANY FINDINGS.

IRRIGATION HEAD LAYOUT SHALL BE PLACED AS DESIGNED. ALL CHANGES TO HEAD LAYOUT SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

IRRIGATION PIPING

IS DIAGRAMMATIC ONLY. MAINLINES, LATERALS, SLEEVES AND WIRES ARE SHOWN BELOW PAVEMENT ADJACENT TO LANDSCAPE AREAS, THEY ARE TO BE LOCATED IN THE LANDSCAPE

AREA UNLESS SHOWN WITH A SLEEVE SYMBOL WHENEVER POSSIBLE, UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL PERFORM WATER COVERAGE TEST WITH LANDSCAPE ARCHITECT PRESENT PRIOR TO SEEDING/SODDING TURF. IF NECESSARY ADJUST IRRIGATION SO 100% COVERAGE

IS MET.

ALL DISTURBED AREAS SHALL BE SODDED AND RECEIVE TEMPORARY IRRIGATION THROUGHOUT THE WARRANTY PERIOD UNLESS OTHERWISE INDICATED.

ALL EXISTING GRASS REMOVED FOR TRENCHING SHALL BE SAVED FOR REPLACEMENT. IF, AT THE DISCRETION OF THE OWNER'S REPRESENTATIVE, THE SAVED GRASS DOES NOT SEEM ALIVE
THEN NEW SOD SHALL BE INSTALLED IN ITS PLACE AT NO ADDITIONAL COST TO THE OWNER.

CONTRACTOR IS RESPONSIBLE FOR KEEPING EXISTING LAWNS AND LANDSCAPE ALIVE AND THRIVING DURING ALL PHASES OF CONSTRUCTION. ANY LANDSCAPE AND TURF GRASS AREAS

DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO OWNER'S SATISFACTION AT NO ADDITIONAL COST.

CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM AS REQUIRED FROM DAMAGE CAUSED BY CONSTRUCTION ACTIVITIES.
USE KING BROTHERS (KBI) VALVE OR IN HEAD DRAIN CHECK VALVES TO PREVENT LOW HEAD DRAINAGE WHERE EVER IT OCCURS.

IRRIGATION CONTROL WIRE SHALL BE 14 GAUGE INSULATED DIRECT BURIAL SINGLE CONDUCTOR PE IRRIGATION WIRE. 2 SPARE WIRES SHALL BE INSTALLED THROUGHOUT THE ENTIRE
IRRIGATION SYSTEM AND BE OF A UNIQUE COLOR (ORANGE).

23.
24.
25.
26.

27.

28.
29.
30.
31.
32.
33.
34.

35.

36.
37.
38.
39.
40.
4.
42.
43.

44,

45.

VALVE BOX.

ALL 24 VOLT WIRING UNDER PATHWAYS, PAVING AND ROADWAYS SHALL BE IN A SEPARATE 2" SLEEVE, UNLESS OTHERWISE NOTED ON PLAN, AT DEPTH & TYPE PER SPECIFICATIONS.
ALL WIRE SPLICES TO BE DONE WITH SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER OR APPROVED EQUAL.
CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN SCH. 40 PVC CONDUIT. SIZE TO FIT.

TERMINATION OF UNUSED CONTROL WIRE SHALL BE COVERED WITH A WIRE NUT AND PLACED WITHIN SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER, AND PLACED IN A CONTROL

ALL TRENCHING REQUIRED WITHIN PAVED AREAS SHALL BE BACKFILLED IN 4" LIFTS AND COMPACTED TO 95% RELATIVE COMPACTION PER ASTM-D1557. JETTING IS NOT ALLOWED. THE MOISTURE

CONTENT SHALL RANGE FROM OPTIMUM TO 3% ABOVE OPTIMUM MOISTURE CONTENT AT TIME OF PLACEMENT. ALL COMPACTION SHALL BE COMPLETED WITH SPECIFIC EQUIPMENT THAT CAN
COMPACT NARROW TRENCHES. THIS COMPACTION REQUIREMENT SHALL EXTEND INSIDE THE LANDSCAPED AREAS BEHIND BACK OF CURB.

ALL PIPE LINES SHALL BE PLACED SO THAT DESCRIPTIONS FACE UP.
PLACE 'NON-POTABLE' PURPLE LOCATOR RIBBON 3" ABOVE PROTECTIVE LAYER OF SOIL ON MAINLINE ONLY.

ONE TEE OR ELBOW OFF OF MAINLINE PER REMOTE CONTROL VALVE. ONE REMOTE CONTROL VALVE PER VALVE BOX. NO MANIFOLD SYSTEMS.
THE MAINLINE PIPE CONNECTION TO THE CONTROL VALVE SHALL BE THE SAME SIZE PIPE AS EXITING THE CONTROL VALVE.

CONTRACTOR SHALL LOCATE CONTROL VALVES AND ISOLATION VALVES WITHIN 1" OF SIDEWALKS OR CURB EDGES IN A CLEAN ORDERLY MANNER WHENEVER POSSIBLE.
ALL VALVE BOXES (VB) LOCATED ON A SLOPE SHALL BE PLACED SO THAT ALL 4 CORNERS OF THE VB ARE FLUSH WITH THE SLOPE.
CONTRACTOR SHALL COORDINATE AND VERIFY THE INSTALLATION OF SLEEVES, WITH RESPECTIVE CONTRACTORS, IN ALL NECESSARY LOCATIONS FOR THE PROPOSED IRRIGATION DESIGN, PRIOR

TO HARDSCAPE BEING INSTALLED THAT WOULD PREVENT IRRIGATION ACCESS TO ADJACENT LANDSCAPE AREAS. FAILURE TO VERIFY ALL NECESSARY IRRIGATION IS INSTALLED TO LANDSCAPE
AREAS PRIOR TO HARDSCAPE BEING INSTALLED SHALL RESULT IN THE CONTRACTOR BEING RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH EXTENDING THE IRRIGATION AND ANY

HARDSCAPE/SOFTSCAPE REMOVAL AND REPAIR/REPLACEMENT.

LEGEND.

WHENEVER POSSIBLE.

VALVE BOX.

INSTALL THE PRESSURE REGULATOR WHERE INDICATED WITH AN (*) NEXT TO THE CONTROL VALVE SYMBOL AND SET SO THAT ALL IRRIGATION HEADS ON CONTROL VALVE RECEIVE STATED PSI PER

IRRIGATION SHALL BE ADJUSTED SO THAT NO OVERSPRAY HITS THE BUILDING, AND MINIMUM TO NO OVERSPRAY HITS SIDEWALKS, AND PAVEMENT.
CONTRACTOR SHALL LOCATE AND TAP INTO EXISTING WATER SERVICE. VERIFY ALL MUNICIPAL REQUIREMENTS ARE MET.

CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ROCK AND DEBRIS BROUGHT TO THE SURFACE AS A RESULT OF TRENCHING OPERATIONS.
EXISTING BASELINE CONTROLLER TO HAVE NEW ZONES PROGRAMMED BY CONTRACTOR.

NO CONTROL WIRES TO BE PLACED IN THRUST BLOCKS. LOCATE WIRES ON OPPOSITE SIDE OF THRUST BLOCK. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN CONDUIT.
CONTRACTOR SHALL WINTERIZE THE SYSTEM WITH THE PARK MAINTENANCE STAFF PRESENT. COORDINATE WITH OWNER.

THE CONTRACTOR SHALL INSPECT, ADJUST & MAKE ANY NECESSARY REPAIRS TO THE SYSTEM THE SPRING FOLLOWING INSTALLATION.
MOISTURE SENSORS SHALL BE INSTALLED PER MANUFACTURE'S DIRECTION. IRRIGATION ZONE WITH THE SENSOR IN IT SHALL BE A PRIMARY ZONE WHEN SCHEDULING THE IRRIGATION
CONTROLLER. CONSULT MANUFACTURE'S DIRECTIONS FOR SCHEDULING CONTROLLER WITH THE USE OF PRIMARY ZONES. EXTEND IRRIGATION CONTROL WIRE TO MOISTURE SENSOR.

LIGHTING ARRESTOR AND GROUNDING ROD TO BE INSTALLED PER MANUFACTURE'S INSTRUCTIONS. LIGHTING ARRESTOR TO BE LOCATED IN CONTROL VALVE BOX WITH CONTROL VALVE

IF THERE IS NO NEARBY CONTROL VALVE BOX INSTALL IN A CARSON 910 10" ROUND VALVE BOX. GROUNDING ROD TO BE INSTALLED IN A SEPARATE CARSON 910 10" ROUND

CONTRACTOR TO PROTECT EXISTING IRRIGATION ALONG HOWARD STREET PROMENADE DURING CONSTRUCTION.

UNDERGROUND SERVICE ALERT
7 , ONE-CALL NUMBER

311 or

Y (800)342-1585

CALL T

WO BUSINESS DAYS BEFORE YOU DIG

KEY PLAN

\
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S22
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| IRRIGATION SCHEDULE

SYMBOL

18V

OBHE—-VAN @ 12HE-VAN
TOHE-VAN @ 15HE-VAN

SYMBOL

MANUFACTURER/MODEL/DESCRIPTION PSI

RAIN BIRD 1806-SAM-PRS ADJ 30

RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30

TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER
SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC
CHECK VALVE, AND PRESSURE REGULATING.

MANUFACTURER/MODEL/DESCRIPTION PSI  GPM RADIUS

HUNTER 1-25-06-SS 50 4.30 41
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #4 YELLOW.

HUNTER 1-25-06-SS 50 4.80 44
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #05 WHITE.

HUNTER 1-25-06-SS 50 7.00 47
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #08 LIGHT BROWN.

HUNTER 1-25-06-5S 50 8.30 49

SYMBOL

%

MANUFACTURER/MODEL/DESCRIPTION

RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)
ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
MODEL # BL-5201, BL-5202, BL-5204

RAIN BIRD 44-LRC

1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
PLASTIC RUBBER COVER, AND 2-PIECE BODY.

SHUT OFF VALVE

RESILIENT WEDGE GATE VALVE

MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)
1" MANUAL DRAIN VALVE

PRESSURE REDUCING VALVE

PRESSURE LIMITED TO 72.84 PSI

WILKINS-ZW209-4"

BASELINE BL-LAO1
LIGHTNING ARRESTOR

POINT OF CONNECTION 4"
POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION

FEBCO 850 1-1/2"
DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"

IRRIGATION LATERAL LINE: PVC SCHEDULE 40
1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES

4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC C900
DR 18 CLASS 235

PIPE SLEEVE: PVC SCHEDULE 40

LA TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. T
1 STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD 02
NOZZLE - #15 GREY. .
— —
E HUNTER [-25-06-SS 50  13.4 56 (BF)
T TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
A STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #18 RED.
Ll
("}", HUNTER I-25-06-SS 50 14.5 58
. TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
o CONTRACTOR TO " ;‘(I’)AZIQILLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
COORDINATE WITH —~ o : o _
CITY URBAN ] RAIN BIRD 5006-PC,FC-MPR 45 25
FORESTER TO T TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
MINIMIZE @) PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER |EXISTING IRRIGATION
TRENCHING IMPACT — SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.
ON EXISTING TREE < .
ROOTS BEFORE = RAIN BIRD 5006-PC,FC-MPR 45 35
AND DURING TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
IRRIGATION PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
INSTALLATION. SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.
z SYMBOL MANUFACTURER/MODEL
m RAIN BIRD XCZ-100-PRB-LC
WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES.
CONTRACTOR TO COORDINATE 1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PSI BASKET
WITH CITY URBAN FORESTER ! FILTER. 0.3GPM TO 20GPM.
TO MINIMIZE TRENCHING
IMPACT ON EXISTING TREE X RAIN BIRD XCZ-150-PRB-COM
ROOTS BEFORE AND DURING I HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
IRRIGATION INSTALLATION ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING
THROUGH OUT THIS AREA. (40PSI) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM.
I o) TREE RING IRRIGATION
= .6 GPH @ 12" 0.C.
APPROX. 20 LF OF TUBING PER TREE
I AREA TO RECEIVE DRIPLINE
NETAFIM TLCV-06-18
TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH
NOTE: CONTRACTOR TO USE  CHECK VALVE. 0.6 GPH EMITTERS AT 18" 0.C. DRIPLINE
NETAFIM TLOS0MFV-1 AUTO-  LATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR
0 20 40 i MATIC FLUSH VALVE, 1/2" TRIANGULAR PATTERN. 17MM.
MALE PIPE THREAD FOR DRIP
1 '|IRRIGATION PLAN - AREA Il E;E;:d \\/ IRRIGATION (A MIN. OF 1 PER
ZONE, ADDITIONAL AS
"SCALE: 1" = 20-0" NORTH REQUIRED = 80 MIN.)
| IRRIGATION NOTES
1. ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH THIS TYPE OF WORK AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN. THE FOREMAN SHALL REMAIN ON-SITE 23. ALL 24 VOLT WIRING UNDER PATHWAYS, PAVING AND ROADWAYS SHALL BE IN A SEPARATE 2" SLEEVE, UNLESS OTHERWISE NOTED ON PLAN, AT DEPTH & TYPE PER SPECIFICATIONS.
DURING ALL LANDSCAPE SOIL PREPARATION, IRRIGATION AND PLANTING INSTALLATIONS. 24. ALL WIRE SPLICES TO BE DONE WITH SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER OR APPROVED EQUAL.
2. CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES AND ORDINANCES. 25. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN SCH. 40 PVC CONDUIT. SIZE TO FIT.
3. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR 26. TERMINATION OF UNUSED CONTROL WIRE SHALL BE COVERED WITH A WIRE NUT AND PLACED WITHIN SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER, AND PLACED IN A CONTROL
ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY TO REPAIR. VALVE BOX.
4. COORDINATE ALL IRRIGATION INSTALLATION OPERATIONS WITH CIVIL, AND ELECTRICAL ENGINEERING SHEETS. 27. ALL TRENCHING REQUIRED WITHIN PAVED AREAS SHALL BE BACKFILLED IN 4" LIFTS AND COMPACTED TO 95% RELATIVE COMPACTION PER ASTM-D1557. JETTING IS NOT ALLOWED. THE MOISTURE
5. IN THE EVENT OF A DISCREPANCY, IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT. CONTENT SHALL RANGE FROM OPTIMUM TO 3% ABOVE OPTIMUM MOISTURE CONTENT AT TIME OF PLACEMENT. ALL COMPACTION SHALL BE COMPLETED WITH SPECIFIC EQUIPMENT THAT CAN
6. CONTRACTOR SHALL REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS. COMPACT NARROW TRENCHES. THIS COMPACTION REQUIREMENT SHALL EXTEND INSIDE THE LANDSCAPED AREAS BEHIND BACK OF CURB.
7. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, OR LANDSCAPE AND TURF AREAS AS A RESULT OF CONSTRUCTION 28. ALL PIPE LINES SHALL BE PLACED SO THAT DESCRIPTIONS FACE UP.
ACTIVITIES. 29. PLACE 'NON-POTABLE' PURPLE LOCATOR RIBBON 3" ABOVE PROTECTIVE LAYER OF SOIL ON MAINLINE ONLY.
8. CONTRACTOR SHALL BE RESPONSIBLE FOR INITIAL ANNUAL IRRIGATION SCHEDULE AND SHALL AFFIX THE SCHEDULE INSIDE THE CONTROLLER CABINET DOOR. 30. ONE TEE OR ELBOW OFF OF MAINLINE PER REMOTE CONTROL VALVE. ONE REMOTE CONTROL VALVE PER VALVE BOX. NO MANIFOLD SYSTEMS.
9. LOCATIONS OF EQUIPMENT SHALL BE APPROVED IN THE FIELD WITH OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION 31. THE MAINLINE PIPE CONNECTION TO THE CONTROL VALVE SHALL BE THE SAME SIZE PIPE AS EXITING THE CONTROL VALVE.
10. CONTRACTOR SHALL SUPPLY ‘AS-BUILT' DRAWINGS TO THE OWNER PRIOR TO FINAL ACCEPTANCE. AS BUILT DRAWINGS SHALL BE IN BOTH PAPER FORM AND AUTOCAD DRAWING FORMAT ~ 32. CONTRACTOR SHALL LOCATE CONTROL VALVES AND ISOLATION VALVES WITHIN 1' OF SIDEWALKS OR CURB EDGES IN A CLEAN ORDERLY MANNER WHENEVER POSSIBLE.
SUBMITTED ON A CD. 33. ALL VALVE BOXES (VB) LOCATED ON A SLOPE SHALL BE PLACED SO THAT ALL 4 CORNERS OF THE VB ARE FLUSH WITH THE SLOPE.
11. CONTRACTOR SHALL FURNISH ALL LABOR, TOOLS, EQUIPMENT AND HARDWARE NECESSARY FOR PRODUCTION, EXECUTION AND COMPLETION OF ALL IRRIGATION WORK. 34. CONTRACTOR SHALL COORDINATE AND VERIFY THE INSTALLATION OF SLEEVES, WITH RESPECTIVE CONTRACTORS, IN ALL NECESSARY LOCATIONS FOR THE PROPOSED IRRIGATION DESIGN, PRIOR
12. CONTRACTOR TO OBTAIN AND PAY FOR ALL PERMITS AND FEES REQUIRED FOR THIS WORK. TO HARDSCAPE BEING INSTALLED THAT WOULD PREVENT IRRIGATION ACCESS TO ADJACENT LANDSCAPE AREAS. FAILURE TO VERIFY ALL NECESSARY IRRIGATION IS INSTALLED TO LANDSCAPE
13.  THE PROPOSED IRRIGATION SYSTEM IS DESIGNED BASED ON THE ASSUMPTION OF THE AVAILABILITY OF +/- 200 GPM FROM EXISTING SYSTEM AND TO OPERATE AT STATED PSI FOR EACH AREAS PRIOR TO HARDSCAPE BEING INSTALLED SHALL RESULT IN THE CONTRACTOR BEING RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH EXTENDING THE IRRIGATION AND ANY
IRRIGATION HEAD IN IRRIGATION LEGEND ABOVE. HARDSCAPE/SOFTSCAPE REMOVAL AND REPAIR/REPLACEMENT.
14. CONTRACTOR SHALL VERIFY WORKING PSI FROM EXISTING SYSTEM (+/- PSI 72) AT MAXIMUM OPERATING FLOW PRIOR TO CONSTRUCTION OF SYSTEM AND NOTIFY OWNER'S 35. INSTALL THE PRESSURE REGULATOR WHERE INDICATED WITH AN (*) NEXT TO THE CONTROL VALVE SYMBOL AND SET SO THAT ALL IRRIGATION HEADS ON CONTROL VALVE RECEIVE STATED PSI PER
REPRESENTATIVE OF ANY FINDINGS. LEGEND.
15. IRRIGATION HEAD LAYOUT SHALL BE PLACED AS DESIGNED. ALL CHANGES TO HEAD LAYOUT SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. IRRIGATION PIPING 36. IRRIGATION SHALL BE ADJUSTED SO THAT NO OVERSPRAY HITS THE BUILDING, AND MINIMUM TO NO OVERSPRAY HITS SIDEWALKS, AND PAVEMENT.
IS DIAGRAMMATIC ONLY. MAINLINES, LATERALS, SLEEVES AND WIRES ARE SHOWN BELOW PAVEMENT ADJACENT TO LANDSCAPE AREAS, THEY ARE TO BE LOCATED IN THE LANDSCAPE 37. CONTRACTOR SHALL LOCATE AND TAP INTO EXISTING WATER SERVICE. VERIFY ALL MUNICIPAL REQUIREMENTS ARE MET.
AREA UNLESS SHOWN WITH A SLEEVE SYMBOL WHENEVER POSSIBLE, UNLESS OTHERWISE NOTED. 38. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ROCK AND DEBRIS BROUGHT TO THE SURFACE AS A RESULT OF TRENCHING OPERATIONS.
16. CONTRACTOR SHALL PERFORM WATER COVERAGE TEST WITH LANDSCAPE ARCHITECT PRESENT PRIOR TO SEEDING/SODDING TURF. IF NECESSARY ADJUST IRRIGATION SO 100% COVERAGE ~ 39. EXISTING BASELINE CONTROLLER TO HAVE NEW ZONES PROGRAMMED BY CONTRACTOR.
IS MET. 40. NO CONTROL WIRES TO BE PLACED IN THRUST BLOCKS. LOCATE WIRES ON OPPOSITE SIDE OF THRUST BLOCK. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN CONDUIT.
17. ALL DISTURBED AREAS SHALL BE SODDED AND RECEIVE TEMPORARY IRRIGATION THROUGHOUT THE WARRANTY PERIOD UNLESS OTHERWISE INDICATED. 41. CONTRACTOR SHALL WINTERIZE THE SYSTEM WITH THE PARK MAINTENANCE STAFF PRESENT. COORDINATE WITH OWNER.
18. ALL EXISTING GRASS REMOVED FOR TRENCHING SHALL BE SAVED FOR REPLACEMENT. IF, AT THE DISCRETION OF THE OWNER'S REPRESENTATIVE, THE SAVED GRASS DOES NOT SEEM ALIVE ~ 42. THE CONTRACTOR SHALL INSPECT, ADJUST & MAKE ANY NECESSARY REPAIRS TO THE SYSTEM THE SPRING FOLLOWING INSTALLATION.
THEN NEW SOD SHALL BE INSTALLED IN ITS PLACE AT NO ADDITIONAL COST TO THE OWNER. 43. MOISTURE SENSORS SHALL BE INSTALLED PER MANUFACTURE'S DIRECTION. IRRIGATION ZONE WITH THE SENSOR IN IT SHALL BE A PRIMARY ZONE WHEN SCHEDULING THE IRRIGATION
19. CONTRACTOR IS RESPONSIBLE FOR KEEPING EXISTING LAWNS AND LANDSCAPE ALIVE AND THRIVING DURING ALL PHASES OF CONSTRUCTION. ANY LANDSCAPE AND TURF GRASS AREAS CONTROLLER. CONSULT MANUFACTURE'S DIRECTIONS FOR SCHEDULING CONTROLLER WITH THE USE OF PRIMARY ZONES. EXTEND IRRIGATION CONTROL WIRE TO MOISTURE SENSOR.
DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO OWNER'S SATISFACTION AT NO ADDITIONAL COST. 44. LIGHTING ARRESTOR AND GROUNDING ROD TO BE INSTALLED PER MANUFACTURE'S INSTRUCTIONS. LIGHTING ARRESTOR TO BE LOCATED IN CONTROL VALVE BOX WITH CONTROL VALVE
20. CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM AS REQUIRED FROM DAMAGE CAUSED BY CONSTRUCTION ACTIVITIES. WHENEVER POSSIBLE. IF THERE IS NO NEARBY CONTROL VALVE BOX INSTALL IN A CARSON 910 10" ROUND VALVE BOX. GROUNDING ROD TO BE INSTALLED IN A SEPARATE CARSON 910 10" ROUND
21. USE KING BROTHERS (KBI) VALVE OR IN HEAD DRAIN CHECK VALVES TO PREVENT LOW HEAD DRAINAGE WHERE EVER IT OCCURS. VALVE BOX.
22. IRRIGATION CONTROL WIRE SHALL BE 14 GAUGE INSULATED DIRECT BURIAL SINGLE CONDUCTOR PE IRRIGATION WIRE. 2 SPARE WIRES SHALL BE INSTALLED THROUGHOUT THE ENTIRE 45. CONTRACTOR TO PROTECT EXISTING IRRIGATION ALONG HOWARD STREET PROMENADE DURING CONSTRUCTION.

IRRIGATION SYSTEM AND BE OF A UNIQUE COLOR (ORANGE).

EX. 4" C900 WITH GATE VALVE
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION METER
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.
CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.

(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER
TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)

Valve Callout

EX. DRIP VALVE/BOX

Valve Number

# #‘7\/0\% Flow (gpm)

#” . Valve Size

ONE-CALL NUMBER

311 or

N (annsn- s

CALL T

WO BUSINESS DAYS BEFORE YOU DIG

KEY PLAN

\

NN
S22
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NOTE: DIAGONAL MAINLINE, VALVES, SHUTOFF, LIGHTNING ARRESTOR / S

MATCHLINE - SEE SHEET L5.0

IR

BASE BID SHOWN HERE. IF
ALTERNATE # 1 AWARDED,
REMOVE VALVES (#13 & #14),
SPRAY HEADS, DRIP AREA,
LATERAL PIPE & ASSOCIATED
SLEEVES IN/FOR THESE AREAS. I

T A S %

f--“

\\\\\\

~ —
DANRRY:

i

il

’ !

IF ALTERNATE #8 - SKATE PARK - IS
AWARDED ADD DRIP ALONG NORTHERN
BORDER WITHING DASHED OUTLINE
(FOR NEW PLANTING AREA. SEE

PLANTING SHEET L4.6)
BASE BID SHOWN. IF

ALTERNATE #8 AWARDED -
SKATE PARK - REMOVE VALVES
(#27 & #28), TURF ROTORS, DRIP

SLEEVES.

|
|
|
|
|
|
11/2"@@ [
|
|
|
|
|
|
|

— IRRIGATION & ASSOCIATED

y /. Je
\\\

/ \ Q

 — 25

\ 04—

AND LATERAL CONNECTIONS SHOWN CONCEPTUALLY HERE ARE FOR
LEGIBILITY. PLEASE ALIGN THEM PARALLEL TO BACK OF DRIP AREA
SHOWN ABUTTING TO ALT #8 CONCRETE STAIRS. AVOID THE
STORMWATER CHANNEL AND OTHER UTILITIES.

1 IRRIGATION PLAN - AREA III

26
2 115m
= “gg27 28

| IRRIGATION SCHEDULE
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MATCHLINE - SEE SHEET L5.4

ALTERNATE #8 SHOWN HERE. REMOVE DRIP IRRIGATION IN THIS
DASHED AREA FOR BASE BID AND REPLACE DRIP WITH RAINBIRD
#15 HE-VAN SPRAYHEADS, RUNNING LATERAL NORTH FROM
CLUSTER OF (6) HEADS AT ENTRY TO SMALL SHELTER ASSOCIATED
WITH VALVE #49.

| SCALE: 1" = 200"

| IRRIGATION NOTES

SYMBOL

18V
0BHE—-VAN @ 12HE-VAN
T0HE-VAN @ 15HE-VAN

SYMBOL

SYMBOL

"

X

(@)

NS

NOTE: CONTRACTOR TO USE
NETAFIM TLO50MFV-1 AUTO-
MATIC FLUSH VALVE, 1/2"
MALE PIPE THREAD FOR DRIP
IRRIGATION (A MIN. OF 1 PER
ZONE, ADDITIONAL AS
REQUIRED = 80 MIN.)

MANUFACTURER/MODEL/DESCRIPTION  PSI SYMBOL

%

RAIN BIRD 1806-SAM-PRS ADJ 30

RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30

TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER
SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC
CHECK VALVE, AND PRESSURE REGULATING.

V|
MANUFACTURER/MODEL/DESCRIPTION PSI  GPM RADIUS
HUNTER 1-25-06-SS 50 4.30 41
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD [

NOZZLE - #4 YELLOW.

HUNTER 1-25-06-SS 50 4.80 44
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #05 WHITE.

HUNTER 1-25-06-SS 50 7.00 47
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #08 LIGHT BROWN.

HUNTER 1-25-06-SS 50 8.30 49 1
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. T
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD 02
NOZZLE - #15 GREY. R
HUNTER 1-25-06-SS 50 13.4 56 @

TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #18 RED.

HUNTER 1-25-06-SS 50 14.5 58
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE.

RAIN BIRD 5006-PC,FC-MPR 45 25’

TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
[EXISTING IRRIGATION

MANUFACTURER/MODEL/DESCRIPTION

RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)
ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
MODEL # BL-5201, BL-5202, BL-5204

RAIN BIRD 44-LRC

1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
PLASTIC RUBBER COVER, AND 2-PIECE BODY.

SHUT OFF VALVE

RESILIENT WEDGE GATE VALVE

MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)
1" MANUAL DRAIN VALVE

PRESSURE REDUCING VALVE

PRESSURE LIMITED TO 72.84 PSI

WILKINS-ZW209-4"

BASELINE BL-LAO1
LIGHTNING ARRESTOR

POINT OF CONNECTION 4"
POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION

FEBCO 850 1-1/2"
DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"

IRRIGATION LATERAL LINE: PVC SCHEDULE 40
1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES

4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC C900
DR 18 CLASS 235

PIPE SLEEVE: PVC SCHEDULE 40

PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.

RAIN BIRD 5006-PC,FC-MPR 45 35

TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.

MANUFACTURER/MODEL

RAIN BIRD XCZ-100-PRB-LC

WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES.
1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PSI BASKET
FILTER. 0.3GPM TO 20GPM.

RAIN BIRD XCZ-150-PRB-COM

HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING
(40PSI) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM.

TREE RING IRRIGATION
.6 GPH @ 12" 0.C.
APPROX. 20 LF OF TUBING PER TREE

AREA TO RECEIVE DRIPLINE

NETAFIM TLCV-06-18

TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH
CHECK VALVE. 0.6 GPH EMITTERS AT 18" O.C. DRIPLINE
LATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR
TRIANGULAR PATTERN. 17MM.

1. ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH THIS TYPE OF WORK AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN. THE FOREMAN SHALL REMAIN ON-SITE
DURING ALL LANDSCAPE SOIL PREPARATION, IRRIGATION AND PLANTING INSTALLATIONS.

2. CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES AND ORDINANCES. 25.
3. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR 26.
ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY TO REPAIR. VALVE BOX.
4. COORDINATE ALL IRRIGATION INSTALLATION OPERATIONS WITH CIVIL, AND ELECTRICAL ENGINEERING SHEETS. 27.
5. INTHE EVENT OF A DISCREPANCY, IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT.
6. CONTRACTOR SHALL REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.
7. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, OR LANDSCAPE AND TURF AREAS AS A RESULT OF CONSTRUCTION 28.
ACTIVITIES. 29.
8. CONTRACTOR SHALL BE RESPONSIBLE FOR INITIAL ANNUAL IRRIGATION SCHEDULE AND SHALL AFFIX THE SCHEDULE INSIDE THE CONTROLLER CABINET DOOR. 30.
9. LOCATIONS OF EQUIPMENT SHALL BE APPROVED IN THE FIELD WITH OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION
10. CONTRACTOR SHALL SUPPLY "AS-BUILT' DRAWINGS TO THE OWNER PRIOR TO FINAL ACCEPTANCE. AS BUILT DRAWINGS SHALL BE IN BOTH PAPER FORM AND AUTOCAD DRAWING FORMAT 32.
SUBMITTED ON A CD. 33.
11. CONTRACTOR SHALL FURNISH ALL LABOR, TOOLS, EQUIPMENT AND HARDWARE NECESSARY FOR PRODUCTION, EXECUTION AND COMPLETION OF ALL IRRIGATION WORK. 34.
12. CONTRACTOR TO OBTAIN AND PAY FOR ALL PERMITS AND FEES REQUIRED FOR THIS WORK.
13. THE PROPOSED IRRIGATION SYSTEM IS DESIGNED BASED ON THE ASSUMPTION OF THE AVAILABILITY OF +/- 200 GPM FROM EXISTING SYSTEM AND TO OPERATE AT STATED PSI FOR EACH
IRRIGATION HEAD IN IRRIGATION LEGEND ABOVE.
14. CONTRACTOR SHALL VERIFY WORKING PSI FROM EXISTING SYSTEM (+/- PSI 72) AT MAXIMUM OPERATING FLOW PRIOR TO CONSTRUCTION OF SYSTEM AND NOTIFY OWNER'S 35.
REPRESENTATIVE OF ANY FINDINGS. LEGEND.
15. IRRIGATION HEAD LAYOUT SHALL BE PLACED AS DESIGNED. ALL CHANGES TO HEAD LAYOUT SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. IRRIGATION PIPING 36.
IS DIAGRAMMATIC ONLY. MAINLINES, LATERALS, SLEEVES AND WIRES ARE SHOWN BELOW PAVEMENT ADJACENT TO LANDSCAPE AREAS, THEY ARE TO BE LOCATED IN THE LANDSCAPE 37.
AREA UNLESS SHOWN WITH A SLEEVE SYMBOL WHENEVER POSSIBLE, UNLESS OTHERWISE NOTED. 38.
16. CONTRACTOR SHALL PERFORM WATER COVERAGE TEST WITH LANDSCAPE ARCHITECT PRESENT PRIOR TO SEEDING/SODDING TURF. IF NECESSARY ADJUST IRRIGATION SO 100% COVERAGE ~ 39.
IS MET. 40.
17. ALL DISTURBED AREAS SHALL BE SODDED AND RECEIVE TEMPORARY IRRIGATION THROUGHOUT THE WARRANTY PERIOD UNLESS OTHERWISE INDICATED.
18. ALL EXISTING GRASS REMOVED FOR TRENCHING SHALL BE SAVED FOR REPLACEMENT. IF, AT THE DISCRETION OF THE OWNER'S REPRESENTATIVE, THE SAVED GRASS DOES NOT SEEM ALIVE ~ 42.
THEN NEW SOD SHALL BE INSTALLED IN ITS PLACE AT NO ADDITIONAL COST TO THE OWNER. 43.
19. CONTRACTOR IS RESPONSIBLE FOR KEEPING EXISTING LAWNS AND LANDSCAPE ALIVE AND THRIVING DURING ALL PHASES OF CONSTRUCTION. ANY LANDSCAPE AND TURF GRASS AREAS
DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO OWNER'S SATISFACTION AT NO ADDITIONAL COST. 44,
20. CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM AS REQUIRED FROM DAMAGE CAUSED BY CONSTRUCTION ACTIVITIES. WHENEVER POSSIBLE.

21. USE KING BROTHERS (KBI) VALVE OR IN HEAD DRAIN CHECK VALVES TO PREVENT LOW HEAD DRAINAGE WHERE EVER IT OCCURS.

22.
IRRIGATION SYSTEM AND BE OF A UNIQUE COLOR (ORANGE).

23.
24,

ALL 24 VOLT WIRING UNDER PATHWAYS, PAVING AND ROADWAYS SHALL BE IN A SEPARATE 2" SLEEVE, UNLESS OTHERWISE NOTED ON PLAN, AT DEPTH & TYPE PER SPECIFICATIONS.

ALL WIRE SPLICES TO BE DONE WITH SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER OR APPROVED EQUAL.

CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN SCH. 40 PVC CONDUIT. SIZE TO FIT.

TERMINATION OF UNUSED CONTROL WIRE SHALL BE COVERED WITH A WIRE NUT AND PLACED WITHIN SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER, AND PLACED IN A CONTROL

ALL TRENCHING REQUIRED WITHIN PAVED AREAS SHALL BE BACKFILLED IN 4" LIFTS AND COMPACTED TO 95% RELATIVE COMPACTION PER ASTM-D1557. JETTING IS NOT ALLOWED. THE MOISTURE

CONTENT SHALL RANGE FROM OPTIMUM TO 3% ABOVE OPTIMUM MOISTURE CONTENT AT TIME OF PLACEMENT. ALL COMPACTION SHALL BE COMPLETED WITH SPECIFIC EQUIPMENT THAT CAN
COMPACT NARROW TRENCHES. THIS COMPACTION REQUIREMENT SHALL EXTEND INSIDE THE LANDSCAPED AREAS BEHIND BACK OF CURB.

ALL PIPE LINES SHALL BE PLACED SO THAT DESCRIPTIONS FACE UP.
PLACE 'NON-POTABLE' PURPLE LOCATOR RIBBON 3" ABOVE PROTECTIVE LAYER OF SOIL ON MAINLINE ONLY.
ONE TEE OR ELBOW OFF OF MAINLINE PER REMOTE CONTROL VALVE. ONE REMOTE CONTROL VALVE PER VALVE BOX. NO MANIFOLD SYSTEMS.

31. THE MAINLINE PIPE CONNECTION TO THE CONTROL VALVE SHALL BE THE SAME SIZE PIPE AS EXITING THE CONTROL VALVE.

CONTRACTOR SHALL LOCATE CONTROL VALVES AND ISOLATION VALVES WITHIN 1" OF SIDEWALKS OR CURB EDGES IN A CLEAN ORDERLY MANNER WHENEVER POSSIBLE.
ALL VALVE BOXES (VB) LOCATED ON A SLOPE SHALL BE PLACED SO THAT ALL 4 CORNERS OF THE VB ARE FLUSH WITH THE SLOPE.
CONTRACTOR SHALL COORDINATE AND VERIFY THE INSTALLATION OF SLEEVES, WITH RESPECTIVE CONTRACTORS, IN ALL NECESSARY LOCATIONS FOR THE PROPOSED IRRIGATION DESIGN, PRIOR

TO HARDSCAPE BEING INSTALLED THAT WOULD PREVENT IRRIGATION ACCESS TO ADJACENT LANDSCAPE AREAS. FAILURE TO VERIFY ALL NECESSARY IRRIGATION IS INSTALLED TO LANDSCAPE
AREAS PRIOR TO HARDSCAPE BEING INSTALLED SHALL RESULT IN THE CONTRACTOR BEING RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH EXTENDING THE IRRIGATION AND ANY

HARDSCAPE/SOFTSCAPE REMOVAL AND REPAIR/REPLACEMENT.

IRRIGATION CONTROL WIRE SHALL BE 14 GAUGE INSULATED DIRECT BURIAL SINGLE CONDUCTOR PE IRRIGATION WIRE. 2 SPARE WIRES SHALL BE INSTALLED THROUGHOUT THE ENTIRE

INSTALL THE PRESSURE REGULATOR WHERE INDICATED WITH AN (*) NEXT TO THE CONTROL VALVE SYMBOL AND SET SO THAT ALL IRRIGATION HEADS ON CONTROL VALVE RECEIVE STATED PSI PER

IRRIGATION SHALL BE ADJUSTED SO THAT NO OVERSPRAY HITS THE BUILDING, AND MINIMUM TO NO OVERSPRAY HITS SIDEWALKS, AND PAVEMENT.
CONTRACTOR SHALL LOCATE AND TAP INTO EXISTING WATER SERVICE. VERIFY ALL MUNICIPAL REQUIREMENTS ARE MET.

CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ROCK AND DEBRIS BROUGHT TO THE SURFACE AS A RESULT OF TRENCHING OPERATIONS.
EXISTING BASELINE CONTROLLER TO HAVE NEW ZONES PROGRAMMED BY CONTRACTOR.
NO CONTROL WIRES TO BE PLACED IN THRUST BLOCKS. LOCATE WIRES ON OPPOSITE SIDE OF THRUST BLOCK. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN CONDUIT.

41. CONTRACTOR SHALL WINTERIZE THE SYSTEM WITH THE PARK MAINTENANCE STAFF PRESENT. COORDINATE WITH OWNER.

THE CONTRACTOR SHALL INSPECT, ADJUST & MAKE ANY NECESSARY REPAIRS TO THE SYSTEM THE SPRING FOLLOWING INSTALLATION.
MOISTURE SENSORS SHALL BE INSTALLED PER MANUFACTURE'S DIRECTION. IRRIGATION ZONE WITH THE SENSOR IN IT SHALL BE A PRIMARY ZONE WHEN SCHEDULING THE IRRIGATION

CONTROLLER. CONSULT MANUFACTURE'S DIRECTIONS FOR SCHEDULING CONTROLLER WITH THE USE OF PRIMARY ZONES. EXTEND IRRIGATION CONTROL WIRE TO MOISTURE SENSOR.

VALVE BOX.
45.

LIGHTING ARRESTOR AND GROUNDING ROD TO BE INSTALLED PER MANUFACTURE'S INSTRUCTIONS. LIGHTING ARRESTOR TO BE LOCATED IN CONTROL VALVE BOX WITH CONTROL VALVE
IF THERE IS NO NEARBY CONTROL VALVE BOX INSTALL IN A CARSON 910 10" ROUND VALVE BOX. GROUNDING ROD TO BE INSTALLED IN A SEPARATE CARSON 910 10" ROUND

CONTRACTOR TO PROTECT EXISTING IRRIGATION ALONG HOWARD STREET PROMENADE DURING CONSTRUCTION.

EX. 4" C900 WITH GATE VALVE
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION METER
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)

EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.

CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
(APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER
TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)

Valve Callout

EX. DRIP VALVE/BOX

Valve Number

# #‘7 Valve Flow (gpm)

#e

Valve Size

UNDERGROUND SERVICE ALERT
7 , ONE-CALL NUMBER

311 or

Y (800)342-1585

CALL T

WO BUSINESS DAYS BEFORE YOU DIG

KEY PLAN

\

NN
S22

STATE OF
WASHINGTON
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lIRRIGATION SCHEDULE

SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI  GPM RADIUS SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI ~ GPM RADIUS SYMBOL MANUFACTURER/MODEL/DESCRIPTION
RAIN BIRD 1806-SAM-PRS ADJ 30 HUNTER [-25-06-SS 50 4.30 41 HUNTER 1-25-06-SS 50 7.00 47 G RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)
18v RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30 TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
osHE—van (2) 12HE-VAN  TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
10HE—VAN @ 15HE-VAN  SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC NOZZLE - #4 YELLOW. NOZZLE - #08 LIGHT BROWN. MODEL # BL-5201, BL-5202, BL-5204
CHECK VALVE, AND PRESSURE REGULATING.
HUNTER 1-25-06-SS 50  4.80 44 HUNTER 1-25-06-SS 50 8.30 49 4 RAIN BIRD 44-LRC
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. 1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
NOZZLE - #05 WHITE. NOZZLE - #15 GREY. PLASTIC RUBBER COVER, AND 2-PIECE BODY.
HUNTER 1-25-06-SS 50 13.4 56' pd SHUT OFF VALVE
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. RESILIENT WEDGE GATE VALVE
MATCHLINE - SEE SHEET L5.2 STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)
. - - NOZZLE - #18 RED.
—_= (D) 1" MANUAL DRAIN VALVE
ﬂ 5 N HUNTER 1-25-06-SS 50 14.5 58
() — w7 — TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. A PRESSURE REDUCING VALVE
04 (1515} \ STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD PRESSURE LIMITED TO 72.84 PSI
I CONTRACTOR TO | NOZZLE. WILKINS-ZW209-4"
©® @ COORDINATE WITH CITY g 738 IRC
URBAN FORESTER TO i N @ RAIN BIRD 5006-PC,FC-MPR 45 25 BASELINE BL-LAO1
MINIMIZE TRENCHING i TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED gil LIGHTNING ARRESTOR
@5 () IMPACT ON EXISTING o~ PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER
O D) TREE ROOTS BEFORE HI " SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE. 01 POINT OF CONNECTION 4"
I AND DURING IRRIGATION [1 ol ARC T
INSTALLATION. | - @ RAIN BIRD 5006-PC,FC-MPR 45 35 02 POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION
OO EINN - TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED o
I L PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER — FEBCO 850 1-1/2"
04| g wz\ % SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE. @ DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"
12
. : I @ TI - SYMBOL MANUFACTURER/MODEL IRRIGATION LATERAL LINE: PVC SCHEDULE 40
2 | @ @ o H 1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
2 RAIN BIRD XCZ-100-PRB-LC CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES
30.1/ 19 (2 @ BASEEFI{DE /i.l-II(ID:VZ\'I:IT\IIEVIL-II\-&!I[\IE %\SHED q T Vv e WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES.
T | AWARDED. REMOVE VALVES (#17, =1y ' 1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PS| BASKET 4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC €900
| @ #24, #25, #26, #30, #49, #51), @ @| % FILTER. 0.3GPM TO 20GPM. DR 18 CLASS 235
11.9/ 20 ' SPR&E%%TE?’ES?ISS&SAND 1 I = X RAIN BIRD XCZ-150-PRB-COM R PIPE SLEEVE: PVC SCHEDULE 40
" (04 | : il - HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
1% [i2) — (2) DROLIRS) ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING
(5—(5) TR (40PS1) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM. |EXISTING IRRIGATION
I 15.9 / 21 04 { | EX. 4" C900 WITH GATE VALVE
1 @ . | T g @ TREE RING IRRIGATION (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
2 12) (12 N~ .6 GPH @ 12" 0.C.
I @ @ | APPROX. 20 LF OF TUBING PER TREE EX. IRRIGATION METER
1 i I (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
| Jalis L 5} Sk @) AREA TO RECEIVE DRIPLINE
1 GRE—=— -5 B S o — e —— O NETAFIM TLCV-06-18 EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.
J @ @ OM“ - S S ” & & TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
8 ®® ~ @@ @ - NOTE: CONTRACTOR TO USE CHECK VALVE. 0.6 GPH EMITTERS AT 18" O.C. DRIPLINE (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER
®) NETAFIM TLOSOMFV-1 AUTO- | ATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)
I 7 CONTRACTOR TO §v @ @ MATIC FLUSH VALVE, 1/2" TRIANGULAR PATTERN. 17MM. Valve Callout
— U~ () ® /Q\ COORDINATE WITH CITY 7 MALE PIPE THREAD FOR DRIP EX. DRIP VALVE/BOX .
B O URBAN FORESTER TO IRRIGATION (A MIN. OF 1 PER g4\ 4
'-f_} SN MINIMIZE TRENCHING ZONE, ADDITIONAL AS ° Valve Flow (gpm)
— N &\\ IMPACT ON EXISTING REQUIRED = 80 MIN.) 4 e Valve Size
Ay TREE ROOTS BEFORE
H [0 AND DURING IRRIGATION | IRRIGATION NOTES
T I A ~ INSTALLATION. -
1. ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH THIS TYPE OF WORK AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN. THE FOREMAN SHALL REMAIN ON-SITE DURING ALL LANDSCAPE SOIL PREPARATION, IRRIGATION AND PLANTING
wn ~_ /% INSTALLATIONS.
Ll I 34.4/ 49 2. CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES AND ORDINANCES.
L v 3 3. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY TO REPAIR.
N 3 o" 4. COORDINATE ALL IRRIGATION INSTALLATION OPERATIONS WITH CIVIL, AND ELECTRICAL ENGINEERING SHEETS.
'R 14.9 / 50 5. IN THE EVENT OF A DISCREPANCY, IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT.
| H 1% 6. CONTRACTOR SHALL REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.
=z ) 7. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, OR LANDSCAPE AND TURF AREAS AS A RESULT OF CONSTRUCTION ACTIVITIES.
= * H 8. CONTRACTOR SHALL BE RESPONSIBLE FOR INITIAL ANNUAL IRRIGATION SCHEDULE AND SHALL AFFIX THE SCHEDULE INSIDE THE CONTROLLER CABINET DOOR.
T I 25) Lo 9. LOCATIONS OF EQUIPMENT SHALL BE APPROVED IN THE FIELD WITH OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION
O LA 10. CONTRACTOR SHALL SUPPLY 'AS-BUILT DRAWINGS TO THE OWNER PRIOR TO FINAL ACCEPTANCE. AS BUILT DRAWINGS SHALL BE IN BOTH PAPER FORM AND AUTOCAD DRAWING FORMAT SUBMITTED ON A CD.
= 1 11. CONTRACTOR SHALL FURNISH ALL LABOR, TOOLS, EQUIPMENT AND HARDWARE NECESSARY FOR PRODUCTION, EXECUTION AND COMPLETION OF ALL IRRIGATION WORK.
< I 0.50 / 51 - 12. CONTRACTOR TO OBTAIN AND PAY FOR ALL PERMITS AND FEES REQUIRED FOR THIS WORK.
= - " 13. THE PROPOSED IRRIGATION SYSTEM IS DESIGNED BASED ON THE ASSUMPTION OF THE AVAILABILITY OF +/- 200 GPM FROM EXISTING SYSTEM AND TO OPERATE AT STATED PSI FOR EACH IRRIGATION HEAD IN IRRIGATION LEGEND ABOVE.
1" L 14. CONTRACTOR SHALL VERIFY WORKING PSI FROM EXISTING SYSTEM (+/- PSI 72) AT MAXIMUM OPERATING FLOW PRIOR TO CONSTRUCTION OF SYSTEM AND NOTIFY OWNER'S REPRESENTATIVE OF ANY FINDINGS.
T 15. IRRIGATION HEAD LAYOUT SHALL BE PLACED AS DESIGNED. ALL CHANGES TO HEAD LAYOUT SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. IRRIGATION PIPING IS DIAGRAMMATIC ONLY. MAINLINES, LATERALS, SLEEVES AND WIRES
I A ARE SHOWN BELOW PAVEMENT ADJACENT TO LANDSCAPE AREAS, THEY ARE TO BE LOCATED IN THE LANDSCAPE AREA UNLESS SHOWN WITH A SLEEVE SYMBOL WHENEVER POSSIBLE, UNLESS OTHERWISE NOTED.
16. CONTRACTOR SHALL PERFORM WATER COVERAGE TEST WITH LANDSCAPE ARCHITECT PRESENT PRIOR TO SEEDING/SODDING TURF. IF NECESSARY ADJUST IRRIGATION SO 100% COVERAGE IS MET.
40.2 H 17.  ALL DISTURBED AREAS SHALL BE SODDED AND RECEIVE TEMPORARY IRRIGATION THROUGHOUT THE WARRANTY PERIOD UNLESS OTHERWISE INDICATED. KEY PLAN
I ) 18. ALL EXISTING GRASS REMOVED FOR TRENCHING SHALL BE SAVED FOR REPLACEMENT. IF, AT THE DISCRETION OF THE OWNER'S REPRESENTATIVE, THE SAVED GRASS DOES NOT SEEM ALIVE THEN NEW SOD SHALL BE INSTALLED IN ITS PLACE AT NO ADDITIONAL =
COST TO THE OWNER.
' 19. CONTRACTOR IS RESPONSIBLE FOR KEEPING EXISTING LAWNS AND LANDSCAPE ALIVE AND THRIVING DURING ALL PHASES OF CONSTRUCTION. ANY LANDSCAPE AND TURF GRASS AREAS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO OWNER'S
L SATISFACTION AT NO ADDITIONAL COST. \/7\I7 "
Z 20. CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM AS REQUIRED FROM DAMAGE CAUSED BY CONSTRUCTION ACTIVITIES. . ,;ZJ
1 21. USE KING BROTHERS (KBI) VALVE OR IN HEAD DRAIN CHECK VALVES TO PREVENT LOW HEAD DRAINAGE WHERE EVER IT OCCURS. I\ Ve b/t
T 22. IRRIGATION CONTROL WIRE SHALL BE 14 GAUGE INSULATED DIRECT BURIAL SINGLE CONDUCTOR PE IRRIGATION WIRE. 2 SPARE WIRES SHALL BE INSTALLED THROUGHOUT THE ENTIRE IRRIGATION SYSTEM AND BE OF A UNIQUE COLOR (ORANGE).
) 23. ALL 24 VOLT WIRING UNDER PATHWAYS, PAVING AND ROADWAYS SHALL BE IN A SEPARATE 2" SLEEVE, UNLESS OTHERWISE NOTED ON PLAN, AT DEPTH & TYPE PER SPECIFICATIONS. . v
— 24. ALL WIRE SPLICES TO BE DONE WITH SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER OR APPROVED EQUAL. 2 —
- < 25. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN SCH. 40 PVC CONDUIT. SIZE TO FIT.
= 26. TERMINATION OF UNUSED CONTROL WIRE SHALL BE COVERED WITH A WIRE NUT AND PLACED WITHIN SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER, AND PLACED IN A CONTROL VALVE BOX. ¥
CONTRACTOR TO COORDINATE - 27. ALL TRENCHING REQUIRED WITHIN PAVED AREAS SHALL BE BACKFILLED IN 4" LIFTS AND COMPACTED TO 95% RELATIVE COMPACTION PER ASTM-D1557. JETTING IS NOT ALLOWED. THE MOISTURE CONTENT SHALL RANGE FROM OPTIMUM TO 3% ABOVE OPTIMUM
WITH CITY URBAN FORESTER 1 61 \ 28.8 @ MOISTURE CONTENT AT TIME OF PLACEMENT. ALL COMPACTION SHALL BE COMPLETED WITH SPECIFIC EQUIPMENT THAT CAN COMPACT NARROW TRENCHES. THIS COMPACTION REQUIREMENT SHALL EXTEND INSIDE THE LANDSCAPED AREAS BEHIND BACK OF |
UNDERGROUND SERVICE ALERT TO MINIMIZE TRENCHING : CURB. |
g IMPACT ON EXISTING TREE on 28. ALL PIPE LINES SHALL BE PLACED SO THAT DESCRIPTIONS FACE UP.
= =, ONE-CALL NUMBER ROOTS BEFORE AND DURING 23 29. PLACE 'NON-POTABLE' PURPLE LOCATOR RIBBON 3" ABOVE PROTECTIVE LAYER OF SOIL ON MAINLINE ONLY.
\ IRRIGATION INSTALLATION 30. ONE TEE OR ELBOW OFF OF MAINLINE PER REMOTE CONTROL VALVE. ONE REMOTE CONTROL VALVE PER VALVE BOX. NO MANIFOLD SYSTEMS.
| 8 1 1 OR THROUGH OUT THIS AREA. I 31. THE MAINLINE PIPE CONNECTION TO THE CONTROL VALVE SHALL BE THE SAME SIZE PIPE AS EXITING THE CONTROL VALVE.
| 32. CONTRACTOR SHALL LOCATE CONTROL VALVES AND ISOLATION VALVES WITHIN 1' OF SIDEWALKS OR CURB EDGES IN A CLEAN ORDERLY MANNER WHENEVER POSSIBLE.
25) 33. ALL VALVE BOXES (VB) LOCATED ON A SLOPE SHALL BE PLACED SO THAT ALL 4 CORNERS OF THE VB ARE FLUSH WITH THE SLOPE.
’ 800 342 - 1 585 34. CONTRACTOR SHALL COORDINATE AND VERIFY THE INSTALLATION OF SLEEVES, WITH RESPECTIVE CONTRACTORS, IN ALL NECESSARY LOCATIONS FOR THE PROPOSED IRRIGATION DESIGN, PRIOR TO HARDSCAPE BEING INSTALLED THAT WOULD PREVENT &ﬂ V
e IRRIGATION ACCESS TO ADJACENT LANDSCAPE AREAS. FAILURE TO VERIFY ALL NECESSARY IRRIGATION IS INSTALLED TO LANDSCAPE AREAS PRIOR TO HARDSCAPE BEING INSTALLED SHALL RESULT IN THE CONTRACTOR BEING RESPONSIBLE FOR ALL COSTS
CALL TWO BUSINESS DAYS BEFORE YOU DIG ASSOCIATED WITH EXTENDING THE IRRIGATION AND ANY HARDSCAPE/SOFTSCAPE REMOVAL AND REPAIR/REPLACEMENT. b 2
35. INSTALL THE PRESSURE REGULATOR WHERE INDICATED WITH AN (*) NEXT TO THE CONTROL VALVE SYMBOL AND SET SO THAT ALL IRRIGATION HEADS ON CONTROL VALVE RECEIVE STATED PSI PER LEGEND.
I 25) 36. IRRIGATION SHALL BE ADJUSTED SO THAT NO OVERSPRAY HITS THE BUILDING, AND MINIMUM TO NO OVERSPRAY HITS SIDEWALKS, AND PAVEMENT.
37. CONTRACTOR SHALL LOCATE AND TAP INTO EXISTING WATER SERVICE. VERIFY ALL MUNICIPAL REQUIREMENTS ARE MET.
38. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ROCK AND DEBRIS BROUGHT TO THE SURFACE AS A RESULT OF TRENCHING OPERATIONS.
0 20 40 60 39. EXISTING BASELINE CONTROLLER TO HAVE NEW ZONES PROGRAMMED BY CONTRACTOR.
E;!—-E;:d 40. NO CONTROL WIRES TO BE PLACED IN THRUST BLOCKS. LOCATE WIRES ON OPPOSITE SIDE OF THRUST BLOCK. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN CONDUIT. WASHINGTON
1 I RRI G ATI O N P L AN _ ARE A IV 41. CONTRACTOR SHALL WINTERIZE THE SYSTEM WITH THE PARK MAINTENANCE STAFF PRESENT. COORDINATE WITH OWNER. REGISTERED
\\ / 42. THE CONTRACTOR SHALL INSPECT, ADJUST & MAKE ANY NECESSARY REPAIRS TO THE SYSTEM THE SPRING FOLLOWING INSTALLATION. LANDSCAPE ARCHITECT
"SCALE: 1" = 200" 43. MOISTURE SENSORS SHALL BE INSTALLED PER MANUFACTURE'S DIRECTION. IRRIGATION ZONE WITH THE SENSOR IN IT SHALL BE A PRIMARY ZONE WHEN SCHEDULING THE IRRIGATION CONTROLLER. CONSULT MANUFACTURE'S DIRECTIONS FOR SCHEDULING m —
NORTH CONTROLLER WITH THE USE OF PRIMARY ZONES. EXTEND IRRIGATION CONTROL WIRE TO MOISTURE SENSOR. s
44. LIGHTING ARRESTOR AND GROUNDING ROD TO BE INSTALLED PER MANUFACTURE'S INSTRUCTIONS. LIGHTING ARRESTOR TO BE LOCATED IN CONTROL VALVE BOX WITH CONTROL VALVE WHENEVER POSSIBLE. IF THERE IS NO NEARBY CONTROL VALVE BOX LU
INSTALL IN A CARSON 910 10" ROUND VALVE BOX. GROUNDING ROD TO BE INSTALLED IN A SEPARATE CARSON 910 10" ROUND VALVE BOX. :
45. CONTRACTOR TO PROTECT EXISTING IRRIGATION ALONG HOWARD STREET PROMENADE DURING CONSTRUCTION. DIGITALLY SIGNED:
tocation SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS . .
BENCH MARK INFORMATION CCS - ADOPTED 2195 SPOK CITY OF SPOKANE. WASHINGTON PROJECT TITLE: NOR?HE?EE%TZ\?QESUN 5 TYPE OF IMPROVEMENT:  PARK
ELEVATION SEESHEETV10 | orizontAL 1"= 200" | 1y ONE INGH ON [ ’ CITY PURCHASING NUMBER | DRAWING NUMBER
(Y BERNARDO | WILLS 0 | HoReoNTAL ORIGINAL DRAWING. ’ DEPARTMENT OF PARKS AND RECREATION BID SET
]
oo oo | e seerinie IRRIGATION PLAN - AREA IV 153
ARCHITECTS PC \ SPOKANE, WASHINGTON 99201-3343 7.03.2019 .
CITY DATUM SCALE THIS SHEET, ADJUST CHECKED Y S N ) ) (509) 625-6200
BY REVISIONS DATE SCALES ACCORDINGLY APPROVED Ly ) ) \) YY) PH 1 OF REVISION NO.:
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IRRIGATION SCHEDULE

MATCHLINE - SEE SHEET L5.3

. .
e e e e - - - — e — e —— - - J'F:\:jj T SYMBOL MANUFACTURER/MODEL/DESCRIPTION  PSI SYMBOL MANUFACTURER/MODEL/DESCRIPTION
I CONTRACTOR TO REPAIR (IN ; . o
KIND) EXISTING IRRIGATION IF RAIN BIRD 1806-SAM-PRS ADJ 30 a“ RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)
DAMAGED AND ENSURE SYSTEM — RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30 ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
REMAINS IN OPERATION osr-van (2) 1246 VAN TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
MATCHLINE - SEE SHEET L5.2 I THROUGHOUT CONSTRUCTION 10HE-vaN (19) 15HE-VAN SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC MODEL # BL-5201, BL-5202, BL-5204
J : CHECK VALVE, AND PRESSURE REGULATING.
4 RAIN BIRD 44-LRC
SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI  GPM RADIUS 1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
I RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
HUNTER 1-25-06-55 50  4.30 41 PLASTIC RUBBER COVER, AND 2-PIECE BODY.
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
I STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD > SHUT OFF VALVE
NOZZLE - #4 YELLOW. RESILIENT WEDGE GATE VALVE
MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)
e HUNTER 1-25-06-55 50 4.80 44
— I — TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. (D) 1" MANUAL DRAIN VALVE
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD
NOZZLE - #05 WHITE. A PRESSURE REDUCING VALVE
PRESSURE LIMITED TO 72.84 PSI
HUNTER 1-25-06-55 50 7.00 47 WILKINS-ZW209-4"
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD BASELINE BL-LAO1
NOZZLE - #08 LIGHT BROWN. A LIGHTNING ARRESTOR
HUNTER 1-25-06-55 50 8.30 49 01 POINT OF CONNECTION 4
TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. T
I STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD 02 POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION
NOZZLE - #15 GREY. B
. FEBCO 850 1-1/2"
HUNTER 1-25-06-55 50 13.4 56 (BF) DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"
| 1] | TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
| | | | Loy T - | | | STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD IRRIGATION LATERAL LINE: PVC SCHEDULE 40
H T NOZZLE - #18 RED. 1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
m ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ I CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES
e a HUNTER 1-25-06-55 50 14.5 58
/ \‘ 11/2" ISOLATION [ﬁ TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. 4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC €900
| | VALVE (FOR BACK N STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD DR 18 CLASS 235
| | UP WATER AaRaran NOZZLE.
41| SOURCE) TO . - — PIPE SLEEVE: PVC SCHEDULE 40
| | REMAIN CLOSED. = RAIN BIRD 5006-PC,FC-MPR 45 25
\ | | 13.8 — TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
5/ []] (4] 1 I PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER - [EXISTING IRRIGATION
7.42 / 36 | | | - SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE. EX. 4" C900 WITH GATE VALVE
17" i “ | ‘ —— ARC (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
b | | — RAIN BIRD 5006-PC,FC-MPR 45 35
‘ \ | | : — TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED EX. IRRIGATION METER
| | \ [ e ————————— - ] PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
JEaan it el iffrT———————————K& | SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.
| | | - EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.
| | | CONTRACTOR TO SYMBOL MANUFACTURER/MODEL CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
1B | | COORDINATE WITH CITY — EE— (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER
| | | | URBAN FORESTER TO — T . RAIN BIRD XCZ-100-PRB-LC TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)
| | It MINIMIZE TRENCHING —tT WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES. Vave Callout
1 1 IMPACT ON EXISTING TREE — 1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PS| BASKET EX. DRIP VALVE/BOX ‘ Valve Number
| | | 7.31/ 39 ROOTS BEFORE AND DURING T FILTER. 0.3GPM TO 20GPM. . 4
| \ | | ) IRRIGATION INSTALLATION - # ® Valve Flow (gpm)
¢ \ | 1 THROUGH OUT THIS AREA. ( ’SS o | L Y| RAIN BIRD XCZ-150-PRB-COM #H e Valve Size
| | | N g 1 HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
| | \ I ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING
$ pUNAE 40PSI) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM.
il | s/ | ors
| | 1" i) @ TREE RING IRRIGATION
{EaRn N | . 7 .6 GPH @ 12" 0.C.
(T i e L APPROX. 20 LF OF TUBING PER TREE
| | :F
IEARRI |4 — T AREA TO RECEIVE DRIPLINE
\ \ \ — — — — || — — — — — % | — — — — — — — — — — — ﬁ #;Lu NETAFIM TLCV-06-18
K | | T TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH
—_— . = NOTE: CONTRACTOR TO USE  CHECK VALVE. 0.6 GPH EMITTERS AT 18" 0.C. DRIPLINE
MATCH LINE - SEE SHEET L5.5 NETAFIM TLOSOMFV-1 AUTO-  LATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR
0 20 40 60 MATIC FLUSH VALVE, 1/2" TRIANGULAR PATTERN. 17MM.

E;!—-!;Sd MALE PIPE THREAD FOR DRIP
IRRIGATION PLAN - AREA V || MoTovau.orr e
\ SCALE: 1" =20"-0" REQUIRED = 80 MIN.)

NORTH
| IRRIGATION NOTES KEY PLAN
1. ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH THIS TYPE OF WORK AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN. THE FOREMAN SHALL REMAIN ON-SITE 23. ALL 24 VOLT WIRING UNDER PATHWAYS, PAVING AND ROADWAYS SHALL BE IN A SEPARATE 2" SLEEVE, UNLESS OTHERWISE NOTED ON PLAN, AT DEPTH & TYPE PER SPECIFICATIONS.
DURING ALL LANDSCAPE SOIL PREPARATION, IRRIGATION AND PLANTING INSTALLATIONS. 24. ALL WIRE SPLICES TO BE DONE WITH SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER OR APPROVED EQUAL.
2. CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES AND ORDINANCES. 25. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN SCH. 40 PVC CONDUIT. SIZE TO FIT.
3. CONTRACTOR TO VERIFY LOCATION OF ALL UTILITIES PRIOR TO INITIATION OF ANY DEMOLITION OR CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING UTILITIES ON SITE OR 26. TERMINATION OF UNUSED CONTROL WIRE SHALL BE COVERED WITH A WIRE NUT AND PLACED WITHIN SPECIFIED DBR-6 WIRE SPLICE SNAP CONNECTOR AND SEALER, AND PLACED IN A CONTROL
ADJACENT PROPERTY SHALL BE CONTRACTOR'S RESPONSIBILITY TO REPAIR. VALVE BOX.
4. COORDINATE ALL IRRIGATION INSTALLATION OPERATIONS WITH CIVIL, AND ELECTRICAL ENGINEERING SHEETS. 27. ALL TRENCHING REQUIRED WITHIN PAVED AREAS SHALL BE BACKFILLED IN 4" LIFTS AND COMPACTED TO 95% RELATIVE COMPACTION PER ASTM-D1557. JETTING IS NOT ALLOWED. THE MOISTURE
5. IN THE EVENT OF A DISCREPANCY, IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT. CONTENT SHALL RANGE FROM OPTIMUM TO 3% ABOVE OPTIMUM MOISTURE CONTENT AT TIME OF PLACEMENT. ALL COMPACTION SHALL BE COMPLETED WITH SPECIFIC EQUIPMENT THAT CAN
6. CONTRACTOR SHALL REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS. COMPACT NARROW TRENCHES. THIS COMPACTION REQUIREMENT SHALL EXTEND INSIDE THE LANDSCAPED AREAS BEHIND BACK OF CURB.
7. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO NEW OR EXISTING CONCRETE FLATWORK, ASPHALT, OR LANDSCAPE AND TURF AREAS AS A RESULT OF CONSTRUCTION 28. ALL PIPE LINES SHALL BE PLACED SO THAT DESCRIPTIONS FACE UP.
ACTIVITIES. 29. PLACE 'NON-POTABLE' PURPLE LOCATOR RIBBON 3" ABOVE PROTECTIVE LAYER OF SOIL ON MAINLINE ONLY.
8. CONTRACTOR SHALL BE RESPONSIBLE FOR INITIAL ANNUAL IRRIGATION SCHEDULE AND SHALL AFFIX THE SCHEDULE INSIDE THE CONTROLLER CABINET DOOR. 30. ONE TEE OR ELBOW OFF OF MAINLINE PER REMOTE CONTROL VALVE. ONE REMOTE CONTROL VALVE PER VALVE BOX. NO MANIFOLD SYSTEMS.
9. LOCATIONS OF EQUIPMENT SHALL BE APPROVED IN THE FIELD WITH OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION 31. THE MAINLINE PIPE CONNECTION TO THE CONTROL VALVE SHALL BE THE SAME SIZE PIPE AS EXITING THE CONTROL VALVE.
10. CONTRACTOR SHALL SUPPLY "AS-BUILT' DRAWINGS TO THE OWNER PRIOR TO FINAL ACCEPTANCE. AS BUILT DRAWINGS SHALL BE IN BOTH PAPER FORM AND AUTOCAD DRAWING FORMAT ~ 32. CONTRACTOR SHALL LOCATE CONTROL VALVES AND ISOLATION VALVES WITHIN 1' OF SIDEWALKS OR CURB EDGES IN A CLEAN ORDERLY MANNER WHENEVER POSSIBLE. |
SUBMITTED ON A CD. 33. ALL VALVE BOXES (VB) LOCATED ON A SLOPE SHALL BE PLACED SO THAT ALL 4 CORNERS OF THE VB ARE FLUSH WITH THE SLOPE. |
11. CONTRACTOR SHALL FURNISH ALL LABOR, TOOLS, EQUIPMENT AND HARDWARE NECESSARY FOR PRODUCTION, EXECUTION AND COMPLETION OF ALL IRRIGATION WORK. 34. CONTRACTOR SHALL COORDINATE AND VERIFY THE INSTALLATION OF SLEEVES, WITH RESPECTIVE CONTRACTORS, IN ALL NECESSARY LOCATIONS FOR THE PROPOSED IRRIGATION DESIGN, PRIOR
12. CONTRACTOR TO OBTAIN AND PAY FOR ALL PERMITS AND FEES REQUIRED FOR THIS WORK. TO HARDSCAPE BEING INSTALLED THAT WOULD PREVENT IRRIGATION ACCESS TO ADJACENT LANDSCAPE AREAS. FAILURE TO VERIFY ALL NECESSARY IRRIGATION IS INSTALLED TO LANDSCAPE
13. THE PROPOSED IRRIGATION SYSTEM IS DESIGNED BASED ON THE ASSUMPTION OF THE AVAILABILITY OF +/- 200 GPM FROM EXISTING SYSTEM AND TO OPERATE AT STATED PSI FOR EACH AREAS PRIOR TO HARDSCAPE BEING INSTALLED SHALL RESULT IN THE CONTRACTOR BEING RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH EXTENDING THE IRRIGATION AND ANY
IRRIGATION HEAD IN IRRIGATION LEGEND ABOVE. HARDSCAPE/SOFTSCAPE REMOVAL AND REPAIR/REPLACEMENT.
14, CONTRACTOR SHALL VERIFY WORKING PSI FROM EXISTING SYSTEM (+/- PSI 72) AT MAXIMUM OPERATING FLOW PRIOR TO CONSTRUCTION OF SYSTEM AND NOTIFY OWNER'S 35. INSTALL THE PRESSURE REGULATOR WHERE INDICATED WITH AN (*) NEXT TO THE CONTROL VALVE SYMBOL AND SET SO THAT ALL IRRIGATION HEADS ON CONTROL VALVE RECEIVE STATED PSI PER
REPRESENTATIVE OF ANY FINDINGS. LEGEND. &ﬂ@
15. IRRIGATION HEAD LAYOUT SHALL BE PLACED AS DESIGNED. ALL CHANGES TO HEAD LAYOUT SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. IRRIGATION PIPING  36. IRRIGATION SHALL BE ADJUSTED SO THAT NO OVERSPRAY HITS THE BUILDING, AND MINIMUM TO NO OVERSPRAY HITS SIDEWALKS, AND PAVEMENT.
IS DIAGRAMMATIC ONLY. MAINLINES, LATERALS, SLEEVES AND WIRES ARE SHOWN BELOW PAVEMENT ADJACENT TO LANDSCAPE AREAS, THEY ARE TO BE LOCATED IN THE LANDSCAPE 37. CONTRACTOR SHALL LOCATE AND TAP INTO EXISTING WATER SERVICE. VERIFY ALL MUNICIPAL REQUIREMENTS ARE MET. @ @
AREA UNLESS SHOWN WITH A SLEEVE SYMBOL WHENEVER POSSIBLE, UNLESS OTHERWISE NOTED. 38. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ROCK AND DEBRIS BROUGHT TO THE SURFACE AS A RESULT OF TRENCHING OPERATIONS. UN DERGROU ND SERVICE ALERT I 3
16. CONTRACTOR SHALL PERFORM WATER COVERAGE TEST WITH LANDSCAPE ARCHITECT PRESENT PRIOR TO SEEDING/SODDING TURF. IF NECESSARY ADJUST IRRIGATION SO 100% COVERAGE ~ 39. EXISTING BASELINE CONTROLLER TO HAVE NEW ZONES PROGRAMMED BY CONTRACTOR. ==, ONE—CALL NUMBER
IS MET. 40. NO CONTROL WIRES TO BE PLACED IN THRUST BLOCKS. LOCATE WIRES ON OPPOSITE SIDE OF THRUST BLOCK. CONTROL WIRES NOT FOLLOWING MAINLINE TRENCH SHALL BE IN CONDUIT.
17. ALL DISTURBED AREAS SHALL BE SODDED AND RECEIVE TEMPORARY IRRIGATION THROUGHOUT THE WARRANTY PERIOD UNLESS OTHERWISE INDICATED. 41. CONTRACTOR SHALL WINTERIZE THE SYSTEM WITH THE PARK MAINTENANCE STAFF PRESENT. COORDINATE WITH OWNER. ‘ |
18. ALL EXISTING GRASS REMOVED FOR TRENCHING SHALL BE SAVED FOR REPLACEMENT. IF, AT THE DISCRETION OF THE OWNER'S REPRESENTATIVE, THE SAVED GRASS DOES NOT SEEM ALIVE ~ 42. THE CONTRACTOR SHALL INSPECT, ADJUST & MAKE ANY NECESSARY REPAIRS TO THE SYSTEM THE SPRING FOLLOWING INSTALLATION. | 8 1 1 OR
THEN NEW SOD SHALL BE INSTALLED IN ITS PLACE AT NO ADDITIONAL COST TO THE OWNER. 43. MOISTURE SENSORS SHALL BE INSTALLED PER MANUFACTURE'S DIRECTION. IRRIGATION ZONE WITH THE SENSOR IN IT SHALL BE A PRIMARY ZONE WHEN SCHEDULING THE IRRIGATION STATE OF
19. CONTRACTOR IS RESPONSIBLE FOR KEEPING EXISTING LAWNS AND LANDSCAPE ALIVE AND THRIVING DURING ALL PHASES OF CONSTRUCTION. ANY LANDSCAPE AND TURF GRASS AREAS CONTROLLER. CONSULT MANUFACTURE'S DIRECTIONS FOR SCHEDULING CONTROLLER WITH THE USE OF PRIMARY ZONES. EXTEND IRRIGATION CONTROL WIRE TO MOISTURE SENSOR. 80 O 3 42 1 5 85 WASHINGTON
DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO OWNER'S SATISFACTION AT NO ADDITIONAL COST. 44. LIGHTING ARRESTOR AND GROUNDING ROD TO BE INSTALLED PER MANUFACTURE'S INSTRUCTIONS. LIGHTING ARRESTOR TO BE LOCATED IN CONTROL VALVE BOX WITH CONTROL VALVE ‘ - LANDOG o R TECT
20. CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM AS REQUIRED FROM DAMAGE CAUSED BY CONSTRUCTION ACTIVITIES. WHENEVER POSSIBLE. IF THERE IS NO NEARBY CONTROL VALVE BOX INSTALL IN A CARSON 910 10" ROUND VALVE BOX. GROUNDING ROD TO BE INSTALLED IN A SEPARATE CARSON 910 10" ROUND p——
21. USE KING BROTHERS (KBI) VALVE OR IN HEAD DRAIN CHECK VALVES TO PREVENT LOW HEAD DRAINAGE WHERE EVER IT OCCURS. VALVE BOX. CALL TWO BUSINESS DAYS BEFORE YOU DIG mk‘f—‘
22. IRRIGATION CONTROL WIRE SHALL BE 14 GAUGE INSULATED DIRECT BURIAL SINGLE CONDUCTOR PE IRRIGATION WIRE. 2 SPARE WIRES SHALL BE INSTALLED THROUGHOUT THE ENTIRE 45. CONTRACTOR TO PROTECT EXISTING IRRIGATION ALONG HOWARD STREET PROMENADE DURING CONSTRUCTION. DELL K. HATCH
IRRIGATION SYSTEM AND BE OF A UNIQUE COLOR (ORANGE). CERTIFICATE NO. 1162
DIGITALLY SIGNED:
rocation SEE SHEET V1.0 FOR TEMPORARY CURRENT DESIGN STANDARDS 5 PROJECT TITLE: RIVERFRONT PARK TYPE OF IMPROVEMENT:  PARK
BENCH MARK 'NFORMAT'?N T BARTS ONEINGHTON CCS - ADOPTED 2/95 SPOI‘. CITY OF SPOKANE, WASHINGTON NORTH BANK PLAYGROUND
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]
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ARCHITECTS PC THIS SHEET, ADJUST CHECKED NN SPOKANE, WASHINGTON 99201-3343 7.03.2019 .
REVlSlONS DATE CITY DATUM SCALE SCALES ACCORDINGLY APPROVED : ‘ ) ! \) \) Y) (509) 625-6200 ™ ; oF REVISION N

DATE: Jul 02, 2019 - 3:48pm  by: jculp FILE NAME:



AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
15

AutoCAD SHX Text
15

AutoCAD SHX Text
M

AutoCAD SHX Text
8

AutoCAD SHX Text
1

AutoCAD SHX Text
8

AutoCAD SHX Text
1

AutoCAD SHX Text
8

AutoCAD SHX Text
1

AutoCAD SHX Text
8

AutoCAD SHX Text
15

AutoCAD SHX Text
08HE-VAN

AutoCAD SHX Text
12HE-VAN

AutoCAD SHX Text
10HE-VAN

AutoCAD SHX Text
15HE-VAN

AutoCAD SHX Text
8

AutoCAD SHX Text
0

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
05

AutoCAD SHX Text
07

AutoCAD SHX Text
08

AutoCAD SHX Text
15

AutoCAD SHX Text
18

AutoCAD SHX Text
25

AutoCAD SHX Text
ARC

AutoCAD SHX Text
35

AutoCAD SHX Text
ARC

AutoCAD SHX Text
18V

AutoCAD SHX Text
8

AutoCAD SHX Text
1

AutoCAD SHX Text
04

AutoCAD SHX Text
m

AutoCAD SHX Text
#"

AutoCAD SHX Text
#

AutoCAD SHX Text
Valve Number

AutoCAD SHX Text
Valve Size

AutoCAD SHX Text
Valve Flow (gpm)

AutoCAD SHX Text
Valve Callout

AutoCAD SHX Text
#

AutoCAD SHX Text
20

AutoCAD SHX Text
60

AutoCAD SHX Text
40

AutoCAD SHX Text
0

AutoCAD SHX Text
UNDERGROUND SERVICE ALERT

AutoCAD SHX Text
ONE-CALL NUMBER

AutoCAD SHX Text
(800)342-1585

AutoCAD SHX Text
CALL TWO BUSINESS DAYS BEFORE YOU DIG

AutoCAD SHX Text
811

AutoCAD SHX Text
OR


MATCHLINE - SEE SHEET L5.3
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CONTRACTOR TO ™\
COORDINATE WITH CITY %,
URBAN FORESTER TO \
MINIMIZE TRENCHING \

MATCHLINE - SEE SHEET L5.4

e

I [ i

e 1

CONTRACTOR TO
COORDINATE WITH CITY
URBAN FORESTER TO
MINIMIZE TRENCHING
IMPACT ON EXISTING TREE
ROOTS BEFORE AND DURING
IRRIGATION INSTALLATION
THROUGH OUT THIS AREA.

\

! IRRIGATION SCHEDULE

SYMBOL

18V
O8HE-VAN @ 12HE-VAN
TOHE-VAN @ 15HE-VAN

SYMBOL

MANUFACTURER/MODEL/DESCRIPTION PSI

RAIN BIRD 1806-SAM-PRS ADJ

30

RAIN BIRD 1806-SAM-PRS HE-VAN SERIES 30

TURF SPRAY 6.0" POP-UP SPRINKLER WITH CO-MOLDED WIPER

SEAL. 1/2" NPT FEMALE THREADED INLET. WITH SEAL-A-MATIC
CHECK VALVE, AND PRESSURE REGULATING.
MANUFACTURER/MODEL/DESCRIPTION PSI ~ GPM RADIUS
HUNTER 1-25-06-SS 50 4.30 41

TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD

NOZZLE - #4 YELLOW.

HUNTER 1-25-06-SS

50

4.80 44

TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD

NOZZLE - #05 WHITE.

HUNTER 1-25-06-SS

50

7.00 47

TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD

NOZZLE - #08 LIGHT BROWN.

HUNTER 1-25-06-SS

50

8.30 49

SYMBOL

=

MANUFACTURER/MODEL/DESCRIPTION

RAIN BIRD PGA-PRS-D ANGLE 1", 1-1/2", 2" (AS SHOWN)
ELECTRIC REMOTE CONTROL VALVE WITH PRESSURE
REGULATOR MODULE AND BASELINE DIRECT BURIAL BICODERS,
MODEL # BL-5201, BL-5202, BL-5204

RAIN BIRD 44-LRC

1" BRASS QUICK-COUPLING VALVE, WITH CORROSION-
RESISTANT STAINLESS STEEL SPRING, LOCKING THERMO-
PLASTIC RUBBER COVER, AND 2-PIECE BODY.

SHUT OFF VALVE

RESILIENT WEDGE GATE VALVE

MUELLER 2360 SERIES - 4" (UNLESS OTHERWISE NOTED)
1" MANUAL DRAIN VALVE

PRESSURE REDUCING VALVE

PRESSURE LIMITED TO 72.84 PSI

WILKINS-ZW209-4"

BASELINE BL-LAO1
LIGHTNING ARRESTOR

POINT OF CONNECTION 4"

IMPACT ON EXISTING \ 1 VL( H , HEE TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. T
TREE ROOTS BEFORE s ST AN I INL e — — — — — | L 774[ STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD 02 POINT OF CONNECTION 1 1/2" FOR BACKUP IRRIGATION
\ LAV TR — —— — — & CONTRACTOR TO
AND DURING IRRIGATION \ / 77 NOZZLE - #15 GREY. R
INSTALLATION. AN y \ ‘ \ COORDINATE WITH CITY I - FEBCO 850 1.1/2°
AN URBAN FORESTER TO LT HUNTER 1-25-06-SS 50 13.4 56' '3_3 DOUBLE CHECK BACKFLOW PREVENTION 1 1/2"
L,/ MINIMIZE TRENCHING - TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE.
A/ IMPACT ON EXISTING TREE o STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD IRRIGATION LATERAL LINE: PVC SCHEDULE 40
62 L)on)/ ROOTS BEFORE AND DURING ) NOZZLE - #18 RED. 1" PIPE UNLESS OTHERWISE NOTED IN IRRIGATION PLAN -
R/ IRRIGATION INSTALLATION | CONTRACTOR SHALL NOT USE 3/4" OR 1 1/4" PIPE SIZES
on L) THROUGH OUT THIS AREA. | HUNTER 1-25-06-SS 50 14.5 58
A e/ 1 TURF ROTOR, 6.0" POP-UP. ADJUSTABLE AND FULL CIRCLE. 4" (UNLESS OTHERWISE NOTED) IRRIGATION MAINLINE: PVC C900
~ 4 s ! - STAINLESS STEEL RISER. DRAIN CHECK VALVE. STANDARD DR 18 CLASS 235
\\\\\ 15V 62/ // Y — CONTRACTOR TO ! — NOZZLE.
S N COORDINATE WITH \ ARC - PIPE SLEEVE: PVC SCHEDULE 40
\ CITY URBAN \ ) ; :
K5 e emmaE s == I RAIN BIRD 5006-PC,FC-MPR 45 25
63 %/ / FORESTER TO 1| TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED
e MINIMIZE — PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER |EXISTING IRRIGATION
64 ./, ‘/\ TRENCHING IMPACT ! N SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE. : EX. 4" C900 WITH GATE VALVE
e 0) e 7/\ ON EXISTING TREE Il ARC (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
S 1w /65 s 7/ ROOTS BEFORE AND 68 \7.34 i I RAIN BIRD 5006-PC,FC-MPR 45 35
N \/ DURING IRRIGATION  43.5 / 66 1" ] TURF ROTOR, 6.0" POP-UP, PLASTIC RISER, MATCHED EX. IRRIGATION METER
hS N ] ~ INSTALLATION . . N | PRECIPITATION ROTOR (MPR NOZZLE). ARC AND RADIUS AS PER (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD)
S ~~ THROUGH OUT THIS 2 69 \ 19.4 3 N SYMBOL. 25 FT=RED, 30 FT=GREEN, 35FT=BEIGE.
~
S N| 7/ AREA | E— EX. IRRIGATION TO PROTECT AND PRESERVE ON ADJACENT PROPERTY.
S AN o ) SYMBOL MANUFACTURER/ MODEL CONTRACTOR TO COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
S AN ~o \/ (APPROX. LOCATION-CONTRACTOR TO VERIFY IN FIELD - REFER
- e {\i} N ~ / " RAIN BIRD XCZ-100-PRB-LC TO D2.0 LANDSCAPE DEMOLITION PLAN AND CIVIL)
N NN68 < WIDE FLOW DRIP CONTROL KIT, FOR LIGHT COMMERCIAL USES. Valve Callout
s 1" PEB VALVE, WITH 1" PRESSURE REGULATING 40PS| BASKET EX. DRIP VALVE/BOX ‘ Valve Number
N S S s G G 40PS| BAS
~ FILTER. 0.3GPM T PM.
RN 0.3GPM TO 20G 4 It 4
S 0 / &—— Valve Flow (gpm)
CONTRACTOR TO COORDINATE \‘\\ i%% E RAIN BIRD XCZ-150-PRB-COM #” ° Valve Size
WITH CITY URBAN FORESTER 25 \\\ /16 HIGH FLOW CONTROL ZONE KIT, FOR LARGE COMMERCIAL DRIP
TO MINIMIZE TRENCHING DAL RS 2 £ ZONES 1-1/2" PESB VALVE WITH TWO 1" PRESSURE REGULATING
IMPACT ON EXISTING TREE / 7 . S / (40PSI) QUICK-CHECK BASKET FILTERS. FLOW RANGE: 15-40GPM.
" IRRIGATION INSTALLATION Vi ~ VTSR, TREE RING IRRIGATION
THROUGH OUT THIS AREA = VA RN 1o / 17 - -6 GPH @ 12°0.C.
. // / @ 2 I / APPROX. 20 LF OF TUBING PER TREE KEY PLAN
. Ny AREA TO RECEIVE DRIPLINE \
75 18] S NETAFIM TLCV-06-18
, AN TECHLINE PRESSURE COMPENSATING LANDSCAPE DRIPLINE WITH | i
Y s NOTE: CONTRACTOR TO USE  CHECK VALVE. 0.6 GPH EMITTERS AT 18" 0.C. DRIPLINE _FJ—’
8 NETAFIM TLOSOMFV-1 AUTO- | ATERALS SPACED AT 18" APART, WITH EMITTERS OFFSET FOR NS
25 MATIC FLUSH VALVE, 1/2" TRIANGULAR PATTERN. 17MM. ‘
O MALE PIPE THREAD FOR DRIP v v
____________ IRRIGATION (A MIN. OF 1 PER i == 3E3E N
H ZONE, ADDITIONAL AS T
25 REQUIRED = 80 MIN.) \
CONTRACTOR TO COORDINATE
WITH CITY URBAN FORESTER ! NOTE:
TO MINIMIZE TRENCHING > FOR IRRIGATION GENERAL NOTES REFER TO PRIOR SHEET L5.4. :
UNDERGROUND SERVICE ALERT R(')%F;‘;C;EESREEXEJI')NSUTRTSE Q A NOTE: IRRIGATION LINES AND VALVES SHOWN ARE DIAGRAMMATIC.
e ONE—CALL NUMBER RRIGATION INSTALLATION ' CONTRACTOR TO AVOID DAMAGING EXISTING TREE ROOTS WHEN
" THROUGH OUT THIS AREA. > TRENCHING AND PLACING IRRIGATION EQUIPMENT.
811 or ~ Ee
800 342=1 585 CONTRACTOR TO MINIMIZE 25 . &ﬂ V
o\ g TRENCHING IMPACT ON . T @ @
— EXISTING SHRUB AND b 4
CALL TWO BUSINESS DAYS BEFORE YOU DIG GROUNDCOVER ROOTS ! 4
DURING IRRIGATION 23 23
INSTALLATION IN THIS AREA.
STATE OF
0 20 40 60 WASHINGTON
| REGISTERED
1 IRRIGATION PLAN - AREA VI W
SCALE: 1" =20'-0" %HATCH
NORTH CERTIFICATE NO. 1162
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ADJACENT ASPHALT TRAIL

TOOL JOINT WITH GROOVER/

_ CONC. FLUSH CURB (CIP) 1/2"
JOINTER PLAYGROUND CONCRETE CURB / EDGE - 6" WIDE X

6" 12" DEEP. SEE DETAIL #3/L6.1 RADIUS ON ALL SIDES - MEDIUM
EXPOSED AGGREGATE FINISH - NO
POURED IN PLACE ARTIFICIAL TURF / SAFETY TOOL MARKS - SAWCUT CURB

4" FLAT TOOLED AREA CENTERED

ON JOINT SURFACING PERPENDICULAR TO LENGTH EVERY
6-0" 0.C. TO A DEPTH OF 2"
——— CAST IN PLACE CONCRETE W/ MED 7 7 ;
. 12
BROOM FINISH, 3500 PSI CONC. AT 1/2" STEEL DOWEL WITH ‘. <7 / B — b
SLAB ON GRADE GREASED SLEEVE 18" LONG (OR (e FINISH GRADE OF ADJACENT
APPROVED EQUAL), 2 O.C. 2 PP ) ] PAVERS (HOWARD STREET
T #3 REBARS @ 18" 0.C. EACH WAY JOINT MATERIAL AND SEALANT v RN =vEs==g: PROMENADE)
< <% ) :g% )C
1/2" BITUMINOUS EXPANSION ‘ . <7> OK./O /\VC{ - #3 REBAR HORIZONTAL - 2" FROM EDGE OF
MATERIAL. RECESS TO ALLOW 7 ’ S o0 CONCRETE
) o= 4" DEEP, COMPACTED BASE — - TOOLED EDGE. L4 . %go%%s (C1 J RCBONT. #3 REBAR - CENTERED IN
S 7 3n _ 4g Ag = 2 . < A .
N & M COURSE, 7 MINUS CRUSHED S [ S : ‘s #3 REBARS @ 18" 0.C. EACH WAY 2 ] 4 %CO%@ OOE &~
(o) m@O@ = A Qﬁ@gff%g % = — ;VD g_ CONCRETE WALK/FLATWORK L - {7 ‘ 3/4" MINUS COMPACT BASE
7‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘\ \ \‘ ‘ ‘T Ocoq ¢ 0 :gboq ! < PER PLANS. : ’ a ® ) 4 ‘ ‘ ‘ ‘ ‘ ‘: TOTlEIil:STALLCONTROLJOINTEVERY6‘0C — - COURSE
- ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ [ 1] \ SUBGRADE, UNDISTURBED NATIVE N g/)QOO &ﬁ@%ﬁ%o L S 3 <, S — — 2. CONTRACTOR TO COORDINATE CONCRETE ;‘ ‘ ‘ ‘ NOTE:
i SOIL OR COMPACTED TO 95% ASTM (VA Z g 4" DEEP, COMPACTED BASE COURSE, % 9 — B EDGE WITH SAFETY SURFACING 0 - ia A - CURB SHA ATC
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘7 ETT T T T— T T—=TTT——TT1—  WINUS CRUSHED AGGREGATE 4 J Ll ] REQUIREMENTS. 1L M= 1. CURB SHALL MATCH THE
11 1 1 =1 | STANDARD PROCTOR. ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ < O ‘ ‘ ‘ ‘7‘ ‘ ‘: ‘ ‘ ‘ ‘ |3 G ‘ ;‘ ‘ - LAYOUT OF THE ADJACENT
T T ] ] = SUBGRADE, 4 ’ “ 7‘ — ‘ i‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘f PAVING AND SHALL HAVE
NOTES: B ] UNDISTURBED NATIVE 4 Ll m mﬁ 7‘ ‘ N SMOOTH, TANGENTIAL
- SOIL OR COMPACTED o ) | = — \—\ \ \—\ \ ‘j CURVES WITH NO KINKS.
1 SCORE JOINT/CONTROL TO 95% ASTM, T = 2. TOP OF CURB SHALL HAVE NO

JOINT MAX 8'-0" O.C. OR AS
SHOWN ON PLANS

1 |CONCRETE FLATWORK/SCORE JOINT

CROSS SLOPE.

4 |CONCRETE CURB AT ASPHALT/TRANSITION

STANDARD PROCTOR.

2 |ISOLATION JOINT DETAIL 3 |THICKENED CURB AT PLAY SURF.

[ scALE: 11/2°=1-0"

FABRIC AT LOW POINT OF SAND PLAY
AREA AND SLOPE TO DRAIN

[ scALE: 1= 1-0" SCALE: 3"=1-0" [ scALE: NTS
NOTES: NOTES:
T s e
DAL TR o S0 JACENT LANDSCAPING 1. SUBMIT CONCRETE COLOR FOR APPROVAL. )
1-0", 2'-0" AND 4-0". PROVIDE METAL/STEEL 2. PREPARE 12°X12" SAMPLE FOR APPROVAL #4 REBAR AT 18" O.C.
3. INSTALL MINIMUM OF 6' OF SMALLEST DIMENSION SAW CUT, 6" PRIOR EDGING. : :
3. TERTIARY PAVING TO MATCH ADJACENT FINISH GRADE OF BACKFILL
TO TRANSITIONING TO NEXT DIMENSION. HOWARD STREET PROJECT
4.V CUT SCORE JOINT TO MATCH OTHER AREAS OF RIVERFRONT PARK. : PINS (24") 0.C CONTINUOUS ¢ 2% SLOPE WHERE APPLICABLE. SEE PLANS.
ALONG SEPARATE POURS, TYP. m&P&/‘/ﬁQNC 8" \ '
~POINT OF ENTRY TO PLAYGROUND FROM DARK COLORED CONCRETE WITH CHAMFER Jl,fﬁiv?ﬁ?.lu':s' ;T\EERFQE)EIE '
EAST OR WEST - START PRIMARY PAVING EXPOSED AGGREGATE FINISH ONLY IN AREA OF BACKFILL.
WITH SMALLEST OF SCORE DIMENSIONS, CONCRETE CURB OR R <EE PLANS :
6" END WITH LARGEST DIMENSION 4' AT ADJACENT SIDEWALK DARK COLORED CONCRETE WITH Z 1"X 1/2" REVEAL p — .
OPPOSITE END MEDIUM BROOM FINISH = WATERPROOFING.
PRECAST CONCRETE PAVER - 6 © ; #4 REBAR CONT. AT 12" O.C.
V CUT SCORE JOINTS TO MATCH OTHERS 'STANDARD' - COLOR AND 5 4 TYPICAL
PATTERN TO MATCH PLANS = 1" DIA. CL 200 PVC WEEP AT
. = )
— WHERE WALK EXCEEDS 7 WIDE INCLUDE AND ADJACENT HOWARD »8r N < POSITIVE DRAINAGE \| P 6-0"0.C. REQUIRED ONLY IN
CENTRAL SAW CUT SCORE JOINT STREET PROJECT - SEALED 8 & 2 e Y . F - “H| - B ‘f AREAS OF BACKFILL. SEE PLANS.
LONG X 4 %" WIDE X 3 #" THICK 4 ° a L. < - T ) BN ‘ ‘77‘ ‘ —
. < 4 =z = Oq Og . .
4 4 < ‘EIOO /‘ < 4 4 (2] o R & m/o\q T -
TTT- « « : « ) g o B =]
a o= - S I I e of—|||—
! < ‘P JUC I ? < 1" MAX. SAND SETTING BED. % AA " , < » 4 % gggg ~ g \ — 2X4 KEY
Y9 T = v T o a ek T A
2 4 I 7 . 4 p %JOCOQ;?%@% = —~——— 4" OF 3/4" MINUS COMPACTED ) ) y < 4 A Eo §§ & o | TN &\g\'— (4) #4 CONT. BAR AT 12" 0.C.
g 4 < 4 4 ' N % Q%%o A LS =N GRAVEL BASE TO 95% STND. 2 A y YW~ 2 <4 #5 BAR 12" 0.C
B N ’ 4 = == ‘ ‘ ‘ ‘ \7 PROCTOR 4 7 a4 3 = I T o
) 4 v ‘ 2 ) =T 1= — TYPAR 3401 FILTER FABRIC v T, ‘ 4 . = 3500 PS| CONC O@?o)%) % P CONC. FLATWORK WITH
s ‘ ) o 4 ) ) e e e ) s, A Jﬁ e I mag()@@%gq ORH CUQDNK( ISOLATION JOINT. SEE PLANS.
’ < R p ) 4 N COMPACTED SUBGRADE s 120" |, 2o L 2-10" _ COMPACTED 5/8" MINUS
< 4 A 7 7 # #
’ A | < s a BETWEEN AGGREGATE BANDS g&gé:igEROCK ON COMPACTED
6" 1-0" | 20 L 4-0" L :
7 # #
5 |PRIMARY PAVING 6 |SECONDARY PAVING 7 |TERTIARY PAVING 8 |RETAINING WALL DETAIL
SCALE: NTS [ scALE: NTS [ scALE: NTS [ scALE: 3/4"=1-0"
— 1-1/2" HANDRAIL - TYPE | NEW STAINED CONCRETE FLATWORK
1-0" c CRUSHED AGGREGATE BASE COURSE I6N ;‘Eéﬁﬁop%cljRC&TEHﬁ?g&S'
19 1" CHAMFER L 5" DECORATIVE CAST IRON TRENCH ;
STAIR CHEEK WALL GRATE, OBLIO PATTERN AS MFG BY IRON 1/2" RADIUS TOOLED EDGE
. . AGE DESIGNS (877) 418-3568. SCREENED CLEAN FINE
CONCRETE SEATWALL - 3500 PS| A 4 4 oL AYGROUND SAND. SEE
CONC - SACK SMOOTH FINISH / | 7 1/2" TOOLED RADIUS INSIDE CORNER ) LAYGROUN )
/ 7 4" CONC. SLAB WITH 8" THICK 1/2" RADIUS —— SPECIFICATIONS.
1" CHAMFER N == EDGE & EXP. JOINT AT TOP OF TOOLED EDGE COTE:
. "l e.‘b 2% TREAD. TYPICAL. = 3500 PSI CONC. INSTALL PER 1. DEPTH OF SAND AROUND
1-0 #4 BAR AT 18" 0.C. : B 2 S - ' CLIMBING STRUCTURE SHALL BE
S N COMPACTED 3/4" MINUS o| SBE LB D= TRENCH DRAIN MFG D N 12" MIN
#4 BAR AT 12" O.C. N : \ < CRUSHED AGGREGATE TYPICAL. | ﬁf a5 | INSTRUCTIONS :
N S — - -
S ba | N N N 2 T TRENCH DRAIN SYSTEM MODEL K100S AS : .
o AR | o il COMPACT SUBGRADE AS ‘ lil — ‘ ‘j MFG BY ACO, POLYLMER TRENCH DRAIN ot S
- 4 e FLATWORK % ” REQUIRED. 7] = &%gog;‘ SYSTEM (800) 534-4764 OR APPROVED TR
N n— 4 o = = CONC. FOOTING #4 BAR AT 18" My NS e E EQUAL. SEE GRADING PLAN FOR 5;’ 'S ——— SEPARATION 'TYPAR' 3401 FILTER FABRIC
||| | R e 4 = 0.C. EA. WAY. TYPICAL. - =l = ELEVATIONS AND CATCH BASIN PN |~ COMPACTED SUBGRADE
ol e I [/ l-——T+=—— EXPANSION JOINT —| | 12" | LOCATIONS. A~
2 g‘ ‘ . =] | I #4 BAR AT 18" 0.C. EACH WAY. 12" COMPACTED AGGREGATE BASE : ‘ ‘ . . q V
‘7: xﬂv‘: EXP. JOINT APPROX. SEE COURSE —I 1l 6 PERFORATE"D PIPE, WRAP 2" THICK és
S e 3500 PS| CONC.. STEP WITH £3 TOP VIEW WEG LAYER OF 3/4" CLEAN RIVER ROCK
~o | A ' COMPACTED SUBGRADE AND SEPARATION TYPAR' 3401 FILTER 4
=N =57 = #4 BAR CONT. AT 12" 0.C. BAR AT NOSE. 1" BATTER AT o
#5 BAR AT 12" 0.C.

STAIR BASE. 1/2" RADIUS AS
NOSE.

HOLE FOR BOLT DOWN

STATE OF
WASHINGTON
REGISTERED
LANDSCAPE ARCHITECT

9 ‘SEATWALL 10 |STAIR TYPE I 11 |TRENCH DRAIN - ALT. #1

12 |SAND PLAY AREA/DRAIN

| SCALE:  3/8"=1-0" [ scALE: 3/8"=1-0" [ scALe: 374" =1-0" | SCALE: 374" = 10"
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AutoCAD SHX Text
2% SLOPE


NOTE (CONTRACTOR TO CONFIRM W/MANUFACTURER):

13" FALL ZONE: NO PAD REQUIRED. GRASS TO HAVE 4" AGG BASE COURSE.
6' FALL ZONE: 1-1/8" PAD REQUIRED WITH 3" AGG BASE COURSE.

8" FALL ZONE: 2-1/8" PAD REQUIRED WITH 2" AGG BASE COURSE.

10' FALL ZONE: 1-1/8 + 2-1/8" PAD WITH 1" AGG BASE COURSE.

12" FALL ZONE: (2) 2-1/8" PADS WITH 1" AGG BASE COURSE.

AW

CONCRETE FLATWORK

EXPANSION JOINT

NEW 6" X 12" CONC. CURB 3500 PSI

WITH #3 REBAR TOP AND BOTTOM

1/2" RADIUS TOOLED EDGE

NAILER BOARD, ATTACH TO CONC. W/ 1/4" X
31/2" SPLIT DRIVE ANCHORS, 4 O.C. (TYP.)
ARTIFICIAL TURF - TOP OF INFILL IS

FINISH GRADE

RUBBER INFILL, IF REQUIRED TO MEET

= ) P FALL HEIGHT REQUIREMENTS

2 7 N blrg il v s s FOAM PAD, SEE NOTE THIS
e 7 DETAIL FOR CRITICAL FALL

T LI AL AL a ALY
- - - - < |

ZONE HEIGHT REQUIREMENTS
===l

1 [[ T COMPACTED AGGREGATE BASE COURSE
RS H%ME | T— SEPARATION GEOTEXTILE
=TT COMPACTED SUBGRADE

==
o 4" PERFORATED PERIMETER DRAIN
PIPE LOCATED AT LOWEST ELEVATION
OF PLAYGROUND SURFACE. DRAIN AT
.5% - WRAP PIPE IN FILTER FABRIC

1 ‘ARTIFICIAL TURF AGAINST CONCRETE

| SCALE: 3/4"=1-0"

CONCRETE ENTRY CIRCLE—

EXPANSION JOINT, TYP.—

SAW BOTTOM SIDE OF BOULDER FLAT—
WHEN PLACED ON CONCRETE FLATWORK

BASALT BOULDER 36"-48" SIZE. DO NOT SCAR OR—
DAMAGE BOULDERS OR CONCRETE. LOCATE PER
PLANS. BOULDERS SHALL BE CUT TO FIT AND SHALL
SIT ON STEPS
#4 REBAR AT 18" 0.C. EACH WAY—
NOTE:
1. NOTIFY LANDSCAPE ARCHITECT
PRIOR TO SETTING BOULDERS
FOR APPROVAL OF ROCK AND
PLACEMENT.

CONCRETE ENTRY CIRCLE STEPS—

#3 REBAR AT STAIR NOSE—

CONCRETE
SIDEWALK

1] 1

# ]
REPARED SUBGRADE, TYP.

5 ‘STAIRS AT ENTRY CIRCLE

| SCALE: 1/2" = 10"

'‘COMPACTED AGGREGATE BASE, TYP.

BIKE RACK STANDARD FROM URBAN
BICYCLE SYSTEMS - "riverfront SPOKANE"
TEXT CUT OUT. SEE SPECIFICATIONS

riverfront

CONCRETE FLATWORK - SEE SHEET L6.0
FOR CONCRETE DETAILS AND REINFORCING

10"
~ 33

3/4" CRUSHED ROCK BASE, COMPACT

SECTION
TO 95% MIN, ASTM STD. PROCTOR
2-6"
© EDGE OF CONCRETE
o~
N 2 3/8" DIA. STEEL TUBING

HIGH SECURITY TAMPER PROOF STAINLESS
STEEL BOLT TO SECURE PAN HEAD 3/8"

/ NOTES:
CONCRETE FLATWORK 1. INSTALLATION MUST BE COMPLETED
e SCORE PER PLANS IN ACCORDANCE WITH THE
MANUFACTURER'S SPECIFICATIONS

PLAN LAYOUT

9 |BIKE RACK - OFCI

#3 REBAR, TYP.
PLAYGROUND EDGE -

ADJACENT SIDEWALK OR CURB
6" X 12" WITH REINFORCING

POURED IN PLACE SAFETY

SURFACING EPDM WEAR LAYER

ARTIFICIAL TURF SAFETY
SURFACING

6" GLUED OVERLAP

SAFETY FOAM (THICKNESS

VARIES BASED ON FALL HEIGHT
REQUIREMENTS)

POURED IN PLACE BUFFINGS

‘ ‘ ‘ BASE LAYER (THICKNESS

VARIES BASED ON FALL HEIGHT
REQUIREMENTS)

COMPACT AGGREGATE FILL

SUBGRADE

2 |ARTIFICAL TURF AT (PIP) SAFTEY SURF.

NOTES:

CONCRETE EDGE/CURB W/ 5" DEEP X
3" WIDE INSTALLATION KEYWAY

ALLOW (3") OF OVERLAP OF TPV OVER
CONCRETE EDGE /" DEEP

(2) #3 REBAR, TYP.

%" TPV SAFETY RUBBER WEAR COURSE

SBR CUSHION LAYER - DEPTH VARIES
BASED ON CRITICAL FALL HEIGHT
REQUIREMENTS

45" DEGREE CUSHION LAYER
TURNDOWN

(4") OF %" MINUS CRUSHED SURFACING
TOP COURSE COMPACTED TO 95%

PREPARED SUBGRADE

1.

CONTRACTOR TO REFERENCE PLAY EQUIPMENT MANUFACTURER'S CRITICAL FALL HEIGHT
INFORMATION AND L3.10 WHEN DETERMINING CUSHION LAYER AND SURFACING REQUIREMENTS.

3 |POURED IN PLACE (PIP) SAFETY SURFACING

WEATHERED BASALT & GRANITE BOULDERS,
TYP. APPROVAL BY LANDSCAPE ARCHITECT
REQUIRED PRIOR TO DELIVERY TO SITE.
SIZED SHALL BE EQUALLY DIVIDED INTO 3
SIZE RANGES: 2-3, 3'-4', 4-5". USE
DRAWINGS AS GUIDE TO SIZE PLACEMENT ON
SITE.DO NOT SCAR OR DAMAGE. LOCATE AS
PER PLANS. WHEN PLACING BOULDERS,
BURY 1/4 TO 1/3 OF BOULDER BELOW
GRADE

M,
JiEsEslE]
==

=111 —]
COMPACT SUBGRADE UNDER
BOULDER

4 |BASALT BOULDER IN LANDSCAPE

[ scALE: 1" =1-0"

NOTE:

1. NOTIFY LANDSCAPE ARCHITECT WHEN PLACING

BOULDERS FOR APPROVAL OF ROCK AND
PLACEMENT.

2. PLACE BOULDERS PRIOR TO INSTALLATION OF

IRRIGATION SYSTEM.

......
......

.......
......

.....

e

PLANTING BED GRADE.

COMPACT SUBGRADE UNDER
BOULDER AS REQUIRED.

\/— CONCRETE FLATWORK/PLAZA

.....

e

e e
[ —

o0
* )
o 7

a < a P

4 - 4 a <
<4

a4 v

4

<

- ‘ :,gb

===

T — e - T
T=T= == R T R o e o g @%@%@?ﬂ%
—| | == | [F %@ﬁﬁ SR
[
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7 |BOULDER IN FLATWORK

BURY 1/4 TO 1/3 OF BOULDER BELOW

[ scALE:  NTS

TYP.

4" MAX FROM
\ /_ BASALT CLIFF 20" -
[

APPRXIMATELY 50 LINEAR FEET OF CLIMBING WALL I

[ scALE:  NTS

/
= —4

LOCAL GRANITE BOULDER 3-4' DIA. DO e,
NOT SCAR OR DAMAGE LOCATE AS PER .
PLANS. WHEN PLACING BOULDERS, \

SAW BOTTOM SIDE OF BOULDER FLAT <
& PLACE WHERE SHOWN ON PLAZA.

GUARDRAIL 2" SCH 80 STEEL PIPE.

/

RETAINING WALL BEYOND TO
RECEIVE 2" GFRC TEXTURE COAT

GUARDRAIL SUPPORT. 7" X 2" FLAT

B BAR POST 2' 0.C. WELD TO WELD Q
I AND STAIN. PLATE MOUNTING BRACKET 2
o g —— TYPE 2 GUARDRAIL SEE DETAIL 2 S
N SHEET L6.3 12" HT GFRC IN THE FORGROUND o
\ T ) =
. 9' GFRC IN THE BACKGROUND
\ GFRC CLIMBING WALL SEE LP1.0
GFRC CLIMBING STRUCTURE FOR ADDITIONAL INFORMATION
\ FINISH GRADE
> o 2 s FOOTING WALL BEYOND N
— ,
M=TE : ‘
SIS BN NOTES:
Wl o2l / GUARDRAIL AND SUPPORT POSTS SHALL BE
EHE\ Ei=nEl=EN=I= = GROUND SMOOTH AND POWDER COATED BLACK

SlE==EE=EE=EE=TE
S ==

8 |GFRC CLIMBING WALL - ELEVATION

[ scaLE: 3/4"=1-0" [ scALE: NTS
COLUMNAR BASALT - BASALT
COLUMNS SHALL BE SELECTED
TO HAVE FLAT BOTTOMS AND 6-0"
o BE BURIED A MINIMUM OF "

18"-36 THE HEIGHT OF THE COLUMN

WIDE/

DIAM. —\—

1-0"

_—— 5" SQ IRON TREE GRATE, OBLIO
PATTERN; W/FRAME PER IRON AGE
DESIGNS OR APPROVED EQUAL

6-0"
20

10"

6" THICK CAST IN PLACE CONCRETE
COLLAR

.~ CAST GRATE FRAME TO COLLAR
PER MANUFACTURER'S
SPECIFICATIONS

N—— DOWEL TO THICKENED EDGE
—— TREE WELL
—=— THICKENED EDGE

PLAN VIEW

10 | TREE GRATE

-

5-6" MAX. HEIGHT

LANDSCAPE BED

-12°

HANDRAIL TYPE Il

CONCRETE WALK/RAMP

COMPACTED AGGREGATE BASE

COMPACTED SUBGRADE

LANDSCAPE BED

COMPACTED AGGREGATE BASE

CONCRETE EDGE AT SAFETY

SURFACING/PLAYGROUND

SAFETY SURFACING

11 |COLUMNAR BASALT RET. WALL

great missoula
flood playground

MEDALLION EXAMPLE

6" DIAMETER CAST BRONZE
MEDALLION

FLOWING WATER PATTERN

2 RAISED RIB BORDER

SEE TEXT VARIOUS BELOW
(3) TYPE | MEDALLION - IGNEOUS ROCK: BASALT

(3) TYPE Il MEDALLION - IGNEOUS ROCK: GRANITE
(2) TYPE Il MEDALLION - METAMORPHIC ROCK: GNEISS

12 [ROCK MEDALLION

FINAL FONT AND TEXT TO BE
APPROVED BY OWNER PRIOR TO
FABRICATION - CONTRACTOR TO
SUBMIT SHOP DRAWING

NN
S22

STATE OF
WASHINGTON
REGISTERED

LANDSCAPE ARCHITECT

[ sCALE: NTS [ scALE: NTS [ scALE: 174" = 1-0" [ scALE: 6 =1-0" —m)" ¢
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NOTES:

1. ITEM TO BE OWNER FURNISHED
OWNER INSTALLED (OFOI),
CONCRETE BY CONTRACTOR.

2. SEE MATERIALS PLAN FOR
LOCATIONS TRASH RECEPTACLES.

3. CONCRETE PAD FOR RECEPTACLE
IS WITHIN CONTRACTOR SCOPE.

Y

[
413

VINYL ART WRAP BY OTHERS

BIGBELLY TRASH RECEPTACLE

7
- <« a4
o P

4-9"

AND COMPACTOR

THICKENED CONCRETE PAD
AT RECEPTACLE LOCATION (4
9"X2'7"X9)

#4 REBAR @ 18" 0.C. EACH
WAY

1 |SOLAR TRASH COMPACTOR - O.F.O.l.

| SCALE: NTS

NOTES:

1.

A 2-71/2" —A

10-0"
7-8Y,"

-0"

1

CONTRACTOR TO SUBMIT SHOP
DRAWINGS FOR APPROVAL
PRIOR TO CONSTRUCTION.
CONTRACTOR TO SUBMIT
SAMPLE OF LEXAN PANEL AND
COLOR TO BE USED FOR
APPROVAL.

POWDERCOAT ALL STEEL
PIPING, AND STEEL PLATES
GLOSSY BLACK, UNLESS CALLED
OUT DIFFERENT IN DETAIL.
SUBMIT POWDERCOAT PAINT
CHIPS FOR APPROVAL.

FLAT STEEL WELD TABS -

INSTALL WELD TABS TO BACK OF PAY
KIOSK SIGN. GRIND SMOOTH ALL WELD
LOCATIONS. ATTACH SIGNS WITH 3/8"
STAINLESS STEEL TAMPER RESISTANT
BOLT AND 3/8" STAINLESS STEEL
TAMPER RESISTANT NUT.

PAY KIOSK SIGN - 3/16" THICK STEEL

PLATE THAT IS POWDERCOATED BLACK. "P"

IS CUT OUT OF FRONT STEEL PLATE.
GRIND SMOOTH ALL EDGES SO THERE ARE
NO SHARP EDGES. YELLOW 3/16" THICK
LEXAN PANEL SHALL BE EXPOSED IN THE
CUT OUT "P".

WIRING IN CONDUIT - LOCATE INSIDE TUBE

5-1"

N

N

ow

STEEL FRAME - PROVIDE PUNCH OUT IN
FRAME FOR OUTLET DIRECTLY INTO LIGHT
BOX.

PAY KIOSK - OWNER FURNISHED
CONTRACTOR INSTALLED

3.5" STEEL PIPING -

POWDERCOATED GLOSSY BLACK.
CONCRETE HARDSCAPE

COMPACTED AGGREGATE

3500 PSI CONC. FTG.
/ CONDUIT SWEEP

NOTES:

1. BENCHES SHALL BE OWNER
FURNISHED, INSTALLED BY
CONTRACTOR.

2. SLATS SHALL BE RECYCLED
PLASTIC. LANDSCAPE ARCHITECT

TO APPROVED LOCATIONS FOR
GREEN AND ORANGE BENCHES

3. SEE MATERIALS PLAN FOR
LOCATIONS.

4. BENCHES SHALL BE BOLTED TO
CONCRETE SURFACE WITH
CONCRETE EXPANSION BOLTS.

5. INSTALL PER MFG INSTRUCTIONS.

2 |OGDEN BENCH - OGM 1900-105630

3-0"

:L*
=0
TFHLH# FILTER FABRIC AS SPECIFIED TO
71— || COMPLETELY ENCASE DRAIN

—|| =—rock

TURF

UNDISTURBED MATERIAL

3 |DRINKING FOUNTAIN SUMP

15" CLEAN DRAIN ROCK

1%" DRAIN LINE FROM DRINKING
FOUNTAIN (PROVIDE MIN. 2%
SLOPE TO DRAIN INTO SUMP)

SCALE: NTS

MISO GRATE ELARGMENT

2-0"

4"x4" TUBE STEEL CURB - POWDER

COATED - COLOR TBD - 2"X2"
SUPPORTS EVER 2'-0" O.C.

BOX

CAST IN PLACE CONCRETE BRIDGE

8" DIAM. MISO PATTERN DRAIN

GRATE

— APPROXIMATE ELEVATION
OF CONC. ADJACENT
BRAIDED STREAM

1-10" 6"

0
—
N

N \

ELEVATION

21-0"

6" — DECORATIVE STEEL BRIDGE GATE TOP - IRON AGE OBLIO
PATTERN OR APPROVED EQUAL

ga)

4 g 4

4

7-0"
6-0"

{

N 6" CAST IN PLACE CONCRETE
\ BRIDGE WALL

6" PVC SUPPLY LINE
8" PVC PIPES TO THREE
BRAIDED STREAM CHANNELS -

ALIGN WITH MISO DRAIN
GRATES ON BRIDGE FACE

PLAN VIEW

6 |BRIDGE DETAIL

L_THRUST \— 4"X4" TUBE STEEL CURB -
BLOCK

[ scALE: NTS
NOTES:
1. CONTRACTOR SHALL SUBMIT SHOP
DRAWINGS FOR APPROVAL.
2. VERIFY LOCATION AND DEPTH OF
BRAIDED STREAM WITH LAYOUT
PLANS AND STORMWATER PLANS.
FINISH GRADE OF CONCRETE ADJACENT DECORATIVE STEEL
BRAIDED STREAM CHANNEL/TOP OF CHANNEL CUT BRIDGE GRATE
TOP - IRON AGE OBLIO
BOTTOM OF BRAIDED STREAM CHANNEL PATTERN OR
APPROVED EQUAL
4" X 4" TUBE STEEL CURB - POWDER COATED -
COLOR TBD — ANGLE IRON SUPPORT
FOR BRIDGE GRATE -
2"X2" TUBE STEEL CURB SUPPORT/SPACER ATTACH TO CONCRETE
NN BRIDGE BOX
i N /| 6" CAST IN PLACE CONCRETE BRIDGE BOX
Ne)
& 1 PIP SURF.
- i ,/ r 8" IRON AGE GRATE COVER - MISO 1 A%@/ L
1/ DESIGN OR APPROVED EQUAL . 20%7‘?7 Wgw
v 8" FLANGE 8" MANIFOLD )
| — _
% '// < 6" SUPPLY LINE FROM PUMP
oy F ==

POWDER COAT - COLOR TBD

7 |BRIDGE SECTION

I SCALE: 1/4"=1-0"

ELEVATION

e

HR SERIES SKATE
STOPPERS LOCATED

NOTES:

[ scALE: 374" =1-0

1. CONTRACTOR SHALL SUBMIT SHOP
DRAWINGS OF RAIL FOR APPROVAL
PRIOR TO FABRICATION.

l———————

NOTES:

APPROX. EVER 3' - 4 0.C.
ON ALL HANDRAILS

1 1/2" DIA. STEEL HAND RAIL
HILTI ANCHORS (2 EACH)
CONCRETE WALL

11/2" DIA. HANDRAIL

1/2" DIA. SMOOTH STEEL ROD/W
1" RADIUS

3" STEEL MOUNTAIN PLATE ATTACH
TO CONCRETE WALL WITH 2 CONC.
HILTI ANCHORS EACH.

CONCRETE WALL 3500 PSI, SACK
FINISH, TYP. - REBAR 18" O.C.
HORIZONTAL

WALL WIDTH VARIES BASED ON
LOCATION

SECTION

1. CAP HANDRAIL POST W/WELD, GRIND
EDGES SMOOTH.

2. FINISH SHALL BE GLOSSY BLACK
POWDER COAT.

2. RAIL SHALL MATCH CONSTRUCTION

AND COLORS OF OTHER SITE RAILS.
3. ALL WELDS TO BE GROUND SMOOTH.

4. POWDER COAT GLOSSY BLACK,
SUBMIT FOR APPROVAL

MID-RAIL 1 3", STAINLESS
STEEL

END HANDRAIL- 13",
STAINLESS STEEL

-

-—

2-6"

1 CONCRETE FLATWORK -
HANDRAIL TO FOLLOW
GRADE OF RAMP OR

ADJACENT FLATWORK

VARIES
AV

2-0"

END POST

1 \ COMPACTED 3/4" MINUS

\
TS CRUSHED AGGREGATE
p \ TYPICAL.
CONC. FOOTING - MINIMUM
24" BELOW FINISHED GRADE
12" OF ADJACENT ASPHALT

—— COMPACT SUBGRADE AS
REQUIRED.

2% SLOPE
3000 PSI CONC %6,,
WALL W/1" L
CHAMFER
A%
z 9 FINISH GRADE
=
® / /£ PLANTING AREA, SEE PLANTING
Wi
x o (/4L 14 REBAR CONT. AT 12" O.C.
= ,Eﬁ =t ‘ TYPICAL
Sil= Jﬁmﬁmﬁ e = __ #4 REBAR AT 18" O.C.
Co IR - LA
e SR =L, < S 2X2 KEY
SR PR o
\\Z $ X Y /i/\////// | #5 BAR 12" 0.C.
g S (3) #4 CONT. BAR
R ADJACENT LANDSCAPE BED

SUBGRADE

3000 PSI CONC
FOOTING

COMPACTED 3/4" MINUS
CRUSHED ROCK ON COMPACTED

—— REFER TO 5874HF
OPERATION AND

MAINTENANCE
INSTRUCTIONS

MAINTENANCE MANUAL
FOR PUSH BUTTON AND

VALVE INSTALLATION/ "D g

\S

4-0"

-6"

1

N

a‘- —‘_]/ S TTTT

HAWS DRINKING FOUNTAIN
OR APPROVED EQUAL

ACCESS PLATE AND SCREWS
RELOCATED FROM EXISTING
3377 FOUNTAIN

3/8-16 HEX BOLTS &
WASHERS 4X (SUPPLIED)

ATTACH PEDESTAL
EXTENSION USING (4) 1/4-20
FLATHEAD SCREWS
(SUPPLIED)

CUT THE FOUNTAIN @ 3/8"
WATER SUPPLY TUBING AND
INSTALL THE 3/8" TEE FOR
BOTTLE FILLER (SUPPLIED)

4 |DRINKING FOUNTAIN - OFC]

[ scALE: NTS

PLAY SURFACING

MAGLIN OGEN BENCH
OGM-1900-SCR5. SEE SPECS
FOR DETAILS

LANDSCAPE MULCH
TREATMENT PER PLANS

PLANTING SOIL

TREE PER PLANS

CONCRETE APRON 6" X 18" 4
INSIDE RADIUS

18"

3500 PSI CONC. APRON W(2) #3 BARS CONT.

CRUSHED AGGREGATE BASE COURSE COMPACTED

8 ‘TREE RING IN PLAY SURFACING

| SCALE: 1/4" = 10"

EXISTING CURB

PARKING

(width varies see plans)

CURB

PLANTING AREA

WALK

TREE WELL EXISTING
ROADWAY

CURB CURB

NN
S22

STATE OF
WASHINGTON
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